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[bookmark: _Toc502932909]<< Start of change >>
[bookmark: _Toc37255894][bookmark: _Toc45890069][bookmark: _Toc52381894][bookmark: _Toc21345512][bookmark: _Toc37256235][bookmark: _Toc29806361]6.3B	Output power dynamics for DC
[bookmark: _Toc37256236][bookmark: _Toc29806362][bookmark: _Toc37255895][bookmark: _Toc21345513][bookmark: _Toc52381895][bookmark: _Toc45890070]6.3B.0	General
The E-UTRA and NR switching time mask defines the observation period between E-UTRA subframe and NR slot/mini-slot boundary. Both E-UTRA subframe and NR slot/mini-slot have ON power transmissions. The ON power is defined as the mean power over the symbol duration excluding any transient period. For E-UTRA subframe or NR slot/mini-slot having OFF power transmission, the general time mask for E-UTRA or NR shall apply.
For inter-band EN-DC, output power dynamics requirement for E-UTRA single carrier and CA operation specified in clauses 6.3 of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.3 of TS 38.101-1 [2] and clause 6.3, and 6.3A and 6.3D of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: OLE_LINK4]6.4B.1.4	Frequency error for inter-band EN-DC including FR2
Frequency error requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.1 and 6.5.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.4.1,  and 6.4A.1 and 6.4D.1 of TS 38.101-2 [3] apply.
6.4B.1.5	Frequency error for inter-band EN-DC including both FR1 and FR2
Frequency error requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.1 and 6.5.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.4.1 of TS 38.101-1 [2] and clause 6.4.1, and 6.4A.1 and 6.4D.1 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc45890091][bookmark: _Toc52381916][bookmark: _Toc37256257][bookmark: _Toc37255916]6.4B.2.4	Transmit modulation quality for Inter-band EN-DC including FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.2 and 6.5.2A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.4.2, and 6.4A.2 and 6.4D.2 of TS 38.101-2 [3] apply. 
[bookmark: _Toc29806384][bookmark: _Toc37256258][bookmark: _Toc45890092][bookmark: _Toc37255917][bookmark: _Toc52381917][bookmark: _Toc21345535]6.4B.2.5	Transmit modulation quality for inter-band EN-DC including both FR1 and FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.2 and 6.5.2A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.4.2 of TS 38.101-1 [2] and clause 6.4.2, and 6.4A.2 and 6.4D.2 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc37256268][bookmark: _Toc45890102][bookmark: _Toc29806394][bookmark: _Toc21345545][bookmark: _Toc37255927][bookmark: _Toc52381927]6.5B.1.4	Inter-band EN-DC including FR2
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.1 and 6.6.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.1, and 6.5A.1 and 6.5D.1 of TS 38.101-2 [3] apply.
[bookmark: _Toc45890103][bookmark: _Toc37255928][bookmark: _Toc37256269][bookmark: _Toc52381928][bookmark: _Toc21345546][bookmark: _Toc29806395]6.5B.1.5	Inter-band EN-DC including both FR1 and FR2
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.1 and 6.6.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.1 of TS 38.101-1 [2] and clause 6.5.1,  and 6.5A.1 and 6.5D.1 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc21345554][bookmark: _Toc29806403][bookmark: _Toc45890111][bookmark: _Toc37256277][bookmark: _Toc37255936][bookmark: _Toc52381936]6.5B.2.2	Intra-band non-contiguous EN-DC
[bookmark: _Toc29806404][bookmark: _Toc37256278][bookmark: _Toc21345555][bookmark: _Toc45890112][bookmark: _Toc52381937][bookmark: _Toc37255937]6.5B.2.2.1	Spectrum emissions mask
The spectral emission mask for intra-band non-contiguous EN-DC is a composite of the emission mask for each CC individual sub-block. In case of the sub-block consist of one component carrier with the level set to the maximum value from each mask for each frequency outside of the transmission bandwidth of either carrier. A composite spectrum emission mask is a combination of individual sub-blockCC  spectrum emissions masks. Where two masks overlap the most relaxed limit is used. Composite spectrum emission mask applies to frequencies up to  ΔfOOB starting from the edges of the sub-blocks. If for some frequency an individual sub-blockCC  spectrum emission mask overlaps with the bandwidth of another sub-blockCC  then the emission mask does not apply for that frequency.
[bookmark: _Toc21345556][bookmark: _Toc37256279][bookmark: _Toc52381938][bookmark: _Toc45890113][bookmark: _Toc37255938][bookmark: _Toc29806405]6.5B.2.2.2	Additional spectrum emissions mask
When additional spectrum emission mask or masks apply, the additional SEM(s) shall be used to calculate the composite SEM described in 6.5B.2.2.1.
6.5B.2.2.3	Adjacent channel leakage ratio
For intra-band non-contiguous EN-DC, the EN-DC Adjacent Channel Leakage power Ratio (EN-DCACLR) is the ratio of the sum of the filtered mean powers centred on the assigned E-UTRA and NR sub-block frequencies to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. In case the sub-block gap bandwidth Wgap is smaller than a E-UTRA or NR sub-block bandwidth, no EN-DCACLR requirement is set for the corresponding sub-block for the gap. The assigned EN-DC sub-block power and adjacent channel power are measured with rectangular filters with measurement bandwidths specified in TS 36.101 [4] for the E-UTRA sub-block, and TS 38.101-1 [2], TS 38.101-2 [3] for the NR sub-block. If the measured adjacent channel power is greater than –50dBm then the EN-DCACLR shall be higher than the value specified in for E-UTRAACLR and NRACLR.
<< Next change >>
[bookmark: _Toc37255942][bookmark: _Toc21345560][bookmark: _Toc29806409][bookmark: _Toc45890117][bookmark: _Toc37256283][bookmark: _Toc52381942]6.5B.2.4	Inter-band EN-DC including FR2
Unless otherewise stated, out-of-band emissions requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.2 of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.2, and 6.5A.2 and 6.5D.2 of TS 38.101-2 [3] apply.
[bookmark: _Toc37256284][bookmark: _Toc37255943][bookmark: _Toc52381943][bookmark: _Toc45890118][bookmark: _Toc29806410][bookmark: _Toc21345561]6.5B.2.5	Inter-band EN-DC including both FR1 and FR2
Unless otherewise stated, out-of-band emissions requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.2 of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.2 of TS 38.101-1 [2] and clause 6.5.2, and 6.5A.2 and 6.5D.2 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc37255956][bookmark: _Toc21345574][bookmark: _Toc29806423][bookmark: _Toc45890131][bookmark: _Toc37256297][bookmark: _Toc52381956]6.5B.3.4	Inter-band EN-DC including FR2
General spurious requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.3.1 and 6.6.3.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.3, and 6.5A.3 and 6.5D.3 of TS 38.101-2 [3] apply.
[bookmark: _Toc45890132][bookmark: _Toc37256298][bookmark: _Toc21345575][bookmark: _Toc37255957][bookmark: _Toc52381957][bookmark: _Toc29806424]6.5B.3.4.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. Unless otherwise stated, for inter-band EN-DC configurations defined in table 5.5B.5.1-1, no requirements for FR2 NR bands to protect E-UTRA and FR1 NR bands are applied to the constituent FR2 NR bands. Spurious emission band UE co-existence requirements specified in TS 36.101 [4] are applied to the constituent E-UTRA bands for the EN-DC configuration.
Spurious emission band UE co-existence requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.3.2 and 6.6.3.2A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.3.1, and 6.5A.3.1 and 6.5D.3.1 of TS 38.101-2 [3] apply.
Table 6.5B.3.4.1-1: Void
[bookmark: _Toc21345576][bookmark: _Toc29806425][bookmark: _Toc37256299][bookmark: _Toc45890133][bookmark: _Toc37255958][bookmark: _Toc52381958]6.5B.3.5	Inter-band EN-DC including both FR1 and FR2
General spurious requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.3.1 and 6.6.3.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.3.1 of TS 38.101-1 [2] and clause 6.5.3, and 6.5A.3 and 6.5D.3 of TS 38.101-2 [3] apply.
[bookmark: _Toc45890134][bookmark: _Toc37256300][bookmark: _Toc29806426][bookmark: _Toc52381959][bookmark: _Toc37255959][bookmark: _Toc21345577]6.5B.3.5.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. Unless otherwise stated, for inter-band EN-DC configurations defined in clause 5.5B.6, no requirements for FR2 NR bands to protect E-UTRA and FR1 NR bands are applied to the constituent FR2 NR bands. Spurious emission band UE co-existence requirements for constituent E-UTRA and FR1 NR bands for the inter-band EN-DC are the same as those for the corresponding EN-DC configuration without the FR2 bands specified in 6.5B.3.2.2.
Spurious emission band UE co-existence requirement for E-UTRA single carrier and CA operation specified in clauses 6.6.3.2 and 6.6.3.2A of TS 36.101 [4] and for NR single carrier and CA operation specified in clause 6.5.3.2 of TS 38.101-1 [2] and clause 6.5.3.1, and 6.5A.3.1 and 6.5D.3.1 of TS 38.101-2 [3] apply.
<< End change >>
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