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<Start of Changes>
[bookmark: _Toc21344259][bookmark: _Toc29801745][bookmark: _Toc29802169][bookmark: _Toc29802794][bookmark: _Toc36107536][bookmark: _Toc37251302][bookmark: _Toc45888105][bookmark: _Toc45888704]6.2A.1.3	UE maximum output power for Inter-band CA
For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the transmitter power requirements in clause 6.2 apply.
For inter-band carrier aggregation with uplink assigned to two NR bands, UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms). The maximum output power is specified in Table 6.2A.1.3-1.
[bookmark: _Hlk44002507]For PC3 inter-band carrier aggregation with one uplink component carrier assigned to one NR band in NR band n41, n77, n78, and n79, the requirements for power class 2 are not applicable and the corresponding requirements for a power class 3 UE shall apply.
Table 6.2A.1.3-1 UE Power Class for uplink inter-band CA (two bands)
	Uplink CA Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	CA_n1A-n3A
	
	
	
	
	23
	+2/-32
	
	

	CA_n1A-n7A
	
	
	
	
	23
	+2/-32
	
	

	CA_n1A-n8A
	
	
	
	
	23
	+2/-32
	
	

	CA_n1A-n28A
	
	
	
	
	23
	+2/-32
	
	

	CA_n1A-n40A
	
	
	
	
	23
	+2/-32
	
	

	CA_n1A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n1A-n78A
	
	
	266
	+2/-32
	23
	+2/-32
	
	

	CA_n1A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n2A-n5A
	
	
	
	
	23
	+2/-32
	
	

	CA_n2A-n48A
	
	
	
	
	23
	+2/-32
	
	

	CA_n2A-n77A
	
	
	
	
	23
	+2/-32
	
	

	CA_n2A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n7A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n8A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n28A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3-n38A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n40A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n77A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n3A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n5A-n66A
	
	
	
	
	23
	+2/-32
	
	

	CA_n5A-n77A
	
	
	
	
	23
	+2/-32
	
	

	CA_n5A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n5A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n7A-n25A
	
	
	
	
	23
	+2/-32
	
	

	CA_n7A-n28A
	
	
	
	
	23
	+2/-32
	
	

	CA_n7A-n66A
	
	
	
	
	23
	+2/-32
	
	

	CA_n7A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n8A-n39A
	
	
	
	
	23
	+2/-32
	
	

	CA_n8A-n40A
	
	
	
	
	23
	+2/-32
	
	

	CA_n8A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n8A-n77A
	
	
	
	
	23
	+2/-32
	
	

	CA_n8A-n78A
	
	
	
	
	23
	+2/-32
	
	

	[bookmark: OLE_LINK22]CA_n8A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n20A-n28A
	
	
	
	
	23
	+2/-32
	
	

	CA_n20A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n25A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n25A-n66A
	
	
	
	
	23
	+2/-32
	
	

	CA_n25A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n28A-n40A
	
	
	
	
	23
	+2/-32
	
	

	CA_n28A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n28A-n50A
	
	
	
	
	23
	+2/-32
	
	

	CA_n28A-n77A
	
	
	
	
	23
	+2/-32
	
	

	CA_n28A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n38A-n66A
	
	
	
	
	23
	+2/-32
	
	

	CA_n38A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n39A-n40A
	
	
	
	
	23
	+2/-32
	
	

	CA_n39A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n39A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n40A-n41A
	
	
	
	
	23
	+2/-32
	
	

	CA_n40A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n40A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n41A-n66A
	
	
	
	
	23
	+2/-32
	
	

	CA_n41A-n71A
	
	
	
	
	23
	+2/-32
	
	

	CA_n41A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n41A-n79A
	
	
	
	
	23
	+2/-32
	
	

	CA_n41A-n50A
	
	
	
	
	23
	+2/-32
	
	

	CA_n48A-n66A
	
	
	
	
	23
	+2/-32
	
	

	CA_n50A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n66A-n71A
	
	
	
	
	23
	+2/-32
	
	

	CA_n66A-n77A
	
	
	
	
	23
	+2/-32
	
	

	CA_n66A-n78A
	
	
	
	
	23
	+2/-32
	
	

	CA_n70A-n71A
	
	
	
	
	23
	+2/-32
	
	

	CA_n78A-n92A
	
	
	
	
	23
	+2/-32
	
	

	NOTE 1:	Void
NOTE 2:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 3:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 4:	For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 5:	Power class 3 is the default power class unless otherwise stated
NOTE 6:	The UE supports PC3 within NR FDD band, and supports either PC3 or PC2 within NR TDD band. 



<Next Changes>
[bookmark: _Toc21344446][bookmark: _Toc29801934][bookmark: _Toc29802358][bookmark: _Toc29802983][bookmark: _Toc36107725][bookmark: _Toc37251499][bookmark: _Toc45888406][bookmark: _Toc45889005]7.3A.5	Reference sensitivity exceptions due to intermodulation interference due to 2UL CA
For inter-band carrier aggregation with uplink assigned to two NR bands given in Table 7.3A.5-1, Table 7.3A.5-1a and Table 7.3A.5-2 the reference sensitivity is defined only for the specific uplink and downlink test points specified in Table 7.3A.5-1, Table 7.3A.5-1a and Table 7.3A.5-2. For these test points the reference sensitivity requirement specified in Table 7.3.2-1 and Table 7.3.2-2 are relaxed by the amount of the corresponding parameter MSD given in Table 7.3A.5-1, Table 7.3A.5-1a and Table 7.3A.5-2.
Table 7.3A.5-1: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC3 CA
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1A-n3A
CA_n1B-n3A
CA_n1A-n3(2A)
	n1
	1950
	5
	25
	2140
	23
	FDD
	IMD3

	
	n3
	1760
	5
	25
	1855
	N/A
	TDD
	N/A

	CA_n1A-n8A
	n1
	1965
	5
	25
	2155
	6.0
	FDD
	IMD4

	
	n8
	887.5
	5
	25
	932.5
	N/A
	FDD
	N/A

	CA_n1A-n78A
CA_n1A-n78(2A)
CA_n1A-n78C
	n1
	1950
	5
	25
	2140
	8.0
	FDD
	IMD4

	
	
	
	
	
	
	10.75
	
	

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	CA_n2A-n48A
CA_n2A-n48C
	n2
	1852.5
	5
	25
	1932.5
	12
	FDD
	IMD4

	
	n48
	3625
	20
	100
	3625
	N/A
	TDD
	N/A

	CA_n2A-n77A
	n2
	1855
	5
	25
	1935
	26
	FDD
	IMD2

	
	
	
	
	
	
	28.75
	
	

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n2
	1885
	5
	25
	1965
	8.0
	FDD
	IMD4

	
	
	
	
	
	
	10.75
	
	

	
	n77
	3690
	10
	50
	3690
	N/A
	TDD
	N/A

	
	n2
	1885
	5
	25
	1965
	5
	FDD
	IMD5

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	CA_n2A-n78A
CA_n2A-n78(2A)
	n2
	1855
	5
	25
	1935
	26
	FDD
	IMD24

	
	
	
	
	
	
	28.75
	
	

	
	n78
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	CA_n3A-n7A
	n3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	n7
	2535
	10
	50
	2655
	10.2
	FDD
	IMD4

	CA_n3A-n8A
	n3
	1755
	10
	50
	1850
	N/A
	FDD
	N/A

	
	n8
	900
	5
	25
	945
	8
	FDD
	IMD44

	
	n3
	1747.5
	10
	50
	1842.5
	6.4
	FDD
	IMD5

	
	n8
	897.5
	5
	25
	942.5
	N/A
	FDD
	N/A

	CA_n3A-n38A
	n3
	1713
	5
	25
	1808
	8.2
	FDD
	IMD4

	
	n38
	2617
	5
	25
	2617
	N/A
	TDD
	N/A

	CA_n3A-n41A
CA_n3A-n41C
CA_n3A-n41(2A)
	n3
	1740
	5
	25
	1835
	8.2
	FDD
	IMD4

	
	n41
	2657.5
	10
	50
	2657.5
	N/A
	TDD
	N/A

	CA_n3A-n77A
CA_n3A-n77(2A)

	n3
	1740
	5
	25
	1835
	26
	FDD
	IMD24

	
	
	
	
	
	
	28.74
	
	

	
	n77
	3575
	10
	50
	3575
	N/A
	TDD
	N/A

	
	n3
	1765
	5
	25
	1860
	8.0
	FDD
	IMD44

	
	
	
	
	
	
	10.74
	
	

	
	n77
	3435
	10
	50
	3435
	N/A
	TDD
	N/A

	CA_n3A-n78A
CA_n3A-n78C
CA_n3A-n78(2A)

	n3
	1740
	5
	25
	1835
	26
	FDD
	IMD24

	
	
	
	
	
	
	28.75
	
	

	
	n78
	3575
	10
	25
	3575
	N/A
	TDD
	N/A

	
	n3
	1765
	5
	25
	1860
	8.0
	FDD
	IMD44

	
	
	
	
	
	
	10.75
	
	

	
	n78
	3435
	10
	25
	3435
	N/A
	TDD
	N/A

	CA_n5A-n66A
	n5
	838
	5
	25
	883
	30
	FDD
	IMD24

	
	n66
	1721
	5
	25
	2121
	N/A
	FDD
	N/A

	CA_n5A-n77A
	5
	844
	5
	25
	889
	8.3
	FDD
	IMD4

	
	n77
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	
	5
	829
	5
	25
	875
	5.5
	FDD
	IMD5

	
	n77
	3600
	10
	50
	3600
	N/A
	TDD
	N/A

	CA_n5A-n78A
CA_n5A-n78C
	n5
	844
	5
	25
	889
	8.3
	FDD
	IMD4

	
	n78
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	CA_n7A-n66A
	n7
	2535
	10
	50
	2655
	15
	FDD
	IMD4

	
	n66
	1730
	5
	25
	2130
	N/A
	FDD
	N/A

	CA_n8A-n41A
	n8
	882.5
	5
	25
	927.5
	12.1
	FDD
	IMD34

	
	n41
	2685
	10
	50
	2685
	N/A
	TDD
	N/A

	CA_n8A-n78A
	n8
	897.5
	5
	25
	942.5
	8.3
	FDD
	IMD4

	
	n78
	3635
	10
	50
	3635
	N/A
	TDD
	N/A

	CA_n8A-n79A
	n8
	897.5
	5
	25
	942.5
	4.8
	FDD
	IMD5

	
	n79
	4532.5
	40
	216
	4532.5
	N/A
	TDD
	N/A

	CA_n20A-n78A
	n20
	850
	5
	25
	809
	11
	FDD
	IMD4

	
	n78
	3359
	10
	50
	3359
	N/A
	TDD
	N/A

	CA_n25A-n66A
CA_n25A-n66(2A)
CA_n25(2A)-n66A
CA_n25(2A)-n66(2A)
	n66
	1775
	5
	25
	2175
	N/A
	FDD
	N/A

	
	n25
	1855
	5
	25
	1935
	20
	FDD
	IMD3

	
	n66
	1712.5
	5
	25
	2112.5
	23
	FDD
	IMD3

	
	n25
	1912.5
	5
	25
	1992.5
	N/A
	FDD
	N/A

	
	n66
	1750
	5
	25
	2150
	4
	FDD
	IMD5

	
	n25
	1883.3
	5
	25
	1963.3
	N/A
	FDD
	N/A

	CA_n25A-n78A
CA_n25A-n78(2A)
CA_n25(2A)-n78A
CA_n25(2A)-n78(2A)
	n25
	1855
	5
	25
	1935
	26
	FDD
	IMD24

	
	n78
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	CA_n28A-n50A

	n28
	730
	10
	50
	775
	15.3
	FDD
	IMD2

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A

	
	n28
	740
	10
	50
	785
	6.0
	FDD
	IMD44

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A

	CA_n28A-n77A, CA_n28A-n78A 
CA_n28A-n78(2A)
	n28
	705.5
	5
	25
	760.5
	5.5
	FDD
	IMD5

	
	n77/n78
	3582.5
	10
	50
	3582.5
	N/A
	TDD
	N/A

	CA_n41A-n71A
	n41
	2614
	5
	25
	2614
	N/A
	TDD
	N/A

	
	n71
	665
	5
	25
	619
	11
	FDD
	IMD4

	CA_n48A-n66A
	n48
	3660
	5
	25
	3660
	N/A
	TDD
	N/A

	
	n66
	1730
	5
	25
	2130
	5.0
	FDD
	IMD5

	CA_n66A-n71A
CA_n66(2A)-n71A
CA_n66B-n71A
	n66
	1750
	5
	25
	2150
	5
	FDD
	IMD4

	
	n71
	675
	5
	25
	629
	N/A
	FDD
	N/A

	CA_n66A-n77A
	n66
	1775
	5
	25
	2175
	31
	FDD
	IMD2

	
	n77
	3950
	10
	50
	3950
	N/A
	TDD
	N/A

	
	n66
	1730
	5
	25
	2130
	5.0
	FDD
	IMD5

	
	n77
	3660
	10
	50
	3660
	N/A
	TDD
	N/A

	CA_n66A-n78A CA_n66A-n78(2A)
CA_n66(2A)-n78A
CA_n66(2A)-n78(2A)
	n66
	1730
	5
	25
	2130
	5.0
	FDD
	IMD5

	
	n78
	3660
	10
	50
	3660
	N/A
	TDD
	N/A

	CA_n70A-n71A
	n70
	1697.5
	5
	25
	1997.5
	5
	FDD
	IMD4

	
	n71
	695.5
	5
	25
	649.5
	N/A
	FDD
	N/A

	NOTE 1:	Both of the transmitters shall be set min(+20 dBm, PCMAX_L,f,c) as defined in clause 6.2A.4
NOTE 2:	RBSTART = 0, 15 kHz SCS is assumed.
NOTE 3:	No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3 apply).
NOTE 4:	This band is subject to IMD5 also which MSD is not specified.
NOTE 5:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.



Table 7.3A.5-1a: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC2 CA
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1A-n78A
	n1
	1950
	5
	25
	2140
	[bookmark: _GoBack][17.8]
	FDD
	IMD4

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A



Table 7.3A.5-2: 3DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1A-n3A-n41A
	n1
	1977.5
	5
	25
	2167.5
	N/A
	FDD
	N/A

	
	n3
	1712.5
	5
	25
	1807.5
	N/A
	FDD
	N/A

	
	n41
	2507.5
	10
	25
	2507.5
	5.0
	TDD
	IMD5

	CA_n1A-n3A-n78A
	n1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n3
	1750
	5
	25
	1845
	N/A
	
	N/A

	
	n78
	3700
	10
	52
	3700
	28.4
	TDD
	IMD2

	
	n1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n3
	1770
	5
	25
	1865
	N/A
	
	N/A

	
	n78
	3360
	10
	52
	3360
	11.2
	TDD
	IMD4

	
	n1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n3
	1735
	5
	25
	1830
	27.9
	
	IMD2

	
	n78
	3780
	10
	52
	3780
	N/A
	TDD
	N/A

	CA_n1A-n7A-n28A
	n1
	1935
	5
	25
	2125
	N/A
	FDD
	N/A

	
	n7
	2533
	10
	50
	2653
	30.0
	FDD
	IMD2

	
	n28
	718
	5
	25
	773
	N/A
	FDD
	N/A

	
	n1
	1935
	5
	25
	2125
	N/A
	FDD
	N/A

	
	n7
	2510
	10
	50
	2630
	N/A
	FDD
	N/A

	
	n28
	730
	10
	50
	785
	4.5
	FDD
	IMD5

	CA_n1A-n7A-n78A
	n1
	1977.5
	5
	25
	2167.5
	N/A
	FDD
	N/A

	
	n7
	2507.5
	5
	25
	2627.5
	9.1
	FDD
	IMD4

	
	n78
	3305
	10
	50
	3305
	N/A
	TDD
	N/A

	
	n1
	1950
	5
	25
	2140
	8.7
	FDD
	IMD4

	
	n7
	2510
	10
	50
	2630
	N/A
	FDD
	N/A

	
	n78
	3580
	10
	50
	3580
	N/A
	TDD
	N/A

	
	n1
	1970
	5
	25
	2160
	N/A
	FDD
	N/A

	
	n7
	2520
	5
	25
	2640
	N/A
	FDD
	N/A

	
	n78
	3390
	10
	50
	3390
	10.1
	TDD
	IMD4

	CA_n3A-n8A-n78A
	n3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3550
	10
	50
	3550
	16.1
	TDD
	IMD3

	
	n3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3370
	10
	50
	3370
	4.5
	TDD
	IMD5

	
	n3
	1725
	5
	25
	1820
	15.7
	FDD
	IMD3

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3640
	10
	50
	3640
	N/A
	TDD
	N/A

	CA_n3A-n28A-n77A
	n3
	1720
	5
	25
	1815
	N/A
	FDD
	N/A

	
	n28
	733
	5
	25
	788
	N/A
	FDD
	N/A

	
	n77
	4173
	10
	50
	4173
	15.9
	TDD
	IMD3

	
	n28
	735
	5
	25
	790
	N/A
	FDD
	N/A

	
	n77
	3320
	10
	50
	3320
	N/A
	TDD
	N/A

	
	n3
	1755
	5
	25
	1850
	17.0
	FDD
	IMD3

	
	n3
	1712.5
	5
	25
	1807.5
	N/A
	FDD
	N/A

	
	n77
	4195
	10
	50
	4195
	N/A
	TDD
	N/A

	
	n28
	715
	5
	25
	770
	15.3
	FDD
	IMD3

	CA_n3A-n28A-n78A
	n28
	735
	5
	25
	790
	N/A
	FDD
	N/A

	
	n78
	3320
	10
	50
	3320
	N/A
	TDD
	IMD3

	
	n3
	1755
	5
	25
	1850
	17.3
	FDD
	N/A

	
	n3
	1750
	5
	25
	1845
	N/A
	FDD
	N/A

	
	n28
	743
	5
	25
	798
	N/A
	FDD
	N/A

	
	n78
	3764
	10
	50
	3764
	4.5
	TDD
	IMD5

	CA_n3-40A-n41A
	n3
	1747.5
	5
	25
	1842.5
	1.0
	FDD
	IMD5

	
	n40
	2347.5
	5
	25
	2347.5
	N/A
	TDD
	N/A

	
	n41
	2600
	10
	50
	2600
	N/A
	TDD
	N/A

	CA_n5A-n66A-n78A
	n5
	830
	5
	25
	875
	N/A
	FDD
	N/A

	
	n66
	1720
	5
	25
	2120
	N/A
	FDD
	N/A

	
	n78
	3380
	10
	50
	3380
	16.1
	TDD
	IMD3

	CA_n5A-n66A-n78A
	n5
	830
	5
	25
	875
	N/A
	FDD
	N/A

	
	n66
	1720
	5
	25
	2120
	13.2
	FDD
	IMD3

	
	n78
	3780
	10
	50
	3780
	N/A
	TDD
	N/A

	CA_n7A-n66A-n78A, CA_n7A-n66A-n78(2A)
	n7
	2560
	5
	25
	2680
	N/A
	FDD
	N/A

	
	n66
	1730
	5
	25
	2130
	N/A
	FDD
	N/A

	
	n78
	3390
	10
	50
	3390
	16.1
	TDD
	IMD3

	CA_n7A-n66A-n78A, CA_n7A-n66A-n78(2A)
	n7
	2550
	5
	25
	2670
	N/A
	FDD
	N/A

	
	n66
	1750
	5
	25
	2150
	8.7
	FDD
	IMD4

	
	n78
	3625
	10
	50
	3625
	N/A
	TDD
	N/A

	CA_n25A-n66A-n78A
	n25
	1880
	5
	25
	1960
	N/A
	FDD
	N/A

	
	n66
	1740
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n78
	3620
	10
	50
	3620
	29.4
	TDD
	IMD2

	CA_n28A-n41A-n78A
	n28
	738
	5
	25
	793
	N/A
	FDD
	N/A

	
	n78
	3380
	10
	50
	3380
	N/A
	TDD
	N/A

	
	n41
	2642
	5
	25
	2642
	29.5
	TDD
	IMD2

	
	n41
	2642
	5
	25
	2642
	N/A
	TDD
	N/A

	
	n78
	3440
	10
	50
	3440
	N/A
	TDD
	N/A

	
	n28
	743
	5
	25
	798
	30.8
	FDD
	IMD21

	
	n41
	2565
	5
	25
	2565
	N/A
	TDD
	N/A

	
	n28
	745
	5
	25
	800
	N/A
	FDD
	N/A

	
	n78
	3310
	10
	50
	3310
	29.7
	TDD
	IMD22

	CA_n40A-n41A-n79A
	n40
	2340
	5
	25
	2340
	N/A
	TDD
	N/A

	
	n41
	2600
	10
	50
	2600
	N/A
	TDD
	N/A

	
	n79
	4940
	40
	216
	4940
	30.5
	TDD
	IMD2

	NOTE 1:	This band is subject to IMD5 also which MSD is not specified.
NOTE 2:	This band is subject to IMD4 also which MSD is not specified.




<End of Changes>

