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1	Introduction
[bookmark: _Hlk46312125]This contribution is a TP for TR 37.717-31-11 to introduce DC_2A-66A-71A_n71A. Note that non-contiguous configuration of DC_71_n71 is not used for UL.  
2	Text Proposal
*********************** Start of the TP ***************************************************
[bookmark: _Toc22487395][bookmark: _Toc23151732][bookmark: _Toc42865022][bookmark: _Toc46234205][bookmark: _Toc46235182]5.1.x	DC_2A-66A-71A_n71A
5.1.x.1	Configurations for EN-DC
Table 5.5B.4.3-1: Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC
Configuration
	Uplink EN-DC
configuration

	DC_2A-66A-71A_n71A
	DC_2A_n71A
DC_66A_n71A



Note that DC_71_n71 is not used as uplink configuration.  
5.1.x.2	∆TIB and ∆RIB values
Table 6.2B.4.2.3.4-1: ΔTIB,c due to EN-DC (four bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔTIB,c (dB)

	DC_2-66-71_n71
	2
	0.5

	
	66
	0.5

	
	71
	0.3

	
	n71
	



Table 7.3B.3.3.4-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_2-66-71_n71
	2
	0.3

	
	66
	0.3

	
	71
	0

	
	n71
	



5.1.x.3		Reference sensitivity exceptions
REFSENS exceptions needed due to band 71 uplink harmonic into band 2 is already specified in Table 7.3B.2.3.1-1 of TS 38.101-3.
[bookmark: _GoBack]
*********************** End of the TP ***************************************************
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EN - DC   Configuration  Uplink  EN - DC   configuration  

DC_2A - 66A - 71A_n71A  DC_ 2 A_n 71 A   DC_66 A_n 71 A  

  Note that DC_71_n71 is  not   used as uplink configuration.     5 .1. x .2   ? T IB   and  ? R IB   values   Table 6.2B.4.2.3.4 - 1: ΔT IB,c   due to EN - DC (f our   bands)  

Inter - band EN - DC  configuration  E - UTRA or NR  Band  ΔT IB,c   (dB)  

DC_2 - 66 - 71_n71  2  0.5  

66  0.5  

71  0.3  

n71  

  Table 7.3B.3.3.4 - 1: ΔR IB,c   due to EN - DC (f our   bands)  

Inter - band EN - DC  configuration  E - UTRA or NR Band  ΔR IB,c   (dB)  

DC_2 - 66 - 71_n71  2  0.3  

66  0.3  

71  0  

n71  

 

