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The throughput measured according to subclause 8.5.1.4.2 shall not be below the limits for the SNR levels specified in Table 8.5.1.5-1 for 3.75KHz subcarrier spacing tests, not be below the limits for the SNR levels specified in Table 8.5.1.5-2 for 15KHz subcarrier spacing with single subcarrier tests and not be below the limits for the SNR levels specified in Table 8.5.1.5-3 for 15KHz subcarrier spacing with the supported number of subcarrier tests.
Table 8.5.1.5-1 Required SNR for NPUSCH format 1 test, 200KHz Channel Bandwidth, 3.75KHz subcarrier spacing, 1Tx
	Number of TX antennas
	Number of RX antennas
	Subcarrier spacing
	Number of allocated subcarriers
	Propagation conditions and correlation matrix (Annex B)
	FRC
(Annex A)
	Repetition number
	Fraction of  maximum throughput
	SNR
[dB]

	1
	2
	3.75KHz
	1
	ETU 1Hz Low
	A16-1
	1
	70%
	-1.3

	
	
	
	
	
	
	16
	70%
	-8.6

	
	
	
	
	
	
	64
	70%
	-11.6



Table 8.5.1.5-2 Required SNR for NPUSCH format 1 test, 200KHz Channel Bandwidth, 15KHz subcarrier spacing, single subcarrier, 1Tx
	Number of TX antennas
	Number of RX antennas
	Subcarrier spacing
	Number of allocated subcarriers
	Propagation conditions and correlation matrix (Annex B)
	FRC
(Annex A)
	Repetition number
	Fraction of  maximum throughput
	SNR
[dB]

	1
	2
	15KHz
	1
	ETU 1Hz Low
	A16-2
	1
	70%
	-1.5

	
	
	
	
	
	
	16
	70%
	-8.2

	
	
	
	
	
	
	64
	70%
	-12



Table 8.5.1.5-3 Required SNR for NPUSCH format 1 test, 200KHz Channel Bandwidth, 15KHz subcarrier spacing, multiple subcarriers, 1Tx
	Number of TX antennas
	Number of RX antennas
	Subcarrier spacing
	Number of allocated subcarriers
	Propagation conditions and correlation matrix (Annex B)
	FRC
(Annex A)
	Repetition number
	Fraction of  maximum throughput
	SNR
[dB]

	1
	2
	15KHz
	3
	ETU 1Hz Low
	A16-3
	2
	70%
	-2.4

	
	
	
	
	
	
	16
	70%
	-7.5

	
	
	
	
	
	
	64
	70%
	-10.8

	
	
	
	6
	ETU 1Hz Low
	A16-4
	2
	70%
	0

	
	
	
	
	
	
	16
	70%
	-6.2

	
	
	
	
	
	
	64
	70%
	-9.9

	
	
	
	12
	ETU 1Hz Low
	A16-5
	2
	70%
	-0.1

	
	
	
	
	
	
	16
	70%
	-5.8

	
	
	
	
	
	
	64
	70%
	-9.5



[bookmark: _Hlk51610433]Table 8.5.1.5-4: Required SNR for NPUSCH format 1 with two HARQ processes and multiple TBs with interleaved transmission
	Number of TX antennas
	Number of RX antennas
	Subcarrier spacing
	Number of allocated subcarriers
	Propagation conditions and correlation matrix (Annex B)
	FRC
(Annex A)
	Repetition number
	Fraction of  maximum throughput
	SNR
[dB]

	1
	2
	15KHz
	12
	ETU 1Hz Low
	A16-6
	64
	70%
	[-13.3]



NOTE:	If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
<End of change>
