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[bookmark: _Toc526338484][bookmark: _Toc518423074][bookmark: _Toc535320561]------------------------------ Modified section ------------------------------
[bookmark: _Toc13080138][bookmark: _Toc29811634][bookmark: _Toc36817186][bookmark: _Toc37260102][bookmark: _Toc37267490][bookmark: _Toc44712092][bookmark: _Toc45893405][bookmark: _Toc53178132][bookmark: _Toc53178583][bookmark: _Toc21127429]5.3.2	Transmission bandwidth configuration
The transmission bandwidth configuration NRB for each BS channel bandwidth and subcarrier spacing is specified in table 5.3.2.-1 for FR1 and table 5.3.2-2 for FR2.
[bookmark: _Hlk497144372]Table 5.3.2-1: Transmission bandwidth configuration NRB for FR1
	SCS (kHz)
	5
MHz
	10
MHz
	15
MHz
	20 MHz
	25 MHz
	30
MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90
MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	133
	160
	216
	270
	N/A
	N/A
	N/A
	N/A
	N/A

	30
	11
	24
	38
	51
	65
	78
	106
	133
	162
	189
	217
	245
	273

	60
	N/A
	11
	18
	24
251
	31
	38
	51
	65
	79
	93
	107
	121
	135

	Note 1	It is only applied for Band n46 and n96.



Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2
	SCS (kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N/A

	120
	32
	66
	132
	264



NOTE:	All Tx and Rx requirements are defined based on transmission bandwidth configuration specified in table 5.3.2-1 for FR1 and table 5.3.2-2 for FR2.
The transmission bandwidth configuration for NB-IoT is specified in TS 36.104 [13] clause 5.6.
------------------------------ Modified section ------------------------------
[bookmark: _Toc21127442][bookmark: _Toc29811649][bookmark: _Toc36817201][bookmark: _Toc37260117][bookmark: _Toc37267505][bookmark: _Toc44712107][bookmark: _Toc45893420][bookmark: _Toc53178147][bookmark: _Toc53178598]5.4.2.3	Channel raster entries for each operating band
[bookmark: _Hlk514075080][bookmark: _Hlk514075096][bookmark: _Hlk514075107]The RF channel positions on the channel raster in each NR operating band are given through the applicable NR-ARFCN in table 5.4.2.3-1 for FR1 and table 5.4.2.3-2 for FR2, using the channel raster to resource element mapping in clause 5.4.2.2.
-	For NR operating bands with 100 kHz channel raster, ΔFRaster = 20 × ΔFGlobal. In this case, every 20th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 is given as <20>.
-	For NR operating bands with 15 kHz channel raster below 3 GHz, ΔFRaster = I × ΔFGlobal, where I ϵ {3,6}. In this case, every Ith NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 is given as <I>.
-	For NR operating bands with 15 kHz and 60 kHz channel raster above 3 GHz, ΔFRaster = I ×ΔFGlobal, where I ϵ {1, 2}. In this case, every Ith NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 and table 5.4.2.3-2 is given as <I>.
-	For frequency bands with two ΔFRaster in FR1, the higher ΔFRaster applies to channels using only the SCS that is equal to or larger than the higher ΔFRaster and SSB SCS is equal to the higher ΔFRaster.
-	For frequency bands with two ΔFRaster in FR2, the higher ΔFRaster applies to channels using only the SCS that is equal to the higher ΔFRaster and the SSB SCS that is equal to or larger than the higher ΔFRaster.
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band in FR1
	NR operating band
	ΔFRaster
(kHz) 
	Uplink
range of NREF
(First – <Step size> – Last)
	Downlink
range of NREF
(First – <Step size> – Last)

	n1
	100
	384000 – <20> – 396000
	422000 – <20> – 434000

	n2
	100
	370000 – <20> – 382000
	386000 – <20> – 398000

	n3
	100
	342000 – <20> – 357000
	361000 – <20> – 376000

	n5
	100
	164800 – <20> – 169800
	173800 – <20> – 178800

	n7
	100
	500000 – <20> – 514000
	524000 – <20> – 538000

	n8
	100
	176000 – <20> – 183000
	185000 – <20> – 192000

	n12
	100
	139800 – <20> – 143200
	145800 – <20> – 149200

	n14
	100
	157600 – <20> –159600
	151600 – <20> – 153600

	n18
	100
	163000 – <20> – 166000
	172000 – <20> – 175000

	n20
	100
	166400 – <20> – 172400
	158200 – <20> – 164200

	n25
	100
	370000 – <20> – 383000
	386000 – <20> – 399000

	n26
	100
	162800 – <20> – 169800
	171800 – <20> – 178800

	n28
	100
	140600 – <20> – 149600
	151600 – <20> – 160600

	n29
	100
	N/A
	143400 – <20> – 145600

	n30
	100
	461000 – <20> – 463000
	470000 – <20> – 472000

	n34
	100
	402000 – <20> – 405000
	402000 – <20> – 405000

	n38
	100
	514000 – <20> – 524000
	514000 – <20> – 524000

	n39
	100
	376000 – <20> – 384000
	376000 – <20> – 384000

	n40
	100
	460000 – <20> – 480000
	460000 – <20> – 480000

	n41
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	
	30
	499200 – <6> – 537996
	499200 – <6> – 537996

	n461
	15
	744000 – <1> – 794333
	744000 – <1> – 794333

	n48
	15
	636667 – <1> – 646666
	636667 – <1> – 646666

	
	30
	636668 – <2> – 646666
	636668 – <2> – 646666

	n50
	100
	286400 – <20> – 303400
	286400 – <20> – 303400

	n51
	100
	285400 – <20> – 286400
	285400 – <20> – 286400

	n53
	100
	496700 – <20> – 499000
	496700 – <20> – 499000

	n65
	100
	384000 – <20> – 402000
	422000 – <20> – 440000

	n66
	100
	342000 – <20> – 356000
	422000 – <20> – 440000

	n70
	100
	339000 – <20> – 342000
	399000 – <20> – 404000

	n71
	100
	132600 – <20> – 139600
	123400 – <20> – 130400

	n74
	100
	285400 – <20> – 294000
	295000 – <20> – 303600

	n75
	100
	N/A
	286400 – <20> – 303400

	n76
	100
	N/A
	285400 – <20> – 286400

	n77
	15
	620000 – <1> – 680000
	620000 – <1> – 680000

	
	30
	620000 – <2> – 680000
	620000 – <2> – 680000

	n78
	15
	620000 – <1> – 653333
	620000 – <1> – 653333

	
	30
	620000 – <2> – 653332
	620000 – <2> – 653332

	n79
	15
	693334 – <1> – 733333
	693334 – <1> – 733333

	
	30
	693334 – <2> – 733332
	693334 – <2> – 733332

	n80
	100
	342000 – <20> – 357000
	N/A

	n81
	100
	176000 – <20> – 183000
	N/A

	n82
	100
	166400 – <20> – 172400 
	N/A

	n83
	100
	140600 – <20> –149600
	N/A

	n84
	100
	384000 – <20> – 396000
	N/A

	n86
	100
	342000 – <20> – 356000
	N/A

	n89
	100
	164800 – <20> – 169800
	N/A

	
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	n90
	30
	499200 – <6> – 537996
	499200 – <6> – 537996

	
	100
	499200 – <20> – 538000
	499200 – <20> – 538000

	n91
	100
	166400 – <20> – 172400
	285400 – <20> – 286400

	n92
	100
	166400 – <20> – 172400
	286400 – <20> – 303400

	n93
	100
	176000 – <20> – 183000
	285400 – <20> – 286400

	n94
	100
	176000 – <20> – 183000
	286400 – <20> – 303400

	n95
	100
	402000 – <20> – 405000
	N/A

	n962
	15
	795000 – <1> – 875000
	795000 – <1> – 875000

	NOTE 1:	Applicable NR-ARFCN for band n46
	for 10 MHz channel bandwidth, NREF = {782000, 788668}
	for 20 MHz channel bandwidth, NREF = {744000, 745332, 746668, 748000, 749332, 750668, 752000, 753332, 754668, 756000, 765332, 766668, 768000, 769332, 770668, 772000, 773332, 774668, 776000, 777332, 778668, 780000, 781332, 783000, 784332, 785668, 787000, 788332, 789668, 791000, 792332, 793668};
	for 40 MHz channel bandwidth, NREF = {744668, 746000, 748668, 751332, 754000, 755332, 766000, 767332, 770000, 772668, 775332, 778000, 780668, 783668, 786332, 787668, 790332, 793000};
	for 60 MHz channel bandwidth, NREF = {745332, 746668, 748000, 752000, 753332, 754668, 766668, 768000, 769332, 773332, 774668, 778668, 780000, 784332, 785668, 787000, 791000, 792332};
	 for 80 MHz channel bandwidth, NREF = {746000, 747332, 752668, 754000, 767332, 768668, 774000, 779332, 785000, 786332, 791668}
NOTE 2:	Applicable NR-ARFCN for band n96
	for 20 MHz channel bandwidth, NREF = [{797000, 798332, 799668, 801000, 802332, 803668, 805000, 806332, 807668, 809000, 810332, 811668, 813000, 814332, 815668, 817000, 818332, 819668, 821000, 822332, 823668, 825000, 826332, 827668, 829000, 830332, 831668, 833000, 834332, 835668, 837000, 838332, 839668, 841000, 842332, 843668, 845000, 846332, 847668, 849000, 850332, 851668, 853000, 854332, 855668, 857000, 858332, 859668, 861000, 862332, 863668, 865000, 866332, 867668, 869000, 870332, 871668, 873000, 874332}]
	for 40 MHz channel bandwidth, NREF = [{797668, 800332, 803000, 805668, 808332, 811000, 813668, 816332, 819000, 821668, 824332, 827000, 829668, 832332, 835000, 837668, 840332, 843000, 845668, 848332, 851000, 853668, 856332, 859000, 861668, 864332, 867000, 869668, 872332}]
	 for 60 MHz channel bandwidth, NREF = [{798332, 799668, 803668, 805000, 809000, 810332, 814332, 815668, 819668, 821000, 825000, 826332, 830332, 831668, 835668, 837000, 841000, 842332, 846332, 847668, 851668, 853000, 857000, 858332, 862332, 863668, 867668, 869000, 873000}]
	for 80 MHz channel bandwidth, NREF = [{799000, 804332, 809668, 815000, 820332, 825668, 831000, 836332, 841668, 847000, 852332, 857668, 863000, 868332}]


------------------------------ Modified section ------------------------------
[bookmark: _Toc29811652][bookmark: _Toc36817204][bookmark: _Toc37260120][bookmark: _Toc37267508][bookmark: _Toc44712110][bookmark: _Toc45893423][bookmark: _Toc53178150][bookmark: _Toc53178601]5.4.3.3	Synchronization raster entries for each operating band
The synchronization raster for each band is give in table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in table 5.4.3.3-1 for FR1 and table 5.4.3.3-2 for FR2.
Table 5.4.3.3-1: Applicable SS raster entries per operating band (FR1)
	NR operating band
	SS Block SCS
	SS Block pattern
(NOTE 1)
	Range of GSCN
(First – <Step size> – Last)

	n1
	15 kHz
	Case A
	5279 – <1> – 5419

	n2
	15 kHz
	Case A
	4829 – <1> – 4969

	n3
	15 kHz
	Case A
	4517 – <1> – 4693

	n5
	15 kHz
	Case A
	2177 – <1> – 2230

	
	30 kHz
	Case B
	2183 – <1> – 2224

	n7
	15 kHz
	Case A
	6554 – <1> – 6718

	n8
	15 kHz
	Case A
	2318 – <1> – 2395

	n12
	15 kHz
	Case A
	1828 – <1> – 1858

	n14
	15 kHz
	Case A
	1901 – <1> – 1915

	n18
	15kHz
	CaseA
	2156 – <1> – 2182

	n20
	15 kHz
	Case A
	1982 – <1> – 2047

	n25
	15 kHz
	Case A
	4829 – <1> – 4981

	n26
	15 kHz
	Case A
	2153 – <1> – 2230

	n28
	15 kHz
	Case A
	1901 – <1> – 2002

	n29
	15 kHz
	Case A
	1798 – <1> – 1813

	n30
	15 kHz
	Case A
	5879 – <1> – 5893

	n34
	15 kHz
	Case A
	NOTE 3

	
	30 kHz
	Case C
	5036 – <1> – 5050

	n38
	15 kHz
	Case A
	NOTE 2

	
	30 kHz
	Case C
	6437 – <1> – 6538

	n39
	15 kHz
	Case A
	NOTE 4

	
	30 kHz
	Case C
	4712 – <1> – 4789

	n40
	30 kHz
	Case C
	5762 – <1> – 5989

	n41
	15 kHz
	Case A
	6246 – <3> – 6717

	
	30 kHz
	Case C
	6252 – <3> – 6714

	n465
	30 kHz
	Case C
	8993 – <1> – 9530

	n48
	30 kHz
	Case C
	7884 – <1> – 7982

	n50
	30 kHz
	Case C
	3590 – <1> – 3781

	n51
	15 kHz
	Case A
	3572 – <1> – 3574

	n53
	15 kHz
	Case A
	6215 – <1> – 6232

	n65
	15 kHz
	Case A
	5279 – <1> – 5494

	n66
	15 kHz
	Case A
	5279 – <1> – 5494

	
	30 kHz
	Case B
	5285 – <1> – 5488

	n70
	15 kHz
	Case A
	4993 – <1> – 5044

	n71
	15 kHz
	Case A
	1547 – <1> – 1624

	n74
	15 kHz
	Case A
	3692 – <1> – 3790

	n75
	15 kHz
	Case A
	3584 – <1> – 3787

	n76
	15 kHz
	Case A
	3572 – <1> – 3574

	n77
	30 kHz
	Case C
	7711 – <1> – 8329

	n78
	30 kHz
	Case C
	7711 – <1> – 8051

	n79
	30 kHz
	Case C
	8480 – <16> – 8880

	n90
	15 kHz
	Case A
	6246 – <1> – 6717

	
	30 kHz
	Case C
	6252 – <1> – 6714

	n91
	15 kHz
	Case A
	3572 – <1> – 3574

	n92
	15 kHz
	Case A
	3584 – <1> – 3787

	n93
	15 kHz
	Case A
	3572 – <1> – 3574

	n94
	15 kHz
	Case A
	3584 – <1> – 3787

	n966
	30 kHz
	Case C
	9531 – <1> – 9877

	NOTE 1:	SS Block pattern is defined in clause 4.1 in TS 38.213 [10].
NOTE 2:	The applicable SS raster entries are GSCN = {6432, 6443, 6457, 6468, 6479, 6493, 6507, 6518, 6532, 6543}
NOTE 3:	The applicable SS raster entries are GSCN = {5032, 5043, 5054}
NOTE 4:	The applicable SS raster entries are GSCN = {4707, 4715, 4718, 4729, 4732, 4743, 4747, 4754, 4761, 4768, 4772, 4782, 4786, 4793}
NOTE 5:	The following GSCN are allowed for operation in band n46:
	{GSCN = 8996, 9010, 9024, 9038, 9051, 9065, 9079, 9093, 9107, 9121, 9218, 9232, 9246, 9260, 9274, 9288, 9301, 9315, 9329, 9343, 9357, 9371, 9385, 9402, 9416, 9430, 9444, 9458, 9472, 9485, 9499, 9513}.
NOTE 6:	The following GSCN are allowed for operation in band n96:
	GSCN = [9548, 9562, 95769575, 95909589, 9603, 9617, 9631, 9645, 9659, 9673, 9687, 97019700, 97159714, 9728, 9742, 9756, 9770, 9784, 9798, 9812, 9826, 9840, 9853, 9867, 9881, 9895, 9909, 9923, 9937, 99519950, 99659964, 9978, 9992, 10006, 10020, 10034, 10048, 10062, 1007610075, 1009010089, 10103, 10117, 10131, 10145, 10159, 10173, 10187, 1020110200, 1021510214, 10228, 10242, 10256, 10270, 10284, 10298, 10312, 1032610325, 1034010339, 10353]


------------------------------ Modified section ------------------------------
[bookmark: _Toc21127483][bookmark: _Toc29811692][bookmark: _Toc36817244][bookmark: _Toc37260160][bookmark: _Toc37267548][bookmark: _Toc44712150][bookmark: _Toc45893463][bookmark: _Toc53178190][bookmark: _Toc53178641]6.6.1	General
Unwanted emissions consist of out-of-band emissions and spurious emissions according to ITU definitions [2]. In ITU terminology, out of band emissions are unwanted emissions immediately outside the BS channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.
[bookmark: _Hlk497217795]The out-of-band emissions requirement for the BS transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and operating band unwanted emissions (OBUE).
The maximum offset of the operating band unwanted emissions mask from the operating band edge is ΔfOBUE. The Operating band unwanted emissions define all unwanted emissions in each supported downlink operating band plus the frequency ranges ΔfOBUE above and ΔfOBUE below each band. Unwanted emissions outside of this frequency range are limited by a spurious emissions requirement.
The values of ΔfOBUE are defined in table 6.6.1-1 for the NR operating bands.
[bookmark: OLE_LINK99]Table 6.6.1-1: Maximum offset of OBUE outside the downlink operating band
	BS type
	Operating band characteristics
	[bookmark: OLE_LINK118][bookmark: OLE_LINK119]ΔfOBUE (MHz)

	BS type 1-H
	FDL,high – FDL,low < 100 MHz  
	10 

	
	100 MHz  FDL,high – FDL,low  900 MHz
	40 

	
	900 MHz < FDL,high – FDL,low  1200 MHz 
	[TBD]

	BS type 1-C
	FDL,high – FDL,low  200 MHz
	10 

	
	200 MHz < FDL,high – FDL,low  900 MHz
	40 

	
	900 MHz < FDL,high – FDL,low  1200 MHz
	[TBD]



For band n46 and n96, the values of ΔfOBUE are defined in table 6.6.1-1a.
Table 6.6.1-1a: Maximum offset of OBUE outside the downlink operating band for band n46 and band n96
	Operating band 
	ΔfOBUE (MHz)

	n46
	40 

	n96
	[TBD] 



For BS type 1-H the unwanted emission requirements are applied per the TAB connector TX min cell groups for all the configurations supported by the BS. The basic limits and corresponding emissions scaling are defined in each relevant clause.
There is in addition a requirement for occupied bandwidth.
------------------------------ Modified section ------------------------------
[bookmark: _Toc21127541][bookmark: _Toc29811750][bookmark: _Toc36817302][bookmark: _Toc37260219][bookmark: _Toc37267607][bookmark: _Toc44712209][bookmark: _Toc45893522][bookmark: _Toc53178244][bookmark: _Toc53178695]7.4.2.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1‑H TAB connector using the parameters in tables 7.4.2.2-1, 7.4.2.2-2 and 7.4.2.2-3 for general blocking and narrowband blocking requirements. Narrowband blocking requirements are not applied for band n46 and n96. The reference measurement channel for the wanted signal is identified in clause 7.2.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D. 
For NB-IoT operation in NR in-band, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector using the parameters in tables 7.4.2.2-1, 7.4.2.2-2a and 7.4.2.2-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the NB-IoT wanted signal is identified in clause 7.2.1 of TS 36.104 [13]. The characteristics of the interfering signal is further specified in annex D.
The in-band blocking requirements apply outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
The in-band blocking requirement shall apply from FUL,low - ΔfOOB to FUL,high + ΔfOOB, excluding the downlink frequency range of the FDD operating band. The ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.2-0.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.2.2-0: ΔfOOB offset for NR operating bands
	BS type
	Operating band characteristics
	ΔfOOB (MHz)

	
	FUL,high – FUL,low ≤ 200 MHz
	20

	BS type 1-C
	200 MHz < FUL,high – FUL,low ≤ 900 MHz
	60

	
	900 MHz < FUL,high – FUL,low ≤ 1200 MHz
	[TBD]

	
	FUL,high – FUL,low < 100 MHz
	20

	BS type 1-H
	100 MHz ≤ FUL,high – FUL,low ≤ 900 MHz 
	60

	
	900 MHz < FUL,high – FUL,low ≤ 1200 MHz
	[TBD]



For band n46 and n96, ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.2-0a.
Table 7.4.2.2-0a: ΔfOOB offset for NR operating bands for band n46 and n96
	Operating band 
	ΔfOOB (MHz)

	n46
	60 

	n96
	[TBD] 



For a BS operating in non-contiguous spectrum within any operating band, the in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in tables 7.4.2.2-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1-H TAB connector using the parameters in table 7.5.2-1. For band n46 and n96, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1-H TAB connector using the parameters in table 7.5.2-1a. The reference measurement channel for the wanted signal is identified in clause 7.2.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D. 
For NB-IoT operation in NR in-band, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector using the parameters in table 7.5.2-1. The reference measurement channel for the NB-IoT wanted signal is identified in clause 7.2.1 of TS 36.104 [13]. 
The out-of-band blocking requirement apply from 1 MHz to FUL,low - ΔfOOB and from FUL,high + ΔfOOB up to 12750 MHz, including the downlink frequency range of the FDD operating band for BS supporting FDD. The ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.2-0.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
For a multi-band connector, the requirement in the out-of-band blocking frequency ranges apply for each operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to clause 7.4.2.2 shall be excluded from the out-of-band blocking requirement.
Table 7.5.2-1: Out-of-band blocking performance requirement for NR
	Wanted Signal mean power (dBm)
	Interfering Signal mean power (dBm)
	Type of Interfering Signal

	PREFSENS +6 dB
(Note)
	-15 
	CW carrier 

	NOTE 1:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the BS channel bandwidth as specified in Table 7.2.2-1, 7.2.2-2, and 7.2.2-3. For NB-IoT, PREFSENS depends also on the sub-carrier spacing as specified in tables 7.2.1-5, 7.2.1-5a and 7.2.1-5c of TS 36.104 [13].
NOTE 2: 	For NB-IoT, up to 24 exceptions are allowed for spurious response frequencies in each wanted signal frequency when measured using a 1MHz step size. For these exceptions the above throughput requirement shall be met when the blocking signal is set to a level of -40 dBm for 15 kHz subcarrier spacing and -46 dBm for 3.75 kHz subcarrier spacing. In addition, each group of exceptions shall not exceed three contiguous measurements using a 1MHz step size.
NOTE 3:	For band n96 Interfering Signal mean power is [-15] dBm.



Table 7.5.2-1a: Out-of-band blocking performance requirement for NR band n46 and n96
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Wanted Signal mean power (dBm)
	Interfering Signal mean power (dBm)
	Type of Interfering Signal

	n46, n96
	(FUL_low -500)
(FUL_high +ΔfOOB)
	to
to
	(FUL_low -ΔfOOB)
(FUL_high +500)
	PREFSENS +6dB 
	-35
	CW carrier 

	
	1
(FUL_high +500)
	to
to
	(FUL_low -500)
12750
	PREFSENS +6dB 
	-15
	CW carrier 

	NOTE 1:	PREFSENS depends on the BS channel bandwidth as specified in tables 7.2.2-2a and 7.2.2-3a.
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