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Introduction
The WID for NR DC was updated in RAN #89-e meeting. This contribution provides a TP for TR 37.717-31-11 to finish the UE RF requirements for the band combination.
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[bookmark: _Toc49532095][bookmark: _Toc49522981][bookmark: _Toc49522558][bookmark: _Toc49450791][bookmark: _Toc49450415][bookmark: _Toc49450349][bookmark: _Toc49450182]5.1.X.1	Configurations for EN-DC
		Table 5.2B.4.4-1: Band combinations EN-DC (four bands)
	EN-DC
Configuration
	Uplink EN-DC
configuration

	DC_2A-7A-66A_n77A
DC_2A-7A-7A-66A_n77A
DC_2A-7A-66A_n77(2A)
DC_2A-7A-7A-66A_n77(2A)
DC_2A-7C-66A_n77A
DC_2A-7C-66A_n77(2A)
	DC_2A_n77A
DC_7A_n77A
DC_66A_n77A
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Table 6.2B.4.2.3.4-1: ΔTIB,c due to EN-DC (four bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔTIB,c (dB)

	DC_2-7-66_n77
	2
	0.6

	
	7
	0.5

	
	66
	0.6

	
	n77
	0.8



Table 7.3B.3.3.4-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_2-7-66_n77
	2
	0.2

	
	7
	0.5

	
	66
	0.5

	
	n77
	0.5
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No further REFSENS exceptions needed. 
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