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#########################   Start of change#1  ############################
[bookmark: _Toc21101364][bookmark: _Toc29810403][bookmark: _Toc37273680][bookmark: _Toc45884998][bookmark: _Toc53182929]8.1.2	Applicability rule
[bookmark: _Toc21101365][bookmark: _Toc29810404][bookmark: _Toc37273681][bookmark: _Toc45884999][bookmark: _Toc53182930]8.1.2.0	General
[bookmark: _Toc21101366]Unless otherwise stated, for a BS declared to support more than 2 demodulation branches (for BS type 1-O and BS type 2-O), the performance requirement tests for 2 demodulation branches shall apply, and the mapping between connectors and demodulation branches is up to BS implementation. 
The tests requiring more than [20] dB SNR level are set to N/A in the test requirements.
[bookmark: _Toc29810405][bookmark: _Toc37273682][bookmark: _Toc45885000][bookmark: _Toc53182931]8.1.2.1	Applicability of PUSCH performance requirements
[bookmark: _Toc21101367][bookmark: _Toc29810406][bookmark: _Toc37273683][bookmark: _Toc45885001][bookmark: _Toc53182932]8.1.2.1.1	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUSCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1).
Unless otherwise stated, PUSCH requirement tests with 30% of maximum throughput shall apply only for the lowest subcarrier spacing declared to be supported (see D.7 in table 4.6-1) for each frequency range.
[bookmark: _Toc21101368][bookmark: _Toc29810407][bookmark: _Toc37273684][bookmark: _Toc45885002][bookmark: _Toc53182933]8.1.2.1.2	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the tests for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
[bookmark: _Toc21101369][bookmark: _Toc29810408][bookmark: _Toc37273685][bookmark: _Toc45885003][bookmark: _Toc53182934]8.1.2.1.3	Applicability of requirements for different configurations
Unless otherwise stated, for BS type 1-O, PUSCH requirement tests shall apply only for the mapping type declared to be supported (see D.100 in table 4.6-1). If both mapping type A and type B are declared to be supported, the tests shall be done for either type A or type B; the same chosen mapping type shall then be used for all tests.
Unless otherwise stated, for BS type 2-O, PUSCH requirement tests shall apply only for the additional DM-RS position declared to be supported (see D.101 in table 4.6-1). If both options (i.e., pos0 and pos1) are declared to be supported, the tests shall be done for pos1.
Unless otherwise stated, for BS type 2-O, PUSCH requirement tests with transform precoding disabled shall apply for the PT-RS option declared to be supported (see D.106 in table 4.6-1). If both PT-RS options (without and with PT-RS) are declared to be supported, the tests shall be done for either without or with PT-RS only; the same chosen option shall then be used for all tests. 
Unless otherwise stated, for BS type 2-O, PUSCH requirement tests with transform precoding enabled shall be done for without PT-RS. 
[bookmark: _Toc53182935]8.1.2.1.4	Applicability of requirements for uplink carrier aggregation
The tests for uplink carrier aggregation shall be carried out according to the declaration (see D.108 in table 4.6-1).
Unless otherwise stated, the tests for uplink carrier aggregation shall apply only for PUSCH with transform precoding disabled, and shall be conducted on per component carrier basis. 
[bookmark: _Toc53182936]8.1.2.1.5	Applicability of requirements for TDD with different UL-DL patterns
Unless otherwise stated, for each subcarrier spacing declared to be supported, if BS supports multiple TDD UL-DL patterns, only one of the supported TDD UL-DL patterns shall be used for all tests.


#########################   End of change#1  ############################

#########################   Start of change#2  ############################
[bookmark: _Toc21101390][bookmark: _Toc29810429][bookmark: _Toc37273706][bookmark: _Toc45885024][bookmark: _Toc53182957]8.2.1.5.2	Test requirement for BS type 2-O
The throughput measured according to clause 8.2.1.4.2 shall not be below the limits for the SNR levels specified in table 8.2.1.5.2-1 to 8.2.1.5.2-75.
Table 8.2.1.5.2-1: Test requirements for PUSCH, 50 MHz Channel Bandwidth, 60 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex G)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-1
	pos0
	No
	-1.4

	
	
	
	
	
	G-FR2-A3-13
	pos1
	No
	-1.6

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-1
	pos0
	Yes
	12.6

	
	
	
	
	
	
	
	No
	12.1

	
	
	
	
	
	G-FR2-A4-11
	pos1
	Yes
	11.3

	
	
	
	
	
	
	
	No
	11.3

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-1
	pos0
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.7

	
	
	
	
	
	G-FR2-A5-6
	pos1
	Yes
	14.0

	
	
	
	
	
	
	
	No
	13.5

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-6
	pos0
	No
	2.3

	
	
	
	
	
	G-FR2-A3-18
	pos1
	No
	2.0

	
	
	
	
	
	G-FR2-A4-16
	pos1
	Yes
	N/A

	
	
	
	
	
	
	
	No
	18.9



Table 8.2.1.5.2-2: Test requirements for PUSCH, 100 MHz Channel Bandwidth, 60 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex G)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-2 
	pos0
	No
	-1.5

	
	
	
	
	
	G-FR2-A3-14 
	pos1
	No
	-1.8

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-2 
	pos0
	Yes
	12.8

	
	
	
	
	
	
	
	No
	11.8

	
	
	
	
	
	G-FR2-A4-12
	pos1
	Yes
	11.8

	
	
	
	
	
	
	
	No
	11.2

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-2 
	pos0
	Yes
	14.8

	
	
	
	
	
	
	
	No
	13.9

	
	
	
	
	
	G-FR2-A5-7
	pos1
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.7

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-7 
	pos0
	No
	2.3

	
	
	
	
	
	G-FR2-A3-19
	pos1
	No
	2.0

	
	
	
	
	
	G-FR2-A4-17
	pos1
	Yes
	19.6

	
	
	
	
	
	
	
	No
	19.1



Table 8.2.1.5.2-3: Test requirements for PUSCH, 50 MHz Channel Bandwidth, 120 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex G)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-3
	pos0
	No
	-1.2

	
	
	
	
	
	G-FR2-A3-15
	pos1
	No
	-1.5

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-3
	pos0
	Yes
	12.2

	
	
	
	
	
	
	
	No
	11.5

	
	
	
	
	
	G-FR2-A4-13
	pos1
	Yes
	11.5

	
	
	
	
	
	
	
	No
	11.1

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-3
	pos0
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.7

	
	
	
	
	
	G-FR2-A5-8
	pos1
	Yes
	13.8

	
	
	
	
	
	
	
	No
	13.6

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-8
	pos0
	No
	2.2

	
	
	
	
	
	G-FR2-A3-20
	pos1
	No
	2.1

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-8
	pos0
	Yes
	N/A

	
	
	
	
	
	
	
	No
	19.4

	
	
	
	
	
	G-FR2-A4-18
	Pos1
	Yes
	N/A

	
	
	
	
	
	
	
	No
	18.4



Table 8.2.1.5.2-4: Test requirements for PUSCH, 100 MHz Channel Bandwidth, 120 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex G)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-4 
	pos0
	No
	-1.8

	
	
	
	
	
	G-FR2-A3-16
	pos1
	No
	-1.9

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-4 
	pos0
	Yes
	12.5

	
	
	
	
	
	
	
	No
	11.1

	
	
	
	
	
	G-FR2-A4-14
	pos1
	Yes
	11.7

	
	
	
	
	
	
	
	No
	11.1

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-4 
	pos0
	Yes
	14.1

	
	
	
	
	
	
	
	No
	13.5

	
	
	
	
	
	G-FR2-A5-9
	pos1
	Yes
	14.0

	
	
	
	
	
	
	
	No
	13.4

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-9 
	pos0
	No
	2.2

	
	
	
	
	
	G-FR2-A3-21
	pos1
	No
	2.0

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-9
	pos0
	Yes
	N/A

	
	
	
	
	
	
	
	No
	N/A

	
	
	
	
	
	G-FR2-A4-19
	pos1
	Yes
	19.3

	
	
	
	
	
	
	
	
	18.8



Table 8.2.1.5.2-5: Test requirements for PUSCH, 200 MHz Channel Bandwidth, 120 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex G)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-5 
	pos0
	No
	-1.5

	
	
	
	
	
	G-FR2-A3-17
	pos1
	No
	-1.8

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-5 
	pos0
	Yes
	11.9

	
	
	
	
	
	
	
	No
	11.5

	
	
	
	
	
	G-FR2-A4-15
	pos1
	Yes
	11.8

	
	
	
	
	
	
	
	No
	11.3

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-5 
	pos0
	Yes
	14.7

	
	
	
	
	
	
	
	No
	14.0

	
	
	
	
	
	G-FR2-A5-10
	pos1
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.9

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-10 
	pos0
	No
	2.2

	
	
	
	
	
	G-FR2-A3-22
	pos1
	No
	1.9

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-10 
	pos0
	Yes
	N/A

	
	
	
	
	
	
	
	No
	N/A

	
	
	
	
	
	G-FR2-A4-20
	pos1
	Yes
	19.8

	
	
	
	
	
	
	
	No
	19.0



Table 8.2.1.5.2-1: Test requirements for PUSCH with 70% of maximum throughput, 50 MHz Channel Bandwidth, 60 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-1
	pos0
	No
	-1.4

	
	
	
	
	
	G-FR2-A3-13
	pos1
	No
	-1.6

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-1
	pos0
	Yes
	12.6

	
	
	
	
	
	
	
	No
	12.1

	
	
	
	
	
	G-FR2-A4-11
	pos1
	Yes
	11.3

	
	
	
	
	
	
	
	No
	11.3

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-1
	pos0
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.7

	
	
	
	
	
	G-FR2-A5-6
	pos1
	Yes
	14.0

	
	
	
	
	
	
	
	No
	13.5

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-6
	pos0
	No
	2.3

	
	
	
	
	
	G-FR2-A3-18
	pos1
	No
	2.0

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A7-1
	pos0
	Yes
	16.0

	
	
	
	
	
	
	
	No
	15.1

	
	
	
	
	
	G-FR2-A7-6
	pos1
	Yes
	14.6

	
	
	
	
	
	
	
	No
	13.8



Table 8.2.1.5.2-2: Test requirements for PUSCH with 70% of maximum throughput, 100 MHz Channel Bandwidth, 60 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-2 
	 pos0
	No
	-1.5

	
	
	
	
	
	G-FR2-A3-14 
	 pos1
	No
	-1.8

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-2 
	 pos0
	Yes
	12.8

	
	
	
	
	
	
	
	No
	11.8

	
	
	
	
	
	G-FR2-A4-12
	 pos1
	Yes
	11.8

	
	
	
	
	
	
	
	No
	11.2

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-2 
	 pos0
	Yes
	14.8

	
	
	
	
	
	
	
	No
	13.9

	
	
	
	
	
	G-FR2-A5-7
	 pos1
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.7

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-7 
	 pos0
	No
	2.3

	
	
	
	
	
	G-FR2-A3-19
	 pos1
	No
	2.0

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A7-2
	pos0
	Yes
	16.8

	
	
	
	
	
	
	
	No
	15.7

	
	
	
	
	
	G-FR2-A7-7
	pos1
	Yes
	14.6

	
	
	
	
	
	
	
	No
	13.9



Table 8.2.1.5.2-3: Test requirements for PUSCH with 70% of maximum throughput, 50 MHz Channel Bandwidth, 120 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-3
	pos0
	No
	-1.2

	
	
	
	
	
	G-FR2-A3-15
	pos1
	No
	-1.5

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-3
	pos0
	Yes
	12.2

	
	
	
	
	
	
	
	No
	11.5

	
	
	
	
	
	G-FR2-A4-13
	pos1
	Yes
	11.5

	
	
	
	
	
	
	
	No
	11.1

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-3
	pos0
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.7

	
	
	
	
	
	G-FR2-A5-8
	pos1
	Yes
	13.8

	
	
	
	
	
	
	
	No
	13.6

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-8
	pos0
	No
	2.2

	
	
	
	
	
	G-FR2-A3-20
	pos1
	No
	2.1

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A7-3
	pos0
	Yes
	15.0

	
	
	
	
	
	
	
	No
	14.4

	
	
	
	
	
	 G-FR2-A7-8
	Pos1
	Yes
	14.7

	
	
	
	
	
	
	
	No
	13.9



Table 8.2.1.5.2-4: Test requirements for PUSCH with 70% of maximum throughput, 100 MHz Channel Bandwidth, 120 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-4 
	pos0
	No
	-1.8

	
	
	
	
	
	G-FR2-A3-16
	pos1
	No
	-1.9

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-4 
	pos0
	Yes
	12.5

	
	
	
	
	
	
	
	No
	11.1

	
	
	
	
	
	G-FR2-A4-14
	pos1
	Yes
	11.7

	
	
	
	
	
	
	
	No
	11.1

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-4 
	pos0
	Yes
	14.1

	
	
	
	
	
	
	
	No
	13.5

	
	
	
	
	
	G-FR2-A5-9
	pos1
	Yes
	14.0

	
	
	
	
	
	
	
	No
	13.4

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-9 
	pos0
	No
	2.2

	
	
	
	
	
	G-FR2-A3-21
	pos1
	No
	2.0

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A7-4
	pos0
	Yes
	14.7

	
	
	
	
	
	
	
	No
	14.0

	
	
	
	
	
	G-FR2-A7-9
	pos1
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.7



Table 8.2.1.5.2-5: Test requirements for PUSCH with 70% of maximum throughput, 200 MHz Channel Bandwidth, 120 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-5 
	pos0
	No
	-1.5

	
	
	
	
	
	G-FR2-A3-17
	pos1
	No
	-1.8

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A4-5 
	pos0
	Yes
	11.9

	
	
	
	
	
	
	
	No
	11.5

	
	
	
	
	
	G-FR2-A4-15
	pos1
	Yes
	11.8

	
	
	
	
	
	
	
	No
	11.3

	
	
	Normal
	TDLA30-75 Low
	70 %
	G-FR2-A5-5 
	pos0
	Yes
	14.7

	
	
	
	
	
	
	
	No
	14.0

	
	
	
	
	
	G-FR2-A5-10
	pos1
	Yes
	14.3

	
	
	
	
	
	
	
	No
	13.9

	2
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A3-10 
	pos0
	No
	2.2

	
	
	
	
	
	G-FR2-A3-22
	pos1
	No
	1.9

	
	
	Normal
	TDLA30-300 Low
	70 %
	G-FR2-A7-5 
	pos0
	Yes
	14.8

	
	
	
	
	
	
	
	No
	14.1

	
	
	
	
	
	G-FR2-A7-10
	pos1
	Yes
	14.4

	
	
	
	
	
	
	
	No
	13.8



Table 8.2.1.5.2-6: Test requirements for PUSCH with 30% of maximum throughput, 50 MHz channel bandwidth, 60 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex J)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS  position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	30 %
	G-FR2-A4-1
	pos0
	Yes
	4.6

	
	
	
	
	
	
	
	No
	4.1

	
	
	
	
	
	G-FR2-A4-11
	pos1
	Yes
	4.3

	
	
	
	
	
	
	
	No
	3.7



Table 8.2.1.5.2-7: Test requirements for PUSCH with 30% of maximum throughput, 50 MHz channel bandwidth, 120 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex J)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	PT-RS
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300 Low
	30 %
	G-FR2-A4-3
	pos0
	Yes
	4.6

	
	
	
	
	
	
	
	No
	4.2

	
	
	
	
	
	G-FR2-A4-13
	pos1
	Yes
	4.3

	
	
	
	
	
	
	
	No
	3.8



NOTE:	If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex C.

#########################   End of change#2  ############################

#########################   Start of change#3  ############################
[bookmark: _Toc21101521][bookmark: _Toc29810558][bookmark: _Toc37273835][bookmark: _Toc45885153][bookmark: _Toc53183054]A.4	Fixed Reference Channels for performance requirements (16QAM, R=658/1024)
The parameters for the reference measurement channels are specified in table A.4-2, table A.4-2A, table A.4-2B and table A.4-4 for FR1 PUSCH performance requirements:
-	FRC parameters are specified in table A.4-2 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer. 
-	FRC parameters are specified in table A.4-2A for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos 2 and 1 transmission layer.
-	FRC parameters are specified in table A.4-2B for FR1 UL timing adjustment, PUSCH with transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer.
-	FRC parameters are specified in table A.4-4 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.
The parameters for the reference measurement channels are specified in table A.4-5 to table A.4-8 for FR2 PUSCH performance requirements:
-	FRC parameters are specified in table A.4-5 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer.
-	FRC parameters are specified in table A.4-6 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layers.
-	FRC parameters are specified in table A.4-7 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
-	FRC parameters are specified in table A.4-8 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.
Table A.4-1: Void
Table A.4-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-8
	G-FR1-A4-9
	G-FR1-A4-10
	G-FR1-A4-11
	G-FR1-A4-12
	G-FR1-A4-13
	G-FR1-A4-14

	Subcarrier spacing (kHz)
	15
	15
	15
	30
	30
	30
	30

	Allocated resource blocks
	25
	52
	106
	24
	51
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	9224
	19464
	38936
	8968
	18960
	38936
	100392

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks - C
	2
	3
	5
	2
	3
	5
	12

	Code block size including CRC (bits) (Note 2)
	4648
	6520
	7816
	4520
	6352
	7816
	8392

	Total number of bits per slot
	14400
	29952
	61056
	13824
	29376
	61056
	157248

	Total symbols per slot
	3600
	7488
	15264
	3456
	7344
	15264
	39312

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0 = 0 and l = 10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.4-2A: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-29
	G-FR1-A4-30

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	52
	106

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11

	Modulation
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024

	Payload size (bits)
	17424
	35856

	Transport block CRC (bits)
	24
	24

	Code block CRC size (bits)
	24
	24

	Number of code blocks - C
	3
	5

	Code block size including CRC (bits) (Note 2)
	5840
	7200

	Total number of bits per slot
	27456
	55968

	Total resource elements per slot
	6846
	13992

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, and l0= 2 or 3 for PUSCH mapping type A, as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.4-2B: FRC parameters for FR1 UL timing adjustment, PUSCH with transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-31
	G-FR1-A4-32

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	25
	50

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11

	Modulation
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024

	Payload size (bits)
	8456
	16896

	Transport block CRC (bits)
	24
	24

	Code block CRC size (bits)
	24
	24

	Number of code blocks - C
	2
	3

	Code block size including CRC (bits) (Note 2)
	4264
	5664

	Total number of bits per slot
	13200
	26400

	Total data bearing resource elements per slot
	3300
	6600

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, and l0 = 2 for PUSCH mapping type A, l0 = 0 for PUSCH mapping type B, as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	Code block size including CRC (bits) equals to K' in subclause 5.2.2 of TS 38.212 [15].




Table A.4-3: Void

#########################   End of change#3  ############################

#########################   Start of change#4  ############################
[bookmark: _Toc21101523][bookmark: _Toc29810560][bookmark: _Toc37273837][bookmark: _Toc45885155][bookmark: _Toc53183056]A.6	PRACH Test preambles
Table A.6-1 Test preambles for Normal Mode in FR1
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	0
	1.25
	13
	22
	32

	A1, A2, A3,
	15
	23
	0
	0

	B4, C0, C2
	30
	46
	0
	0



Table A.6-2 Test preambles for Normal Mode in FR2
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	A1, A2, A3,
	60
	69
	0
	0

	B4, C0, C2
	120
	69
	0
	0




[bookmark: _Toc36636285][bookmark: _Toc37273231][bookmark: _Toc45886321]A.7	Fixed Reference Channels for performance requirements (16QAM, R=434/1024)
The parameters for the reference measurement channels are specified in table A.7-1 for FR2 PUSCH performance requirements with transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layers.
The parameters for the reference measurement channels are specified in table A.7-2 for FR2 PUSCH performance requirements with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.

Table A.7-1: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos0 and 2 transmission layers (16QAM, R=434/1024)
	Reference channel
	G-FR2-A7-1
	G-FR2-A7-2
	G-FR2-A7-3
	G-FR2-A7-4
	G-FR2-A7-5

	Subcarrier spacing [kHz]
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9
	9
	9
	9

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	434/1024
	434/1024
	434/1024
	434/1024
	434/1024

	Payload size (bits)
	24072
	48168
	11784
	24072
	48168

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	6
	2
	3
	6

	Code block size including CRC (bits) (Note 2)
	8056
	8056
	5928
	8056
	8056

	Total number of bits per slot
	57024
	114048
	27648
	57024
	114048

	Total symbols per slot
	14256
	28512
	6912
	14256
	28512

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos0 with l0= 0 as per Table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [19].



Table A.7-2: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos1 and 2 transmission layers (16QAM, R=434/1024)
	Reference channel
	G-FR2-A7-6
	G-FR2-A7-7
	G-FR2-A7-8
	G-FR2-A7-9
	G-FR2-A7-10

	Subcarrier spacing [kHz]
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8
	8
	8

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	434/1024
	434/1024
	434/1024
	434/1024
	434/1024

	Payload size (bits)
	21504
	43032
	10504
	21504
	43032

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	6
	2
	3
	6

	Code block size including CRC (bits) (Note 2)
	7200
	7200
	5288
	7200
	7200

	Total number of bits per slot
	50688
	101376
	24576
	50688
	101376

	Total symbols per slot
	12672
	25344
	6144
	12672
	25344

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1 with l0 = 0 and l = 8 as per Table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [19].





#########################   End of change#4  ############################

