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[bookmark: _Toc216859951][bookmark: _Toc290330802][bookmark: _Toc290330930]<Start of Change 1>
[bookmark: _Toc510694383]4A	E-UTRAN RRC_INACTIVE state mobility
[bookmark: _Toc510694384]4A.1	Cell Re-selection
[bookmark: _Toc510694385]Editor’s note: the E-UTRAN RRC_INACTIVE state mobility defined in section 4A.1 applies under the scope of LTE connectivity to NGCN. 
4A.1.1	Introduction
The E-UTRAN RRC_INACTIVE state requirements defined in this section applies for the UE when connected to NGCN with the conditions that,
-	the UE is not configured with eDRX
-	the UE is not configured with highSpeedEnhancedMeasFlag
[bookmark: _Toc510694386]4A.1.2	Requirements
[bookmark: _Toc510694387][bookmark: _Toc510694388]4A.1.2.1	UE measurement capability
The capability defined in section 4.2.2.9 should apply for this section.
4A.1.2.2	Measurement and evaluation of serving cell
The requirements defined in section 4.2.2.1 should apply.
[bookmark: _Toc510694389]4A.1.2.3	Measurements of intra-frequency E-UTRAN cells
The requirements defined in section 4.2.2.3 should apply.
[bookmark: _Toc510694390]4A.1.2.4	Measurements of inter-frequency E-UTRAN cells
The requirements defined in section 4.2.2.4 should apply.
4A.1.2.5	Evaluation of cell re-selection criteria
The requirements defined in section 4.2.2.6 should apply.
4A.1.2.6	Maximum interruption in paging reception
The requirements defined in section 4.2.2.7 should apply.
4A.1.2.7	Measurements of inter-RAT NR cells
The requirements defined in section 4.2.2.5.6 should apply.

4A.2	Cell Selection and Re-selection Requirements for UE category M1
Editor’s note: the E-UTRAN RRC_INACTIVE state mobility defined in section 4A.2 applies under the scope of LTE connectivity to NGCN. 
4A.2.1	Introduction
The E-UTRAN RRC_INACTIVE state requirements defined in this section applies for the UE category M1 when connected to NGCN .
4A.2.2	Requirements
4A.2.2.1	Maximum allowed layers for multiple monitoring for UE category M1 in normal coverage
The capability defined in section 4.7.2.1.4 should apply for this section.
4A.2.2.2	Measurement and evaluation of serving cell for UE category M1 in normal coverage
The requirements defined in section 4.7.2.1.1 should apply.
4A.2.2.3	Relaxed measurement and evaluation of serving cell for UE category M1 in normal coverage
The requirements defined in section 4.7.2.1.1A should apply.
4A.2.2.4	Measurements of intra-frequency cells for UE category M1 in normal coverage
The requirements defined in section 4.7.2.1.2 should apply.
4A.2.2.5	Measurements of inter-frequency cells for UE category M1 in normal coverage
The requirements defined in section 4.7.2.1.3 should apply.
4A.2.2.6	Maximum interruption in paging reception for Category M1 UEs in normal coverage
The requirements defined in section 4.7.2.1.5 should apply.
4A.2.2.7	Maximum allowed layers for multiple monitoring for UE category M1 in enhanced coverage
The requirements defined in section 4.7.2.2.4 should apply.
4A.2.2.8	Measurement and evaluation of serving cell for UE category M1 in enhanced coverage
The requirements defined in section 4.7.2.2.1 should apply.
4A.2.2.9	Relaxed measurement and evaluation of serving cell for UE category M1 in enhaned coverage
The requirements defined in section 4.7.2.2.1A should apply.
4A.2.2.10	Measurements of intra-frequency cells for UE category M1 in enhanced coverage
The requirements defined in section 4.7.2.2.2 should apply.
4A.2.2.11	Measurements of inter-frequency cells for UE category M1 in enhanced coverage
The requirements defined in section 4.7.2.2.3 should apply.
4A.2.2.12	Maximum interruption in paging reception for Category M1 UEs in extended coverage
The requirements defined in section 4.7.2.2.5 should apply.
4A.2.2.13	WUS receptions for UE category M1
The requirements defined in section 4.7.2.3 should apply.
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