3GPP TSG-RAN WG4 Meeting # 97-e 





R4-2016248
Electronic Meeting, Nov 2nd – 13th, 2020














Source:

Ericsson

Title:


Radiated transmitter characteristic test
Agenda item:

7.4.3.4.1
Document for:

Approval
1 Introduction
IAB RF rel-16 core requirement was finalized in RAN4#96e and conformance testing is starting in RAN4#97e. In this paper, we present our view on OTA transmitter test for IAB RF conformance test work.
2 Discussion
2.1 IAB-DU testing

As the IAB-DU type 1-H, 1-O and 2-O is reusing the BS RF specification of type 1-H, 1-O and 2-O and the test environment for IAB-DU will be set up as the same as the BS test. Thus, it is straightforward to reuse the BS OTA transmitter test method and procedure for IAB-DU type 1-H, 1-O and 2-O.  
Proposal#1: Reusing the BS type 1-H, 1-O and 2-O test specification for radiated transmitter characteristic for IAB-DU type 1-H, 1-O and 2-O.
2.2 IAB-MT OTA transmitter testing general aspects
The OTA test methodology is specified separately for UE and BS. As the same principle for the conducted testing, it may be preferred for the manufacture to use the same UE /BS OTA test environment for IAB-MT OTA testing. Using the UE OTA test methodology for the IAB-DU OTA testing seems cause too much work and thus we think focusing the discussion around the reusing the UE OTA test methodology for IAB-MT seems good enough. 

Proposal#2: RAN4 discuss how to allow the reusing the UE and BS OTA test methodology for IAB-MT.
To allow the different test methodology for IAB-MT and this means separate test methodology could apply to IAB-MT and IAB-DU individually. It will be up to the manufacture to choose which test methodology to use.

When the same OTA test methodology is used for IAB-MT and IAB-DU on the shared architecture IAB, i.e using the BS OTA test methodology on the transceiver shared by IAB-MT and IAB-DU, RAN4 could investigate whether the testing time could be saved focusing on the hardware RF performance, i.e emission is about the TX chain linearity thus and less relevant to the physical channel it received if the waveforms of different physical channel are similar.

Proposal#3: RAN4 investigate if test time could be further reduce on shared transceiver architecture using the same OTA test methodology.
IAB-MT Requirement grouping
In TR 37.843, the BS spatial of the requirement is belonging to one of the three group below:

-
Directional requirements

-
TRP requirements
-
Co-location requirements
As the IAB-MT node is network which may be deployed at the same site as BS, the co-location requirement (FR1) is added to IAB-MT in TS 38.174 and legacy UE does not have such co-location requirement.  TS 38.521-2 has specified the direction (EIRP) and TRP testing methodology but missing the co-location requirement which need co-location test antenna on top of the test antenna. This needs to be further addressed in UE test environments when IAB-MT using UE test environments. For the co-location requirement general Table 1 summarize the IAB-MT TX requirement and using the same group rule for the IAB-MT requirements.
Observation#1: co-location requirement needs to be defined for IAB-MT type 1-O when the UE OTA test methodology is used.
Table 1 lists the overview IAB-MT OTA Tx requirement. In TS 38.174, the TX ON/OFF power and TX transient period are not specified as co-location requirement but as IAB-MT could be deployed as the same site with other IAB and BS, it should be tested under the co-location requirement.
Proposal#4: IAB-MT TX ON/OFF and IAB-MT TX transient period should be classified with co-location requirement for conformance testing.

For the TRP testing, it should refer to annex I in TS 38.141-2 and Annex K in TS 38.521-2 depending on BS or UE OTA test methodology. For the number of conformance directions that needs to be tested, this needs to be defined so test coverage and test cost will be balanced. For UE testing, because UE search the beam peak direction and lock the beam to test later on, it could be interpreted that only one beam peak direction is tested. IAB-MT declares the OTA peak direction sets, so it is not obvious to map directly from UE beam peak test method to declaration-based method. For EIRP, BS declare the beam peak direction, but for TX signal quality, the beam peak direction is not necessary, EVM can be met on other direction than the beam peak. RAN4 need further discuss the number of conformance directions for IAB-MT.
Proposal#5: RAN4 further discuss the Number of the conformance directions needed for each Tx requirement.

Table 1: Overview of radiated IAB-MT Tx requirements

	Tx requirement
	Classification
	Coverage range
	Number of conformance directions

	
	
	FR1
	FR2
	

	Radiated transmit power
	Directional
	OTA peak directions set
	OTA peak directions set
	To be defined

	OTA output power
	TRP
	Refer  annex I in TS 38.141-2 and Annex k in TS 38.521-2

	OTA output power dynamics
	Directional
	OTA peak directions set
	OTA peak directions set
	To be defined

	OTA power control (only for local IAB-MT)
	Directional
	OTA peak directions set
	OTA peak directions set
	To be defined

	OTA transmitter OFF power
	Co-location
	Reference to subclause 4.12 In 38.141-2 for BS test environment and to be discussed for UE test enviroment
	N/A
	

	
	Directional
	N/A
	OTA peak directions set

(Note 2)
	To be defined

	OTA transient period
	Co-location
	Reference to subclause 4.12 In 38.141-2 for BS test environment and to be discussed for UE test environment
	N/A
	

	
	Directional
	N/A
	OTA peak directions set

(Note 2)
	To be defined

	OTA modulation quality
	Directional
	OTA coverage range
	OTA coverage range
	To be defined

	OTA frequency error
	Directional
	OTA coverage range
	OTA coverage range
	To be defined

	OTA occupied bandwidth
	Directional
	OTA coverage range
	OTA coverage range
	To be defined

	OTA ACLR
	TRP
	N/A
	N/A
	Refer  annex I in TS 38.141-2 and Annex k in TS 38.521-2

	OTA operating band unwanted emission
	TRP
	N/A
	N/A
	Refer  annex I in TS 38.141-2 and Annex k in TS 38.521-2

	OTA transmitter spurious emission
	General requirement
	TRP
	N/A
	N/A
	Refer  annex I in TS 38.141-2 and Annex k in TS 38.521-2

	
	Protection of the IAB receiver of own or different BS
	Co-location
	Reference to subclause 4.12 In 38.141-2 for BS test environment and to be discussed for UE test environment
	N/A
	See subclause 4.12

	
	Additional spurious emissions
	TRP
	N/A
	N/A
	Refer  annex I in TS 38.141-2 and Annex k in TS 38.521-2

	
	Co-location with other IAB/BS
	Co-location
	Reference to subclause 4.12 In 38.141-2 for BS test environment and to be discussed for UE test environment
	N/A
	

	OTA transmitter intermodulation
	Co-location
	Reference to subclause 4.12 In 38.141-2 for BS test environment and to be discussed for UE test environment
	N/A
	

	NOTE 1:
Directional requirement does not imply one compliance direction only. The directional requirement applies to a single direction at a time.

NOTE 2:
For FR2, RF Core requirements are defined on TRP levels. Conformance requirements are verified by EIRP measurements in the reference direction.


measurement/connection setup

For the measurement/connection setup TS 38.141-2 Annex E gives the generic Test Equipment (TE) and DUT set up guidance. While in UE testing spec, such measurement setup is described in TS 38.508-1 Figure A.3.3.1. As the annex E in TS 38.141-2 and Annex A in TS 38.508-1 are both informative, it gives options to connect the test equipment using either test procedure. 

Observation#2: Measurement/connection setup in BS and UE both are informative.

IAB-MT may be implemented with UE chipset or maybe implemented with BS transceiver platform, it will be beneficial to allow the connection/measurement flexibility so IAB-MT could be tested using either UE test environment or BS test environment, as such, for connection/measurement setup, both BS and UE test connection setup should be allowed. 

Proposal#2: Allow the test measurement/connection setup flexibility in the radiated transmitter test procedure.

Uplink RMC/transmission test model configuration

In TS 38.521-2, the UE uplink RMC is configured/scheduled by system simulator with pre-configured parameter that mimic the BS in downlink. In TS 38.141-2, how the test model is configured is not explicitly specified. For the transmitter characteristic test, the additional baseband function to enable the IAB-MT transmission should not be mandatory for IAB-MT for the test purpose, in this way, the use the BS test equipment will be possible. 
Proposal#3: In test procedure description, one option is that no description of downlink configuration and how to trigger the IAB-MT uplink transmission. Only the test model/waveform to be transmitted shall be specified.
Interpretation of measurement results
The interpretation of the measurement results is normative and is specified separately in clause 4.1.3 in TS38.141-2 and Annex F.2 in TS 38.521-2. The specification for both BS and UE for this part is the basically the same. The difference is the reference to the test system uncertainty in respective test system. TS 38.141-2 refers to the clause 4.1.2 while TS 38.521-2 refers to clause F.1. In TS 38.521-2, the permitted test method is mentioned for case where test uncertainty exceeding the clause F.1 while TS 38.141-2 not specified the test method. So IAB-MT interpretation of measurement can be reused from TS 38.141-1 with the reference to both UE test system uncertainty and BS test system uncertainty. However, this would depend on general question on how to treat the different MU and TT in following discussion.
Proposal#4: One option is to reuse the clause of BS interpretation of measurement results for IAB-MT with the modification of adding the UE test system uncertainty if different MU from different test environment would be allowed for IAB-MT testing.
Test Tolerance and Derivation of Test Requirements 
The test requirement in the testing specification could be relaxed by considering the additional Test Tolerance (TT) defined. The test tolerance may or may not be the same as the Measurement Uncertainty (MU) defined in clause 4.1.2 in TS 38.141-2 and F.1 defined in TS 38.521-2.  In the case for the regulatory requirement, TT is set to 0 which means the core minimum requirement will apply to the test requirement without relaxation. For the case TT=MU, it is shared risk method defined in ITU-R M.1545. For the case TT< MU, it is further discussed in [2]:

· 
a minimal TT approach (with TT < MU) introduces a fairer method among operators and UE/Chipset Vendor (R5-073326) to manage “borderline bad UEs” 

· Shared Risk (TT = 0): 
· 50% probability to harm the overall system performance ( Risk for Operators, 
· 50% probability that a conformant UE is considered not compliant ( Risk for UE manufactures
· Never Fail a good UE (TT = MU): 
· 97.5% probability to harm the overall system performance ( Risk for Operators, 
· 2.5% probability that a conformant UE is considered not compliant ( Risk for UE manufactures.
· TT < MU: 
· Minimal TT ( more balanced risk among the parties
It could be observed that TT < MU should be more balanced risk among the manufacture and operator and should be used in most of case. As IAB-MT is network node, the principle of the setting the TT relative to the MU and impact on the equipment and network should be the same as BS. Blow is the comparison of TT between UE and BS.

In TS 38.521-2, the TT is defined in respective test cases. For one example, the UE EIRP and TRP test case, the TT is specified below:
	· Sub clause
	· Test Tolerance (TT)

	6.2.1.1 UE maximum output power (EIRP)
	PC3

Minimum peak EIRP

IFF (Quiet Zone size ≤ 30 cm)

2.87 dB (FR2a)

2.87 dB (FR2b)

Max EIRP

0 dB

	6.2.1.1 UE maximum output power (TRP)
	PC3

Max TRP

IFF (Quiet Zone size ≤ 30 cm)

2.65 dB (FR2a)

2.77 dB (FR2b)


While in BS TS 38.141-1, the BS output power TT is defined:

	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)

	6.2 Radiated transmit power 
	See TS 38.104 [2], subclause 9.2
	Normal conditions:
1.1 dB, f ≤ 3.0 GHz

1.3 dB, 3.0 GHz < f ≤ 4.2 GHz

1.3 dB, 4.2 GHz < f ≤ 6.0 GHz

Extreme conditions:
2.5 dB, f ≤ 3.0 GHz

2.6 dB, 3.0 GHz < f ≤ 4.2 GHz

2.6 dB, 4.2 GHz < f ≤ 6.0 GHz

	6.3
OTA base station output power
	See TS 38.104 [2], subclause 9.3
	1.4 dB, f ≤ 3.0 GHz

1.5 dB, 3.0 GHz < f ≤ 4.2 GHz

1.5 dB, 4.2 GHz < f ≤ 6.0 GHz


It can be observed that the UE testing TT is related to the UE power class and the test method. In the test method, the quiet zone size also indicated as a side condition. While in BS TT definition, the normal and extreme conditions are defined. As the IAB node will be tested with the BS environment conditions as IAB is network node. The extreme conditions for the IAB-MT test uncertainty should be defined. In a companion paper[], we discussed the environment conditions IAB node test should be used and propose that manufacture declares the extreme condition that IAB-MT can operate. As we prefer the declaration way of environment conditions, it could be interpreted that in current TS 38.521-2, the UE operate does not support extreme conditions and thus only limited operation environment condition would be supported.
Observation#3: UE test system uncertainty does not contain the extreme conditions and has several limitation factors (Power class, testing method and quiet zone size).
Proposal#5: RAN4 discuss further the extreme condition test system uncertainty for IAB-MT test.
From the conformance test acceptance perspective, it would be preferred the TT definition for IAB-MT using both UE test environment and BS test environment is the same so the different vendor equipment could be compared easily with the same rule. Another question is that whether or not to align the two test system MU and thus if there is any deviation from the aligned MU, it will be treated in “interpretation of the measurement results” clause which the test house should make it harder for the DUT to pass the test. 

RAN4 should discuss if IAB-MT should align the TT definition for two different test systems. RAN4 should also discuss if MU from the UE and BS testing systems also be aligned.

Proposal#6: RAN4 discuss if the same TT definition for the different transmitter test setup for the same test case.
Proposal#7: RAN4 discuss if it the same MU definition for the different transmitter test setup for the same test case
Transmitter Test case drafting structure:

In TS 38.521-2 and TS 38.141-2, test case structure is compared as below.
1. “Definition and applicability” vs “ test applicability”

2. “minimal requirement” vs “minimal conformance requirement”

3. “test purpose” is the same for both
4. “method of test” vs “ test description”

a. “initial condition” is the same
b. “procedure” vs “ test procedure”

c. UE TS 38.521-2 has “Message contents” which BS TS has not
5. Test requirement is the same for both

The structure of test case for BS and UE is basically the similar, the major difference is that UE has the message contents which BS does not for “method of test”/”test description”. RAN4 should discuss to have one test case structure definition for IAB-MT. As IAB-DU reuse the BS TS 38.104 structure, it would be consistent to use the BS structure. As we think there is no need to specify how the transmission is configured thus we think there is no need to specify the message contents in the test case.

Proposal#7: Use the BS test case structure for test case drafting.
Proposal#8: There is no need to specify the message content in test case.
2.3 IAB-MT testing in specific 
The measurement uncertainty and the derivation of the test tolerance for each of transmitter test case will be critical to draft the test case. As the IAB-MT could use both the UE test environment and BS test environment, for each of the IAB-MT transmitter test case the question is that what can be reused and what needs to be discussed further if needed. 
Table 1: Test tolerance for IAB-MT when UE test environment is used.
	IAB-MT test requirement 

(TS 38.174)
	UE test case

(TS 38.521-2)
	UE test tolerance 

(Table F.3.2-1 in TS 38.521-1)
	Comments for IAB-MT reusing the UE TT 
	Recommendation 

	9.2Radiated transmit power
(FR1+ FR2)



	6.2.1 UE maximum output power
	PC3

Minimum peak EIRP

IFF (Quiet Zone size ≤ 30 cm)

2.87 dB (FR2a)

2.87 dB (FR2b)

Max EIRP

0 dB
	UE does not have OTA TT for FR1. Need work to add OTA TT and MU for FR1 OTA.
Relating to the different BW and thus different with BS TT and need to discuss if to be aligned 
	FR1 TT to be defined.

FR2 TT To be discussed 

	9.3IAB output power
(FR1 + FR2)
	6.2.1.1 UE maximum output power (TRP)
	PC3

Max TRP

IFF (Quiet Zone size ≤ 30 cm)

2.65 dB (FR2a)

2.77 dB (FR2b)
	UE does not have OTA TT for FR1. Need work to add OTA TT and MU for FR1 OTA.


	FR1 TT to be defined.

FR2 TT To be discussed

	9.4.2IAB-MT OTA Output Power Dynamics
(FR1+FR2)
	No corresponding requirement in UE
	No corresponding requirement in UE
	Need to be defined both FR1 and FR2.
	FR1 TT to be defined.

FR2 TT To be defined

	9.4.3Power control
(LA IAB-MT, FR1 +Fr2)
	6.3.4.3 Relative power tolerance

6.3.4.4 Aggregate power tolerance
	TBD for FR2 

	Need to be defined both FR1, maybe wait RAN5 for the definition of the FR2. 
	FR1 TT to be defined.

FR2 TT To be discussed

	9.5.2
OTA transmitter OFF power
(FR1+FR2)
	6.3.2 Transmit OFF power
	0 dB
	Need to be defined TT for FR1
	FR1 TT to be defined.

FR2 TT To be discussed

	9.5.3
OTA transient period
(FR1+FR2)
	6.3.3.2 General ON/OFF time mask
	PC3:

OFF Power 

Quiet Zone size ≤ 30cm

0 dB

ON Power 

Quiet Zone size ≤ 30cm

TBD (FR2a)

TBD (FR2b)TBD
	Need to be defined TT for FR1
On power TBD, may depend on RAN5 for this.
	FR1 TT to be defined.

FR2 TT To be discussed

	9.6.1.2 IAB-MT OTA frequency error
(FR1+FR2)
	6.4.1 Frequency error
	0.005 ppm
	Need to be defined TT for FR1
	FR1 TT to be defined.

FR2 TT To be discussed

	9.6.2.2 IAB-MT OTA modulation quality
(FR1+FR2)
	6.4.2.1 Error vector magnitude
	0%, up to 64QAM
	Need to be defined TT for FR1
	FR1 TT to be defined.

FR2 TT To be discussed

	9.7.2
OTA occupied bandwidth
(FR1+FR2)
	6.5.1 Occupied bandwidth
	0 kHz
	Need to be defined TT for FR1
	FR1 TT to be defined.

FR2 TT To be discussed

	9.7.3
OTA Adjacent Channel Leakage Power Ratio (ACLR)
(FR1+FR2)
	6.5.2.3 Adjacent Channel Leakage Ratio
	Absolute requirement

0 dB

Relative requirement

IFF (Quiet Zone size ≤ 30 cm)

FR2a:

±4.66 dB (BW 50MHz)

±4.96 dB (BW 100MHz)

±4.96 dB (BW 200MHz)

±4.96 dB (BW 400MHz)

FR2b:

±4.96 dB (BW 50MHz)

±4.96 dB (BW 100MHz)

±4.96 dB (BW 200MHz)

±4.96 dB (BW 400MHz)
	Need to be defined TT for FR1
	FR1 TT to be defined.

FR2 TT To be discussed

	9.7.4OTA operating band unwanted emissions
(FR1+FR2)
	6.5.2.1 Spectrum Emission Mask
	IFF (Quiet Zone size ≤ 30 cm)

3.21 dB (FR2a)

3.46 dB (FR2b)
	Need to be defined TT for FR1
	FR1 TT to be defined.

FR2 TT To be discussed

	9.7.5OTA transmitter spurious emissions
(FR1+FR2)
	6.5.3.1 Transmitter Spurious emissions
	0 dB
	Need to be defined TT for FR1
For FR2, Same with BS, reuse is ok
	FR1 TT to be defined.

FR2 TT To be discussed

	9.7.5.2.3
Additional spurious emissions requirements
(FR1)


	No corresponding test requirement 
	No corresponding test requirement
	To be defined.
	FR1 TT to be defined.

FR2 TT To be discussed

	9.7.5.2.4
Co-location with other base stations and IAB-Nodes
(FR1)
	No corresponding test requirement 
	No corresponding test requirement
	To be defined.
	FR1 TT to be defined.

FR2 TT To be discussed

	9.8OTA transmitter intermodulation
(FR1)
	No corresponding test requirement 
	No corresponding test requirement
	To be defined.
	FR1 TT to be defined.

FR2 TT To be discussed


Table 2: Test tolerance for IAB-MT when BS test environment is used.

	IAB-MT test requirement 

(TS 38.174)
	BS Test case

(TS 38.141-2)
	BS test tolerance 

(TS 38.141-2)
	Comments for IAB-MT reusing the BS TT
	Recommendation

	9.2 Radiated transmit power



	6.2 Radiated transmit power 
	Normal conditions:

1.1 dB, f ≤ 3.0 GHz

1.3 dB, 3.0 GHz < f ≤ 4.2 GHz

1.3 dB, 4.2 GHz < f ≤ 6.0 GHz

Extreme conditions:

2.5 dB, f ≤ 3.0 GHz

2.6 dB, 3.0 GHz < f ≤ 4.2 GHz

2.6 dB, 4.2 GHz < f ≤ 6.0 GHz
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	Normal conditions:
1.7 dB, 24.25GHz < f ≦ 29.5GHz

2.0 dB, 37GHz < f ≦ 40GHz

Extreme conditions:

3.1 dB, 24.25GHz < f ≦ 29.5GHz

3.3 dB, 37GHz < f ≦ 40GHz
	Different with UE, UE does not have the extreme conditions definition. 

To be discussed if to align
	To be discussed

	9.3IAB output power
	6.3
OTA base station output power
	1.4 dB, f ≤ 3.0 GHz

1.5 dB, 3.0 GHz < f ≤ 4.2 GHz

1.5 dB, 4.2 GHz < f ≤ 6.0 GHz
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	2.1 dB, 24.25GHz < f ≦ 29.5GHz

2.4 dB, 37GHz < f ≦ 40GHz


	
	

	9.4OTA output power dynamics
	6.4
OTA output power dynamics
	FR1: 0.4 dB
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	FR2 0.4 dB
	
	

	9.4.3Power control

(LA IAB-MT, FR1 +Fr2)
	No corresponding requirement in BS 
	No corresponding requirement in BS
	To be defined
	To be defined

	9.5.2
OTA transmitter OFF power
(FR1+FR2)
	6.5.1
OTA transmitter OFF power
	3.4 dB , f ≤ 3.0GHz

3.6 dB, 3.0GHz < f ≤ 4.2GHz

3.6 dB, 4.2GHz < f ≤ 6.0GHz
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	2.9 dB, 24.25GHz < f ≦ 29.5GHz

3.3 dB, 37GHz < f ≦ 40GHz
	Different with UE , to be discussed
	To be discussed

	9.5.3
OTA transient period

(FR1+FR2)
	6.5.2
OTA transmitter transient period
	N/A
	
	To be discussed

	9.6.1.2 IAB-MT OTA frequency error
(FR1+FR2)
	6.6.2 OTA frequency Error
	FR1: 12 Hz
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	FR2: 12 Hz
	Different with UE, to be discussed if to align
	To be discussed

	9.6.2.2 IAB-MT OTA modulation quality
(FR1+FR2)
	6.6.3 OTA Modulation quality (EVM)
	FR1: 1 %
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	FR2: 1 %
	Different with UE, to be discussed if to align
	To be discussed

	9.7.2
OTA occupied bandwidth
(FR1+FR2)
	6.7.2
OTA occupied bandwidth
	FR1: 0Hz
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	FR2: 0Hz
	Same with UE, reuse
	Reuse

	9.7.3
OTA Adjacent Channel Leakage Power Ratio (ACLR)
(FR1+FR2)
	6.7.3
OTA Adjacent Channel Leakage Power Ratio (ACLR)
	Relative:
1.0 dB, f ≤ 3.0GHz

1.2 dB, 3.0GHz < f ≤ 4.2GHz

1.2 dB, 4.2GHz < f ≤ 6.0GHz

Absolute:
0 dB
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	Relative:
2.3 dB, 24.25GHz < f ≦ 29.5GHz

2.6 dB, 37GHz < f ≦ 40GHz

Absolute:
2.7 dB, 24.25GHz < f ≦ 29.5GHz

2.7 dB, 37GHz < f ≦ 40GHz
	
	

	9.7.4OTA operating band unwanted emissions
(FR1+FR2)
	6.7.4
OTA operating band unwanted emissions
	Offsets < 10MHz

1.8 dB, f ≤ 3.0GHz

2 dB, 3.0GHz < f ≤ 4.2GHz

2 dB, 4.2GHz < f ≤ 6.0GHz

Offsets ≥ 10MHz

0 dB
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	0 MHz ( (f < 0.1*BWcontiguous

2.7 dB, 24.25GHz < f ≦ 29.5GHz

2.7 dB, 37GHz < f ≦ 40GHz

0.1*BWcontiguous ( (f < (fmax

0 dB
	
	

	9.7.5OTA transmitter spurious emissions
(FR1+FR2)


	6.7.5.2
General transmitter spurious emissions requirements


	FR1:0 dB
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	
	
	FR2: 0 dB
	Same with UE, reuse
	Reuse

	9.7.5.2.3
Additional spurious emissions requirements
(FR1)
	6.7.5.4 Additional spurious emissions requirements
	2.6 dB, f ≤ 3 GHz

3.0 dB, 3 GHz < f ≤ 4.2 GHz

3.5 dB, 4.2 GHz < f ≤ 6 GHz

For co-existence with PHS
0 dB
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	9.7.5.2.4
Co-location with other base stations and IAB-Nodes
(FR1)
	6.7.5.5 Co-location with other base stations
	3.1 dB, f ≤ 3.0GHz

3.3 dB, 3.0GHz < f ≤ 4.2GHz

3.4 dB, 4.2GHz < f ≤ 6.0GHz
	UE does not have FR1 OTA TT, consider to reuse the TT 
	Reuse

	9.8OTA transmitter intermodulation
(FR1)
	6.8
OTA transmitter intermodulation
	0 dB
	UE does not have FR1 OTA  TT, consider to reuse the TT 
	Reuse


Observation#4: UE TS 38.521-2 does not have FR1 OTA testing, thus FR1 OTA testing MU and TT needs to be added in UE test environment.

Proposal#7: RAN4 discuss the recommendation of TT for IAB-MT test case in the Table 1 and Table 2 above. 
3 Conclusions

In this contribution, we have provided our view on IAB transmitter conducted test and have below proposal:
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