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< start of changes >
[bookmark: _Toc51054752][bookmark: _Toc53221928][bookmark: _Toc53222092][bookmark: _Toc53222195][bookmark: _Toc53222636]7.3.1	Power control
The power control requirements are not defined to the wide area IAB-MT, as the tolerances for power control are large compared to the minimum requirement for dynamic range.
For the local area IAB-MT, the absolute power tolerance was not defined as the dynamic range defined for the local area IAB-MT is not large enough compared to the tolerance value from UE requirement.
For local area IAB-MT, Tthe relative and aggregate power tolerance requirements are taken into use with the requirement values to be modified compared to the UE specification.  

<< Unchanged part is omitted>>
[bookmark: _Toc13080333][bookmark: _Toc18916184][bookmark: _Toc51054775][bookmark: _Toc53221951][bookmark: _Toc53222115][bookmark: _Toc53222218][bookmark: _Toc53222659]9.3	IAB OTA output power
IAB OTA output power is a TRP requirement, defined for a RIB. For IAB-MT and IAB-DU type 1-O, the TRP limits are different for each class. IAB-DU type 1-O limits were defined to be the same as for NR BS. For local area IAB-MT, due to no minimum required number of transmitters, the ratedr carrier TRP limits can be scaled from 24 dBm to 33 dBm, depending on the number of active transmitter units. No upper limit for OTA output power is specified for wide area IAB-MT and IAB-DU.
For IAB-MT and IAB-DU type 2-O no absolute power limits are associated with IAB OTA output power requirements and only accuracy requirement towards to declared value is specified.

<< Unchanged part is omitted>>
< end of changes >

