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	Reason for change:
	In current spec, most of the channel bandwidth for NR band with single carrier is described very cumbersome because of the duple SCSs of {60kHz, 120kHz}. To simplify the NR configuration table, the SCS for each channel bandwidth in CA configurations can be referred to the UE channel bandwidth per operating band defined in clause 5.3.5. The size of configuration table is greatly reduced accordingly.

	
	 

	Summary of change:
	Simplify the SCS and channel bandwidth information for CA configurations in NR FR2.
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	The NR configurations will be too cumbersome with SCS duple.
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Table 5.5A.3-1: NR CA configurations for inter-band CA
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	
	SCS
(kHz)
	50
MHz
	100
MHz
	200
MHz
	400
MHz
	

	CA_n260A-n261A
	-
	n260
	60
	Yes
	Yes
	Yes
	
	0

	
	
	
	120
	Yes
	Yes
	Yes
	Yes
	

	
	
	n261
	60
	Yes
	Yes
	Yes
	
	

	
	
	
	120
	Yes
	Yes
	Yes
	Yes
	

	CA_n260A-n261A
	-
	n260
	
	50
	100
	200
	400
	0

	
	
	n261
	
	50
	100
	200
	400
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
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