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< start of changes >
10.8	OTA receiver intermodulation
10.8.1 General
Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver unit to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. The requirement is defined as a directional requirement at the RIB.

10.8.2  Minimum requirement for IAB-DU type 1-O
The Wide Area IAB-DU receiver intermodulation requirement is specified the same as the Wide Area receiver intermodulation requirement for BS type 1-O in TS 38.104[2x], subclause 10.8.2, where references to BS channel bandwidth apply to IAB-DU channel bandwidth.
The Medium Range IAB-DU receiver intermodulation requirement is specified the same as the Medium Range BS receiver intermodulation requirement for BS type 1-O in TS 38.104[2x], subclause 10.8.2, where references to BS channel bandwidth apply to IAB-DU channel bandwidth.
The Local Area IAB-DU receiver intermodulation requirement is specified the same as the Local Area BS receiver intermodulation requirement for BS type 1-O in TS 38.104x[2x], subclause 10.8.2, where references to BS channel bandwidth apply to IAB-DU channel bandwidth.

10.8.3  Minimum requirement for IAB-DU type 2-O
The Wide Area IAB-DU receiver intermodulation requirement is specified the same as the Wide Area receiver intermodulation requirement for BS type 2-O in TS 38.104x[2x], subclause 10.8.3, where references to BS channel bandwidth apply to IAB-DU channel bandwidth.
The Medium Range IAB-DU receiver intermodulation requirement is specified the same as the Medium Range BS receiver intermodulation requirement for BS type 2-O in TS 38.104x[2x], subclause 10.8.3, where references to BS channel bandwidth apply to IAB-DU channel bandwidth.
The Local Area IAB-DU receiver intermodulation requirement is specified the same as the Local Area BS receiver intermodulation requirement for BS type 2-O in TS 38.104x[2x], subclause 10.8.3, where references to BS channel bandwidth apply to IAB-DU channel bandwidth.

10.8.4 Minimum requirement for IAB-MT type 1-O
The Wide Area IAB-MT receiver intermodulation requirement is specified the same as the Wide Area receiver intermodulation requirement for BS type 1-O in TS 38.104[2x], subclause 10.8.2, where references to BS channel bandwidth apply to IAB-MT channel bandwidth.
The Local Area IAB-MT receiver intermodulation requirement is specified the same as the Local Area BS receiver intermodulation requirement for BS type 1-O in TS 38.104x[2x], subclause 10.8.2, where references to BS channel bandwidth apply to IAB-MT channel bandwidth.
Interfering signal for IAB-MT type 1-O should be CP-OFDM.

<< Unchanged part is omitted>>
< end of changes >

