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------------------------------ Modified section ------------------------------

10.2	OTA sensitivity

[bookmark: _Toc53185528][bookmark: _Toc53185904]10.2.1 IAB-DU OTA sensitivity
[bookmark: _Toc13080410][bookmark: _Toc29811910][bookmark: _Toc53185529][bookmark: _Toc53185905][bookmark: _Toc21127702]10.2.1.1	IAB-DU type 1-H and IAB-DU type 1-O
The OTA sensitivity requirement is a directional requirement based upon the declaration of one or more OTA sensitivity directions declarations (OSDD), related to a IAB-DU type 1-H and IAB-DU type 1-O receiver.
The IAB-DU reference sensitivity level is specified the same as the BS reference sensitivity level requirement for BS in TS 38.104 x[2], subclause 10.2.1, where references to BS channel bandwidth apply to IAB-DU channel bandwidth.
[bookmark: _Toc13080413][bookmark: _Toc29811913][bookmark: _Toc53185530][bookmark: _Toc53185906]10.2.1.2	IAB-DU type 2-O
There is no OTA sensitivity requirement for FR2, the OTA sensitivity is the same as the OTA reference sensitivity in clause 10.3.

[bookmark: _Toc53185531][bookmark: _Toc53185907]10.2.2 IAB-MT OTA sensitivity
[bookmark: _Toc53185532][bookmark: _Toc53185908]10.2.2.1	IAB-MT type 1-H and IAB-MT type 1-O
[bookmark: _Toc29811911][bookmark: _Toc36817463][bookmark: _Toc37260385][bookmark: _Toc37267773][bookmark: _Toc53185533][bookmark: _Toc53185909]10.2.2.1.1	General
[bookmark: _Hlk500328880]The OTA sensitivity requirement is a directional requirement based upon the declaration of one or more OTA sensitivity directions declarations (OSDD), related to a IAB-MT type 1-H and IAB-MT type 1-O receiver.
The IAB-MT type 1-H and IAB-MT type 1-O may optionally be capable of redirecting/changing the receiver target by means of adjusting IAB-MT settings resulting in multiple sensitivity RoAoA. The sensitivity RoAoA resulting from the current IAB-MT settings is the active sensitivity RoAoA.
If the IAB-MT is capable of redirecting the receiver target related to the OSDD then the OSDD shall include:
-	IAB-MT channel bandwidth and declared minimum EIS level applicable to any active sensitivity RoAoA inside the receiver target redirection range in the OSDD.
-	A declared receiver target redirection range, describing all the angles of arrival that can be addressed for the OSDD through alternative settings in the IAB-MT.
-	Five declared sensitivity RoAoA comprising the conformance testing directions as detailed in TS 38.141‑2 [21].
-	The receiver target reference direction.
NOTE 1:	Some of the declared sensitivity RoAoA may coincide depending on the redirection capability.
NOTE 2:	In addition to the declared sensitivity RoAoA, several sensitivity RoAoA may be implicitly defined by the receiver target redirection range without being explicitly declared in the OSDD.
If the IAB-MT is not capable of redirecting the receiver target related to the OSDD, then the OSDD includes only:
-	The set(s) of RAT, IAB-MT channel bandwidth and declared minimum EIS level applicable to the sensitivity RoAoA in the OSDD.
-	One declared active sensitivity RoAoA.
-	The receiver target reference direction.
NOTE 4:	For IAB-MT without target redirection capability, the declared (fixed) sensitivity RoAoA is always the active sensitivity RoAoA.
The OTA sensitivity EIS level declaration shall apply to each supported polarization, under the assumption of polarization match.
[bookmark: _Toc21127703][bookmark: _Toc29811912][bookmark: _Toc36817464][bookmark: _Toc37260386][bookmark: _Toc37267774][bookmark: _Toc53185534][bookmark: _Toc53185910]10.2.2.1.2	Minimum requirement
For a received signal whose AoA of the incident wave is within the active sensitivity RoAoA of an OSDD, the error rate criterion as described in clause 7.2.2 shall be met when the level of the arriving signal is equal to the minimum EIS level in the respective declared set of EIS level and IAB-MT channel bandwidth.
[bookmark: _Toc53185535][bookmark: _Toc53185911]10.2.2.2	IAB-MT type 2-O
There is no OTA sensitivity requirement for FR2, the OTA sensitivity is the same as the OTA reference sensitivity in clause 10.3.
----------------------------- Next change ------------------------------

[bookmark: _Toc53185555][bookmark: _Toc53185931][bookmark: _Toc21127715][bookmark: _Toc29811924]10.5.1.5	Minimum requirement for IAB-MT type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the minSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For FR1, the OTA wanted and the interfering signal are specified in table 10.5.1.5-1, table 10.5.1.5-2  and table 10.5.1.5-3 for OTA ACS. The reference measurement channel for the OTA wanted signal is further specified in annex [A.1]. The characteristics of the interfering signal is further specified in annex [D].
The OTA ACS requirement is applicable outside the IAB-MT RF Bandwidth or Radio Bandwidth. The OTA interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges or Radio Bandwidth edges.
For RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 10.5.1.5-2 and table table 10.5.1.5-3. The OTA interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band RIBs, the OTA ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 10.5.1.5-2 and table 10.5.1.5-3. The interfering signal offset is defined relative to the Base StationIAB-MT RF Bandwidth edges inside the Inter RF Bandwidth gap.
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