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	Reason for change:
	It is not clear whether the manufacturer’s declaration on ‘the number of supported NB-IoT carriers’ applies to NB-IoT in-band or guard band operation only, or also applies to NB-IoT standalone operation. For TS 37.141, it was agreed in R4#96-e (R4-2012573) to keep the existing manufacturer’s declaration on ‘the number of supported PRBs’ for NB-IoT in-band or guard band operation, and add the manufacturer’s declaration on ‘the number of supported NB-IoT carriers’ for NB-IoT standalone operation.

	
	

	Summary of change:
	Change the existing manufacturer’s declaration to ‘the number of supported PRBs’ for NB-IoT in-band or guard band operation and add the manufacturer’s declaration on ‘the number of supported NB-IoT carriers’ for NB-IoT standalone operation.

	
	

	Consequences if not approved:
	The test configurations for NB-IoT standalone operation cannot be set up correctly.
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<Start of change>
[bookmark: _Toc21015573][bookmark: _Toc45829761][bookmark: _Toc45830411][bookmark: _Toc13047918][bookmark: _Toc29764154][bookmark: _Toc29764572]4.6.1	Operating band and frequency range
The manufacturer shall declare which operating band(s) specified in clause 5.5 that is supported by the BS under test and if applicable, which frequency ranges within the operating band(s) that the base station can operate in. Requirements for other operating bands and frequency ranges need not be tested.
The manufacturer shall declare which operating band(s) specified in clause 5.5 are supported by the BS under test for carrier aggregation.
The manufacturer shall declare which NB-IoT operating mode (standalone, in-band and/or guard band) the BS supports for the declared supported band.
[bookmark: _Toc21015574][bookmark: _Toc45829762][bookmark: _Toc45830412]For standalone NB-IoT operating mode, the manufacturer shall declare the number of supported NB-IoT carriers.
4.6.2	Channel bandwidth
The manufacturer shall declare which of the channel bandwidths specified in TS36.104 [2] subclause 5.6 that are supported by the BS under test. Requirements for other channel bandwidths need not be tested.
For each supported channel bandwidth, the manufacturer shall declare if BS supports NB-IoT in-band and/or guard band operation and the number of supported NB-IoT carriersPRBs.
<End of change>

