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< start of changes >
[bookmark: _Toc21351722][bookmark: _Toc29807304][bookmark: _Toc36649018][bookmark: _Toc36651743][bookmark: _Toc37256677][bookmark: _Toc37257018][bookmark: _Toc45890765][bookmark: _Toc45891989][bookmark: _Toc45892399][bookmark: _Toc45892809][bookmark: _Toc52353223][bookmark: _Toc53175046]7.3B.2.3.4	Reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
Sensitivity degradation is allowed for a band if it is impacted by UL of another band part of the same EN-DC configuration due to cross band isolation issues. Reference sensitivity exceptions for the victim band are specified in Table 7.3B.2.3.4-1 and Table 7.3B.2.3.4-1a with uplink configuration of the agressor band specified in Table 7.3B.2.3.4-2.
Table 7.3B.2.3.4-1: Reference sensitivity exceptions (MSD) due to cross band isolation for PC3 EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	70 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n13
	3
	[3]
	2.3
	2
	1.8
	
	
	
	
	
	
	
	
	

	n1
	40
	6.6
	6.6
	6.6
	6.6
	
	
	
	
	
	
	
	
	

	13
	n3
	3
	2.2
	1.9
	1.7
	1.6
	1.5
	[1.4]
	
	
	
	
	
	

	1
	n40
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	
	6.6
	
	

	1
	n41
	
	6.1
	6.1
	6.1
	
	[6.1]
	6.1
	6.1
	6.1
	
	6.1
	6.1
	6.1

	n3
	11
	6.4
	6.1
	
	
	
	
	
	
	
	
	
	
	

	3
	n41
	
	0.7
	0.7
	0.7
	
	[0.7]
	0.7
	0.7
	0.7
	
	0.7
	0.7
	0.7

	3
	n51
	6.4
	
	
	
	
	
	
	
	
	
	
	
	

	30
	n66
	8.3
	8.3
	8.3
	8.3
	[8.3]
	[8.3]
	8.3
	
	
	
	
	
	

	n3
	41
	0.7
	0.7
	0.7
	0.7
	
	
	
	
	
	
	
	
	

	n5
	28
	4.5
	3
	2.2
	0.3
	
	
	
	
	
	
	
	
	

	7
	n40
	3.7
	3.4
	3.2
	3.1
	[3.1]
	[3.1]
	3.1
	3.1
	3.1
	
	3.1
	
	

	n38
	1
	1.9
	1.9
	1.9
	1.9
	
	
	
	
	
	
	
	
	

	n38
	2
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	
	

	n38
	4
	1.9
	1.9
	1.9
	1.9
	
	
	
	
	
	
	
	
	

	n38
	66
	1.9
	1.9
	1.9
	1.9
	
	
	
	
	
	
	
	
	

	n40
	1
	8.3
	8.3
	8.3
	8.3
	
	
	
	
	
	
	
	
	

	n41
	4
	3.5
	3.5
	3.5
	3.5
	
	
	
	
	
	
	
	
	

	40
	n1
	8.3
	8.3
	8.3
	8.3
	[8.3]
	[8.3]
	[8.3]
	[8.3]
	
	
	
	
	

	n40
	7
	3.7
	3.7
	3.7
	3.7
	
	
	
	
	
	
	
	
	

	n41
	1
	9.1
	9.1
	9.1
	9.1
	
	
	
	
	
	
	
	
	

	n41
	2
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	
	

	n41
	3
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	
	

	41
	n3
	0.6
	0.6
	0.6
	0.6
	0.6
	0.6
	[0.6]
	
	
	
	
	
	

	n41
	661
	3.5
	3.5
	3.5
	3.5
	
	
	
	
	
	
	
	
	

	n41
	25
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	
	

	n50
	3
	2.5
	1.9
	1.6
	1.5
	
	
	
	
	
	
	
	
	

	n77
	71
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	n77
	411
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	41
	n77
	
	8.3
	8.3
	8.3
	[7.3]
	[6.5]
	6.3
	5.3
	4.5
	[4.3]
	4.0
	3.9
	3.8

	n78
	71
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	n78
	38
	3.3
	3.3
	3.3
	3.3
	
	
	
	
	
	
	
	
	

	n78
	411
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	n78
	46
	
	
	
	7
	
	
	
	
	
	
	
	
	

	41
	n78
	
	8.3
	8.3
	8.3
	[7.3]
	[6.5]
	6.3
	5.3
	4.5
	[4.3]
	4.0
	3.9
	3.8

	n843
	3
	3
	2.3
	2
	1.8
	
	
	
	
	
	
	
	
	

	NOTE 1:	Applicable only when harmonic mixing MSD for this combination is not applied.
NOTE 2:	The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2515 – 2690 MHz. 
NOTE 3:	These requirements apply when the uplink is active in Band n1, n84 and the separation between the lower edge of the uplink channel in Band n1, n84 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band n1, n84.
NOTE 4:	The DL victim band should be configured using the lowest SCS that is compatible with the highest CBW for which an MSD is specified.
NOTE 5:   MSD test point can be chosen according to supported BW and lowest SCS supported by the UE.



Table 7.3B.2.3.4-1a: Reference sensitivity exceptions (MSD) due to cross band isolation for PC2 EN-DC in NR FR1
	
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	3
	n41
	
	0.7
	0.7
	0.7
	
	
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7

	n41
	3
	2.3
	2.3
	2.3
	2.3
	
	
	
	
	
	
	
	



Table 7.3B.2.3.4-2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	70 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	n1
	3
	15
	25
	25
	25
	25
	
	
	
	
	
	
	
	
	

	n1
	40
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	
	

	1
	n3
	15
	25
	25
	25
	25
	25
	25
	[25]
	
	
	
	
	
	

	1
	n40
	15
	25
	50
	75
	100
	100
	100
	100
	100
	100
	
	100
	
	

	1
	n41
	15
	
	100
	100
	100
	
	[100]
	100
	100
	100
	
	100
	100
	100

	n3
	11
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	

	3
	n41
	15
	
	50
	50
	50
	
	[50]
	50
	50
	50
	
	50
	50
	50

	3
	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	

	30
	n66
	15
	25
	25
	25
	25
	[25]
	[25]
	25
	
	
	
	
	
	

	n3
	41
	15
	25
	502
	502
	502
	
	
	
	
	
	
	
	
	

	n5
	28
	15
	25
	25
	20
	20
	
	
	
	
	
	
	
	
	

	7
	n40
	15
	25
	50
	75
	75
	[75]
	[100]
	100
	100
	100
	
	100
	
	

	n38
	1
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	n38
	2
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	n38
	4
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	n38
	66
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	n405
	1
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	
	

	n41
	4
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	
	

	40
	n1
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	
	

	n40
	7
	30
	216
	216
	216
	216
	
	
	
	
	
	
	
	
	

	n41
	1
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	
	

	n41
	2
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	
	

	n41
	3
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	
	

	41
	n3
	15
	25
	50
	75
	100
	100
	100
	[100]
	
	
	
	
	
	

	n41
	66
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	
	

	n41
	25
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	
	

	n50
	3
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	
	

	n77
	7
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n77
	41
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	41
	n77
	15
	
	100
	100
	100
	[100]
	[100]
	100
	100
	100
	[100]
	100
	100
	100

	n78
	7
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n78
	38
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n78
	41
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n78
	46
	30
	
	
	
	270
	
	
	
	
	
	
	
	
	

	41
	n78
	15
	
	100
	100
	100
	[100]
	[100]
	100
	100
	100
	[100]
	100
	100
	100

	n84
	3
	15
	25
	25
	25
	25
	
	
	
	
	
	
	
	
	

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band. UL resource blocks allocation in the table shall be further limited to that specified in Table 7.3.1-2 in TS 36.101 [4] or Table 7.3.2-3 in TS 38.101-1 [2].
NOTE 2:	The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth. 
NOTE 3:	When the maximum UL RB allocation “LCRB” value is less than the maximum transmission bandwidth configuration “NRB” defined in Table 5.3.2-1 in 38.101-1 [2] for the specified UL band SCS, the UL band should be configured using the lowest CBW that is compatible with the maximum specified LCRB value.
NOTE 4: 	If the aggressor band is NR band, the test SCS and UL RB can be adjusted according to supported BW and lowest SCS supported by the UE.
NOTE 5: 	The UL resource blocks shall be located at RB position 15 for 80MHz UL channel bandwidth.




< end of changes >


