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Start of Change 1
7.6.4	Minimum Requirements for NR Carrier Aggregation
For intra-band CA, only co-located deployment is applied. For intra-band contiguous NR carrier aggregation with multi-TRxP deployment on one or more serving cells, the UE shall receive signals for all serving cells and multi-TRxP within each serving cell within the cyclic prefix length of the largest SCS among serving carriers. For intra-band non-contiguous NR carrier aggregation, the UE shall be capable of handling at least a relative receive timing difference between slot timing of different carriers to be aggregated at the UE receiver as shown in Table 7.6.4-1 below.
Table 7.6.4-1: Maximum receive timing difference requirement for intra-band non-contiguous NR carrier aggregation
	Frequency Range
	Maximum receive timing difference (µs) 

	FR1
	31

	FR2
	0.26

	Note 1: 	In the case of different SCS on different CCs, if the receive time difference exceeds the cyclic prefix length of that SCS, demodulation performance degradation is expected for the first symbol of the slot.



For inter-band NR carrier aggregation, the UE shall be capable of handling at least a relative receive timing difference between slot timing of all pairs of carriers to be aggregated at the UE receiver as shown in Table 7.6.4-2 below.
Table 7.6.4-2: Maximum receive timing difference requirement for inter-band NR carrier aggregation
	Frequency Range of the pair of carriers
	Maximum receive timing difference (µs) 

	FR1
	33

	FR2
	8 note1

	Between FR1 and FR2
	25 

	Note1:	This requirement applies to the UE capable of independent beam management for FR2 inter-band CA.
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