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[bookmark: _Hlk47076736][Unaffected Portions Skipped]
[bookmark: _Toc21351687][bookmark: _Toc29807269][bookmark: _Toc36648983][bookmark: _Toc36651708][bookmark: _Toc37256642][bookmark: _Toc37256983][bookmark: _Toc45890713][bookmark: _Toc45891937][bookmark: _Toc45892347][bookmark: _Toc45892757][bookmark: _Toc52353171][bookmark: _Toc53174994]6.5B.4	Additional spurious emissions
[bookmark: _Toc21351688][bookmark: _Toc29807270][bookmark: _Toc36648984][bookmark: _Toc36651709][bookmark: _Toc37256643][bookmark: _Toc37256984][bookmark: _Toc45890714][bookmark: _Toc45891938][bookmark: _Toc45892348][bookmark: _Toc45892758][bookmark: _Toc52353172][bookmark: _Toc53174995]6.5B.4.1	General
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
[bookmark: _Hlk53995529]Unless otherwise stated, for inter-band EN-DC with uplink assigned to one E-UTRA band and one NR band, the requirements for additional spurious emissions apply when one of the bands in a combination is subject to an additional spurious emission requirement (i.e. in clause 6.6.3.3 of TS36.101[4] or clause 6.5.3.3 of TS38.101-1[2]) and the other band shall also protect the same band or range in the spurious emission for UE co-existence requirement (i.e. in clause 6.6.3.2 of TS36.101[4] or clause 6.5.3.2 of TS38.101-1[2]), with the indication of the relevant network signalling(NS) in the former band. 

[bookmark: _Toc21351689][bookmark: _Toc29807271][bookmark: _Toc36648985][bookmark: _Toc36651710][bookmark: _Toc37256644][bookmark: _Toc37256985][bookmark: _Toc45890715][bookmark: _Toc45891939][bookmark: _Toc45892349][bookmark: _Toc45892759][bookmark: _Toc52353173][bookmark: _Toc53174996]6.5B.4.1.1	Minimum requirement (network signalled value "NS_04")
When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5B.4.1.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.5B.4.1.1-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	2495 ≤ f < 2496
	-13
	1 % of Channel BW for contiguous BW up to 100 MHz,
1 MHz for contiguous BW > 100 MHz

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz
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