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[bookmark: _Toc5952584][bookmark: OLE_LINK5][bookmark: _Toc535476518]<Start of Change 1>
A.4.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1)	Set up E-UTRA PCell according to parameters given in Table A.3.7.2.1-1 and setup NR PSCell according to parameters given in Table A.4.4.1.1.1-1.
[bookmark: _Hlk521604672]2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset)×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 25600 
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.4.4.1.1.2-1
Table A.4.4.1.1.2-1: Adjustment Value for DL Timing
	SCS of SSB signals (kHz)
	Adjustment Value

	
	Test1
	Test2

	15
	+64*64Tc
	+32*64Tc

	30
	+32*64Tc
	+16*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Clause 7.1.2 Table 7.1.2-37.1.2.1-1 until the UE transmit timing offset is within (NTA + NTA_offset) ×Tc ± Te respective to the first detected path (in time) of DL SSB. Skip this step for test 2 with DRX configured.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.
[bookmark: _Hlk53659172]<End of Change 1>

<Start of Change 2>
[bookmark: _Toc535476333]A.5.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1)	Set up E-UTRA PCell according to parameters given in Table A.3.7.2.2-1 and setup NR PSCell according to parameters given in Table A.5.4.1.1.1-1.
2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 13792 
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.5.4.1.1.2-1
Table A.5.4.1.1.2-1 Adjustment Value for DL Timing
	SCS of SSB signals (kHz)
	Adjustment Value

	
	Test1
	Test2

	240
	+8*64Tc
	+4*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Clause 7.1.2 Table 7.1.2-37.1.2.1-1 until the UE transmit timing offset is within (NTA + NTA_offset) ×Tc ± Te respective to the first detected path (in time) of DL SSB. Skip this step for test 2 with DRX configured.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment
<End of Change 2>

<Start of Change 3>
A.6.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1) Setup NR PCell according to parameters given in Table A.6.4.1.1.1-1.
2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 25600 
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.6.4.1.1.2-1
Table A.6.4.1.1.2-1: Adjustment Value for DL Timing
	SCS of SSB signals (KHz)
	Adjustment Value

	
	Test1
	Test2

	15
	+64*64Tc
	+32*64Tc

	30
	+32*64Tc
	+16*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in clause 7.1.2 Table 7.1.2-37.1.2.1-1 until the UE transmit timing offset is within (NTA + NTA_offset) ×Tc ± Te respective to the first detected path (in time) of DL SSB.  Skip this step for test 2 with DRX configured.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment
A.6.4.2	UE timer accuracy
[bookmark: _Toc535476520]A.6.4.3	Timing advance
[bookmark: _Toc535476521]A.6.4.3.1	SA FR1 timing advance adjustment accuracy
[bookmark: _Toc535476522]A.6.4.3.1.1	Test Purpose and Environment
The purpose of the test is to verify UE Timing Advance adjustment delay and accuracy requirement defined in clause 7.3.
[bookmark: _Toc535476523]A.6.4.3.1.2	Test Parameters
Supported test configurations are shown in table A.6.4.3.1.2-1. Both timing advance adjustment delay and accuracy are tested by using the parameters in table A.6.4.3.1.2-2, A.6.4.3.1.2-3 and A.6.4.3.1.2-4.
In all test cases, single cell is used. Each test consists of two successive time periods, with time duration of T1 and T2 respectively. In each time period, timing advance commands are sent to the UE and Sounding Reference Signals (SRS), as specified in table A.6.4.3.1.2-3, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured.
During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element, as specified in Clause 6.1.3.4 in TS 38.321 [7]. The Timing Advance Command value shall be set to 31, which according to Clause 4.2 in TS 38.213 [3] results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance used by the UE is established.
<End of Change 3>

<Start of Change 4>
[bookmark: _Toc535476687]A.7.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test:
1)	Setup NR PCell according to parameters given in Table A.7.4.1.1.1-1.
2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 13792
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.7.4.1.1.2-1
Table A.7.4.1.1.2-1 Adjustment Value for DL Timing
	SCS of SSB signals (kHz)
	Adjustment Value

	
	Test1
	Test2

	240
	+8*64Tc
	+4*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in clause 7.1.2 Table 7.1.2-37.1.2.1-1 until the UE transmit timing offset is within (NTA + NTA_offset) ×Tc ± Te respective to the first detected path (in time) of DL SSB.  Skip this step for test 2 with DRX confiured.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.
<End of Change 4>

<Start of Change 5>
A.4.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.1.1-1. UE capable of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.1.1-2.
<End of Change 5>

<Start of Change 6>
A.4.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.2.1-1. UE capable of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2). Test 2 is only applicable to UE which supports csi-RSRP-AndRSRQ-MeasWithSSB or csi-RSRP-AndRSRQ-MeasWithoutSSB.
<End of Change 6>

<Start of Change 7>
A.5.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell or SCell in FR2. Supported test parameters are shown in Table A.5.3.2.2.1.1-1. UE capable of EN-DC with PSCell or SCell in FR2 needs to be tested by using the parameters in Table A.5.3.2.2.1.1-2 and Table A.5.3.2.2.1.1-3.
<End of Change 7>

<Start of Change 8>
A.5.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell or SCell in FR2. Supported test parameters are shown in Table A.5.3.2.2.2.1-1. UE capable of EN-DC withPSCell or SCell in FR2 needs to be tested by using the parameters in Table A.5.3.2.2.2.1-2 and Table A.5.3.2.2.2.1-3 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2). Test 2 is only applicable to UE which supports csi-RSRP-AndRSRQ-MeasWithSSB or csi-RSRP-AndRSRQ-MeasWithoutSSB.
<End of Change 8>

<Start of Change 9>
A.6.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.6.3.2.2.1.1-1. UE capable of SA with PCell in FR1 needs to be tested by using the parameters in Table A.6.3.2.2.1.1-2.
<End of Change 9>

<Start of Change 10>
A.6.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used and configured as PCell in FR1. Supported test parameters are shown in Table A.6.3.2.2.2.1-1. UE capable of SA with PCell in FR1 needs to be tested by using the parameters in Table A.6.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2). Test 2 is only applicable to UE which supports csi-RSRP-AndRSRQ-MeasWithSSB or csi-RSRP-AndRSRQ-MeasWithoutSSB.
<End of Change 10>

<Start of Change 11>
A.7.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used, with the configuration of Cell 1 configured as PCell or SCell in FR2. Supported test parameters are shown in Table A.7.3.2.2.1.1-1. UE capable of SA with PCell or SCell in FR2 needs to be tested by using the parameters in Table A.7.3.2.2.1.1-2 and Table A.7.3.2.2.1.1-3.
<End of Change 11>

<Start of Change 12>
A.7.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in Clause 6.2.2.2 and Clause 7.1.2 in an AWGN model.
For this test one cell is used, with the configuration of Cell 1 configured as PCell or SCell in FR2. Supported test parameters are shown in Table A.7.3.2.2.2.1-1. UE capable of SA with PCell or SCell in FR2 needs to be tested by using the parameters in Table A.7.3.2.2.2.1-2 and Table A.7.3.2.2.2.1-3 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2). Test 2 is only applicable to UE which supports csi-RSRP-AndRSRQ-MeasWithSSB or csi-RSRP-AndRSRQ-MeasWithoutSSB.
<End of Change 12>


