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<< Start of Change #1>>
B.2.1.4	Gain to SS-RSRP and CSI-RSRP measurement point for FR1
In FR1 conducted requirements are specified at the UE antenna connector, which is also the SS-RSRP and CSI-RSRP measurement point.
[bookmark: _Hlk11241989]B.2.1.5	Gain to SS-RSRP and CSI-RSRP measurement point for FR2
B.2.1.5.1	Gain to SS-RSRP and CSI-RSRP measurement point for Rx Beam Peak angle of arrival
In clause 5.1.1 of TS 38.215 [4] SS-RSRP and CSI-RSRP is defined to be measured based on the combined signal from antenna elements corresponding to a given receiver branch. The reference point for requirement parameters from the UE perspective is the input of the UE antenna array. The gain “G” relates the combined signal from antenna elements corresponding to a given receiver branch to the reference point for requirement parameters.
The gain “G” affects absolute signal level values reported by the UE.
[image: ]
Figure B.2.1.5.1-1: Gain and Reference point for requirement parameters
The gain range for each power class is specified in Table B.2.1.5.1-1.
Table B.2.1.5.1-1: UE gain G, Rx beam peak direction
	
	UE Power class

	
	1
	2
	3
	4

	Minimum, dBi
	FFS
	FFS
	-10
	FFS

	Maximum, dBi
	FFS
	FFS
	+20
	FFS



Gain range in spherical coverage directions may be lower than in Rx beam peak direction, according to the difference between the EIS spherical coverage value specified in TS 38.101-2 [19] clause 7.3.4 and the Reference sensitivity level specified in TS 38.101-2 [19] clause 7.3.2.
<< End of Change #1>>
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