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------------------------------------Start of change 1------------------------------------------

[bookmark: _Toc535475975]8.3.2	SCell Activation Delay Requirement for Deactivated SCell
The requirements in this clause shall apply for the UE configured with one downlink SCell in EN-DC, or in standalone NR carrier aggregation or in NE-DC or in NR-DC and when one SCell is being activated.
The delay within which the UE shall be able to activate the deactivated SCell depends upon the specified conditions.
Upon receiving SCell activation command in slot n, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command for the SCell being activated no later than in slot  , where:
THARQ (in ms) is the timing between DL data transmission and acknowledgement as specified in TS 38.213 [3]
Tactivation_time is the SCell activation delay in millisecond. 
If the SCell is known and belongs to FR1, Tactivation_time is:
-	TFirstSSB+ 5ms, if the SCell measurement cycle is equal to or smaller than 160ms.
-	TFirstSSB_MAX + Trs + 5ms, if the SCell measurement cycle is larger than 160ms.
If the SCell is unknown and belongs to FR1, provided that the side condition Ês/Iot ≥ -2dB is fulfilled, Tactivation_time is: 
-	TFirstSSB_MAX + TSMTC_MAX + 2*Trs + 5ms provided:
· The parameter ssb-PositionsInBurst indicates that only one SSB is transmitted.
· The parameter ssb-PositionsInBurst indicates that multiple SSBs are transmitted and TCI indication is provided in same MAC PDU with SCell activation.

If the SCell being activated belongs to FR2 and if there is at least one active serving cell on that FR2 band, then Tactivation_time is TFirstSSB+ 5ms provided:
-	The UE is provided with SMTC for the target SCell, and  
-	The SSBs in the serving cell(s) and the SSBs in the SCell fulfil the condition defined in clause 3.6.3.
-	The parameter ssb-PositionsInBurst is same for the serving cell(s) and the SCell.
If the SCell being activated belongs to FR2 and if there is at least one active serving cell on that FR2 band, if the UE is not provided with any SMTC for the target SCell, Tactivation_time is 3 ms, provided
-	the RS (s) of SCell being activated is (are) QCL-TypeD with RS (s) of one active serving cell on that FR2 band.

------------------------------------End of change 1------------------------------------------



