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1 Introduction
In RAN4#95, RAN4 approved to use Excel table for request sheet, status report, and band combination table in basket WI in Rel-17 [1]. However, the cover sheet need to be further updated after Rel-17 band combinations basket WIs were approved in RAN#88e and RAN#89e.

In this paper, we’d like to provide the updated cover sheet for the Excel template.
2 Discussion

The Rel-17 band combinations basket WIs which were approved in RAN#88e and RAN#89e are listed below. The highlighted basket WIs were approved in RAN#89e.
Table 1 DC\SUL\NRCA Basket WIs
	#
	DC\SUL\NRCA Basket WIs
	Related WI
(acronym)

	1
	NR intra band Carrier Aggregation for xCC DL/yCC UL including contiguous and non-contiguous spectrum (x>=y)
	NR_CA_R17_intra-Core

	2
	NR inter-band Carrier Aggregation/Dual Connectivity for 2 bands DL with x bands UL (x=1, 2)
	NR_CADC_R17_2BDL_xBUL-Core

	3
	DC of 1 LTE band and 1 NR band
	DC_R17_1BLTE_1BNR_2DL2UL-Core

	4
	DC of 2 LTE band and 1 NR band
	DC_R17_2BLTE_1BNR_3DL2UL-Core

	5
	DC of 3 LTE band and 1 NR band
	DC_R17_3BLTE_1BNR_4DL2UL-Core

	6
	DC of 4 LTE band and 1 NR band
	DC_R17_4BLTE_1BNR_5DL2UL-Core

	7
	DC of 5 LTE band and 1 NR band
	DC_R17_5BLTE_1BNR_6DL2UL-Core

	8
	DC of x bands (x=1,2, 3, 4) LTE inter-band CA and 2 bands NR inter-band CA
	DC_R17_xBLTE_2BNR_yDL2UL-Core

	9
	SA Supplementary uplink (SUL),  NSA SUL, NSA SUL with UL sharing from the UE perspective (ULSUP)
	NR_SUL_combos_R17-Core

	10
	NR Inter-band Carrier Aggregation for 3 bands DL with 1 band UL
	NR_CA_R17_3BDL_1BUL-Core

	11
	NR Inter-band Carrier Aggregation for 4 bands DL with 1 band UL
	NR_CA_R17_4BDL_1BUL-Core

	12
	NR Inter-band Carrier Aggregation/Dual connectivity for 3 bands DL with 2 bands UL
	NR_CADC_R17_3BDL_2BUL-Core

	13
	DC of x bands (x=1,2) LTE inter-band CA (xDL/xUL) and y bands (y=3-x) NR inter-band CA
	DC_R17_xBLTE_yBNR_3DL3UL-Core

	14
	DC of x bands (x=1,2,3) LTE inter-band CA (xDL/1UL) and 3 bands NR inter-band CA (3DL/1UL)
	DC_R17_xBLTE_3BNR_yDL2UL-Core

	15
	NR inter-band Carrier Aggregation and Dual connectivity for DL 4 bands and 2UL bands
	NR_CADC_R17_4BDL_2BUL-Core

	16
	NR inter-band CA for 5 bands DL with x bands UL (x=1, 2)
	NR_CADC_R17_5BDL_xBUL-Core

	17
	Dual Connectivity (DC) of x bands (x=2,3,4) LTE inter-band CA (xDL/1UL) and 1 NR FR1 band (1DL/1UL) and 1 NR FR2 band (1DL/1UL)
	DC_R17_xBLTE_2BNR_yDL3UL-Core


Table 2 LTE CA Basket WIs
	#
	LTE CA Basket WIs
	Related WI
(acronym)

	1
	LTE inter-band Carrier Aggregation for 2 bands DL with 1 band UL
	LTE_CA_R17_2BDL_1BUL-Core

	2
	LTE inter-band Carrier Aggregation for 3 bands DL with 1 band UL
	LTE_CA_R17_3BDL_1BUL-Core

	3
	LTE inter-band Carrier Aggregation for x bands DL (x=4, 5) with 1 band UL
	LTE_CA_R17_xBDL_1BUL-Core

	4
	LTE inter-band Carrier Aggregation for 2 bands DL with 2 band UL
	LTE_CA_R17_2BDL_2BUL-Core

	5
	LTE inter-band Carrier Aggregation for x bands DL (x= 3, 4, 5) with 2 band UL
	LTE_CA_R17_xBDL_2BUL-Core

	　
	　
	　


Regarding to the WI acronym, there is no big difference between “XXXX” and “XXXX-Core”. However, most of baskets WI rapporteurs filled the “XXXX-Core” into the acronym in RAN#88. There is no need to change it. It may cause some confusion and increase some workloads.
Proposal: The Excel attachment with updated cover sheet can be used as the template for all of request table, status report table and band combination index table of basket WID.
3 Conclusion
We present our proposal and observation as below.

Proposal: The Excel attachment with updated cover sheet can be used as the template for all of request table, status report table and band combination index table of basket WID.
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