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<Start of Change 1>

[bookmark: _Toc53185625][bookmark: _Toc53186001]12.3.2.5 Requirements for SSB based candidate beam detection
[bookmark: _Toc53185626][bookmark: _Toc53186002]12.3.2.5.1 Introduction
The requirements in this clause apply for each SSB resource in the set [image: ] configured for a serving cell, provided that the SSBs configured for candidate beam detection are actually transmitted within IAB-MT active DL BWP during the entire evaluation period specified in clause 12.3.2.5.2.

[bookmark: _Toc53185627][bookmark: _Toc53186003]12.3.2.5.2 Minimum requirement
Upon request the IAB-MT shall be able to evaluate whether the L1-RSRP measured on the configured SSB resource in set [image: ] estimated over the last TEvaluate_CBD_SSB ms period becomes better than the threshold Qin_LR provided SSB_RP and SSB Ês/Iot are according to Annex Table in B.2.4.1 [6] for a corresponding band.
The IAB-MT shall monitor the configured SSB resources using the evaluation period in table 12.3.2.5.2-1 and 12.3.2.5.2-2 which is applicable to the non-DRX mode only.
The value of TEvaluate_CBD_SSB is defined in Table 12.3.2.5.2-1 for FR1.
The value of TEvaluate_CBD_SSB is defined in Table 12.3.2.5.2-2 for FR2 with scaling factor N=8.
Where,
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency or inter-frequency [or inter-RAT measurements], which are overlapping with some but not all occasions of the SSB,
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.
For FR2,
-	, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P is Psharing factor , when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TSSB = 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP) 
-	Psharing factor = 1
-	if all of the reference signals configured for CBD outside measurement gap are not fully overlapped by intra-frequency SMTC occasions, or 
-	if all of the reference signal configured for CBD outside measurement gap and fully-overlapped by intra-frequency SMTC occasions are not overlapped by with the SSB symbols indicated by SSB-ToMeasure and 1 symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured;
-	Psharing factor = 3, otherwise.
· If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤2 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
· If the IAB-MT is capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤4 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.

Table 12.3.2.5.2-1: Evaluation period TEvaluate_CBD_SSB for FR1
	Configuration
	TEvaluate_CBD_SSB (ms) 

	non-DRX
	Ceil(3  P)  TSSB

	Note:	TSSB is the periodicity of SSB in the set [image: ]. 



Table 12.3.2.5.2-2: Evaluation period TEvaluate_CBD_SSB for FR2
	Configuration
	TEvaluate_CBD_SSB (ms) 

	non-DRX
	Ceil(3  P  N)  TSSB

	Note:	TSSB is the periodicity of SSB in the set [image: ].



[bookmark: _Toc53185628][bookmark: _Toc53186004]12.3.2.5.3 Measurement restriction for SSB based candidate beam detection
The UE requirements in sub-clause 8.5.5.3 [6] apply for IAB-MT.

[bookmark: _Toc53185629][bookmark: _Toc53186005]12.3.2.6 Requirements for CSI-RS based candidate beam detection
[bookmark: _Toc53185630][bookmark: _Toc53186006]12.3.2.6.1 Introduction
The requirements in this clause apply for each CSI-RS resource in the set [image: ] configured for a serving cell, provided that the CSI-RS resources configured for candidate beam detection are actually transmitted within IAB MT active DL BWP during the entire evaluation period specified in clause 12.3.2.6.2.

[bookmark: _Toc53185631][bookmark: _Toc53186007]12.3.2.6.2 Minimum requirement
Upon request the IAB-MT shall be able to evaluate whether the L1-RSRP measured on the configured CSI-RS resource in set [image: ] estimated over the last TEvaluate_CBD_CSI-RS [ms] period becomes better than the threshold Qin_LR within TEvaluate_CBD_CSI-RS [ms] period provided CSI-RS Ês/Iot is according to Annex Table in B.2.4.2 [6] for a corresponding band.
The UE IAB-MT shall monitor the configured CSI-RS resources using the evaluation period in table 12.3.2.6.2-1 and 12.3.2.6.2-2 which is applicable to the non-DRX mode only.
The value of TEvaluate_CBD_CSI-RS is defined in Table 12.3.2.6.2-1 for FR1.
The value of TEvaluate_CBD_CSI-RS is defined in Table 12.3.2.6.2-2 for FR2 with scaling factor N=8.
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency or inter-frequency[ or inter-RAT measurements], which are overlapping with some but not all occasions of the CSI-RS; and
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For FR2,
-	P = 1, when candidate beam detection RS is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = 3, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TCSI-RS = 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP) 
If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤2 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
If the IAB-MT is capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤4 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
Longer evaluation period would be expected if the CSI-RS is on the same OFDM symbols with RLM, BFD, BM-RS, or other CBD-RS, according to the measurement restrictions defined in clause 12.3.2.6.3.
The values of MCBD used in Table 12.3.2.6.2-1 and Table 12.3.2.6.2-2 are defined as
-	MCBD = 3, if the CSI-RS resource configured in the set [image: ] is transmitted with Density = 3.
Table 12.3.2.6.2-1: Evaluation period TEvaluate_CBD_CSI-RS for FR1
	Configuration
	TEvaluateC_CBD_CSI-RS (ms) 

	non-DRX
	Max(25, Ceil(MCBD  P)  TCSI-RS)

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. 



Table 12.3.2.6.2-2: Evaluation period TEvaluate_CBD_CSI-RS for FR2
	Configuration
	TEvaluate_CBD_CSI-RS (ms) 

	non-DRX
	Max(25, Ceil(MCBD  P  N)  TCSI-RS)

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ].



[bookmark: _Toc53185632][bookmark: _Toc53186008]12.3.2.6.3 Measurement restriction for CSI-RS based candidate beam detection
[bookmark: _Hlk42527721]The UE requirements in sub-clause 8.5.6.3 [6] apply for IAB-MT.
[bookmark: _Toc53185633][bookmark: _Toc53186009]12.3.2.7 Scheduling availability of IAB-MT during beam failure detection
The UE requirements in sub-clause 8.5.7 [6] apply for IAB-MT.
[bookmark: _Toc53185634][bookmark: _Toc53186010]12.3.2.8 Scheduling availability of IAB-MT during candidate beam detection
The UE requirements in sub-clause 8.5.8 [6] apply for IAB-MT.

<End of Change 1>
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