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[bookmark: _Toc21338160][bookmark: _Toc29808268][bookmark: _Toc37068187][bookmark: _Toc37083730][bookmark: _Toc37084072][bookmark: _Toc40209434][bookmark: _Toc40209776][bookmark: _Toc45892735][bookmark: _Toc53176592][bookmark: _Toc13090857][bookmark: _Toc506297208][bookmark: _Toc21338397][bookmark: _Toc29808505][bookmark: _Toc37068424][bookmark: _Toc37083969][bookmark: _Toc37084311][bookmark: _Toc40209673][bookmark: _Toc40210015][bookmark: _Toc45892974][bookmark: _Toc53176839]A.3.2.1.1	Reference measurement channels for SCS 15 kHz FR1
Table A.3.2.1.1-1: PDSCH Reference Channel for FDD (QPSK)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-1.1 FDD
	R.PDSCH.1-1.2 FDD
	R.PDSCH.1-1.3 FDD
	R.PDSCH.1-1.4 FDD
	

	Channel bandwidth
	MHz
	10
	10
	10
	10
	

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	

	Number of allocated resource blocks
	PRBs
	52
	6
	52
	52
	

	Number of consecutive PDSCH symbols
	
	12
	12
	7
	12
	

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAMLowSE
	

	MCS index
	
	4
	4
	4
	14
	

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	

	Target Coding Rate
	
	0.30
	0.30
	0.30
	0.59
	

	Number of MIMO layers
	
	1
	1
	1
	1
	

	Number of DMRS REs
	
	18
	12
	12
	12
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	3904
	480
	2280
	8064
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	24
	16
	16
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	CBs
	1
	1
	1
	1
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 10, 11
	Bits
	12480
	1512
	6864
	13104
	

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	13104
	1584
	7488
	13728
	

	Max. Throughput averaged over 2 frames
	Mbps
	3.709
	0.456
	2.166
	7.661
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames


<SKIP UNCHANGED PART>
[bookmark: _Toc37083975][bookmark: _Toc37084317][bookmark: _Toc40209679][bookmark: _Toc40210021][bookmark: _Toc45892980][bookmark: _Toc53176845]A.3.2.2.2	Reference measurement channels for SCS 30 kHz FR1
Table A.3.2.2.2-1: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 and FR1.30-1A (QPSK)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-1.1 TDD
	R.PDSCH.2-1.2 TDD
	R.PDSCH.2-1.3 TDD
	R.PDSCH.2-1.4 TDD
	

	Channel bandwidth
	MHz
	40
	40
	40
	40
	

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	

	Allocated resource blocks
	PRBs
	106
	6
	106
	106
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	4
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	7
	12
	

	Allocated slots per 2 frames
	
	31
	31
	27
	27
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAMLowSE
	

	MCS index
	
	4
	4
	4
	14
	

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	

	Target Coding Rate
	
	0.30
	0.30
	0.30
	0.59
	

	Number of MIMO layers
	
	1
	1
	1
	1
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	6
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	18
	12
	12
	12
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	2664
	144
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	8064
	480
	4608
	16392
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	16
	16
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	16
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	1
	1
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	1
	1
	1
	2
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 20, 21
	Bits
	25440
	1512
	13992
	26712
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	8904
	504
	N/A
	N/A
	

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,19,22,…,39}
	Bits
	26712
	1584
	15264
	27984
	

	Max. Throughput averaged over 2 frames
	Mbps
	11.419
	0.677
	6.221
	11.065
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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