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1. [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
The RRM core requirements for IAB were completed in the last meeting and now the performance phase has started. In this contribution we provide list of IAB-MT RRM test cases to verify the IAB-MT RRM core requirements in TS 38.174.
2. List of RRM test cases for IAB-MT
Table 1 provides main test case scenarios to verify RRM requirements for IAB-MT based on the principles for testing described in [1]:
Table 1: Proposed List of RRM tests for IAB-MT
	No
	RRM Test cases
	Related RRM Requirements 
	Volunteer company

	1
	RRC Re-establishment in FR1
	12.1.1.1 SA: RRC Re-establishment

	Ericsson

	2
	RRC Re-establishment in FR2
	
	Ericsson

	3
	Random access in FR1
	12.1.1.2 Random access
	

	4
	Random access in FR2
	
	

	5
	RRC Connection Release with Redirection to NR in FR1
	12.1.1.3 SA: RRC Connection Release with Redirection to NR
	

	6
	RRC Connection Release with Redirection to NR in FR2
	
	

	7
	IAB-MT transmit timing in FR1
	12.2.1 IAB-MT transmit timing
	

	8
	IAB-MT transmit timing in FR2
	
	

	9
	IAB-MT timing advance in FR1
	12.2.3 IAB-MT timing advance
	

	10
	IAB-MT timing advance in FR1
	
	

	11
	RLM OOS with SSB in FR1
	12.3.1.2 Requirements for SSB based radio link monitoring
	

	12
	RLM OOS with SSB in FR2
	
	

	13
	RLM IS with SSB in FR1
	
	

	14
	RLM IS with SSB in FR2
	
	

	15
	RLM scheduling restriction in FR2
	12.3.1.6 Scheduling availability of IAB-MT during radio link monitoring
	

	16
	RLM OOS with CSI-RS in FR1
	12.3.1.3 Requirements for CSI-RS based radio link monitoring
	

	17
	RLM OOS with CSI-RS in FR2
	
	

	18
	RLM IS with CSI-RS in FR1
	
	

	19
	RLM IS with CSI-RS in FR2
	
	

	20
	Beam Failure Detection and Link Recovery with SSB in FR1
	12.3.2.2 Requirements for SSB based beam failure detection
12.3.2.5 Requirements for SSB based candidate beam detection
	

	21
	Beam Failure Detection and Link Recovery with CSI-RS in FR1
	12.3.2.3 Requirements for CSI-RS based beam failure detection
2.3.2.6 Requirements for CSI-RS based candidate beam detection
	

	22
	Scheduling restriction during BFD and link recovery in FR2
	12.3.2.7 Scheduling availability of IAB-MT during beam failure detection
12.3.2.8 Scheduling availability of IAB-MT during candidate beam detection
	



3. Timeplan
Realisically RAN4 needs more than one meeting to complete the test cases. Therefore the following is the time plan to complete the IAB-MT RRM tests:
· RAN4#97-e:
· Agree on test case list and work split among volunteer companies
· RAN4#98-e:
· Initial drafts of test configurations
· Initial drafts of test cases
· RAN4#98bis-e:
· Agree final CRs on test configurations
· Agree final CRs on test cases
2. Summary
[bookmark: _Hlk23953093]In this paper we have provided list of test cases and time plan to complete the IAB-MT RRM test cases: 
· Proposal 1: List of test cases in table 1 are approved.
· Proposal 2: Work split among volunteer companies to be agreed in RAN4#97-e.
· Proposal 3: Initial drafts in RAN4#98-e and final CRs in RAN4#98bis-e.
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