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< start of changes >
[bookmark: _Toc13080371][bookmark: _Toc18916188][bookmark: _Toc51054782][bookmark: _Toc53221958][bookmark: _Toc53222122][bookmark: _Toc53222225][bookmark: _Toc53222666]9.7	OTA unwanted emissions
OTA Unwanted emissions cover the definitions and requirements for OOB boundary, occupied bandwidth, ACLR including also absolute ACLR, OBUE, and spurious emissions.
For IAB-DU all unwanted emissions requirements, except for the protection of the BS receiver of own or different BS, are the same as specified for NR BS. The background for these requirements can be found from TR 38.817-02 [7]. The requirement for the own or other receiver is not specified, as for NR BS the requirement applies only for FDD operation and no FDD band is defined for IAB.
Wide area IAB-MT requirements were agreed to be the same as defined for wide area IAB-DU both in FR1 and FR2. In FR1 also local area IAB-MT requirements were agreed to be the same as defined for local area IAB-DU but in FR2 it was agreed that 24 dBc ACLR is sufficient, otherwise requirements for local area IAB-MT were agreed to be the same as defined for local area IAB-DU. It is agreed that when type 2-O local area IAB-MT transmit during DL time slot, the ACLR requirement will be the same as local area IAB-DU.

<< Unchanged part is omitted>>

< end of changes >

