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[bookmark: OLE_LINK2]<Start of change1>
[bookmark: _Toc21342903][bookmark: _Toc29769864][bookmark: _Toc29799363][bookmark: _Toc37254587][bookmark: _Toc37255230][bookmark: _Toc45887255]6.2.3.9	A-MPR for NS_38
[bookmark: OLE_LINK24][bookmark: OLE_LINK93]Table 6.2.3.9-1: A-MPR for EESS (NS_38) Protection (1430 – 1470 MHz)
	Channel Bandwidth (MHz)
	Carrier Centre Frequency, Fc (MHz)
	Region A
Outer/Inner
	Region B
Outer/Inner

	
	
	RBstart
	LCRB
	A-MPR (dB)
	RBstart+LCRB
	A-MPR (dB)

	5
	1432.5 ≤ FC < 1437.5
	≤ -1.8 MHz/12/SCS + LCRB /2
	> 3.6 MHz/12/SCS
	≤ 7
	≤ 2.16 MHz/12/SCS
	≤ 5.5

	10
	1435 ≤ FC < 1442
	≤ -1.8 MHz/12/SCS + LCRB /2
	> 3.6 MHz/12/SCS
	≤ 12
	≤ 2.16 MHz/12/SCS 
	≤ 9

	15
	1437.5 ≤ FC < 1447.5
	≤ -1.8 MHz/12/SCS + LCRB /2
	> 3.6 MHz/12/SCS
	≤ 13
	≤ 3.6 MHz/12/SCS
	≤ 10

	20
	1440 ≤ FC < 1450
	≤ -1.8 MHz/12/SCS + LCRB /2
	> 3.6 MHz/12/SCS
	≤ 13
	≤ 5.4 MHz/12/SCS
	≤ 10

	NOTE 1 - 4:	Void


[bookmark: _Toc21343032][bookmark: _Toc29769993][bookmark: _Toc29799492][bookmark: _Toc37254716][bookmark: _Toc37255359][bookmark: _Toc45887384]6.5.3.3.7	Requirement for network signalling value "NS_38"
When "NS_38" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.7-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.7-1: Additional requirements for NR channels assigned within 1430-1452MHz for "NS_38"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



<End of change1>
<Start of change2>
[bookmark: _Toc21343034][bookmark: _Toc29769995][bookmark: _Toc29799494][bookmark: _Toc37254718][bookmark: _Toc37255361][bookmark: _Toc45887386][bookmark: _Toc21343035][bookmark: _Toc29769996][bookmark: _Toc29799495][bookmark: _Toc37254719][bookmark: _Toc37255362][bookmark: _Toc45887387]6.5.3.3.9	Requirement for network signalling value "NS_40"
When "NS_40" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.9-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.9-1: Additional requirements for NR channels assigned within 1427-1452MHz 1432MHz for "NS_40"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.


[bookmark: _Toc21342899][bookmark: _Toc29769860][bookmark: _Toc29799359][bookmark: _Toc37254583][bookmark: _Toc37255226][bookmark: _Toc45887251]6.2.3.5	A-MPR for NS_40
Table 6.2.3.5-1: A-MPR for NS_40
	Modulation/ Waveform

	A (dB)

	
	Channel bandwidth: 5 MHz

	
	Outer
	Inner

	DFT-s-OFDM 
	QPSK
	≤ 15.5
	≤ 12

	
	16 QAM
	≤ 14.5
	≤ 11

	
	64 QAM
	≤ 14.5
	≤ 10

	
	256 QAM
	≤ 12.5
	≤ 7.5

	CP-OFDM
	QPSK
	≤ 14.5
	≤ 10

	
	16 QAM
	≤ 14.5
	≤ 10

	
	64 QAM
	≤ 14
	≤ 8

	
	256 QAM
	≤ 11
	≤ 5.5

	NOTE 1:	The A-MPR for NS_40 is the total backoff and is obtained by taking the maximum value of MPR + A-MPR specified in Table 6.2.3-1 and Table 6.2.4-30a in TS 36.101 and MPR + A specified in Table 6.2.2-1 and Table 6.2.3.5-1.



<End of change2>
