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1. Overall Description:
RAN4 would like to inform RAN1 that in Rel-16 RAN4 is working on the SCell activation delay requirements under the following assumption regarding CSI reporting during the SCell activation:

· When P/SP-CSI-RS is configured for CSI reporting during the SCell activation, it is assumed that at least one of the RRC parameters CO-DurationPerCell-r16, SlotFormatIndicator, and CSI-RS-ValidationWith-DCI-r16 is configured for a UE and the UE supports the corresponding capability, so that the UE measures the configured P/SP-CSI-RS and transmits CSI reports during the SCell activation period, except for the cases when the UE cancels the reception of CSI-RS according to TS 38.213. 
RAN4 would also like to ask about the UE behavior with respect to CSI reports during the SCell activation procedure in case none or some of these three RRC parameters are not configured for the SCell being activated.
2. Actions:

To RAN1 group:

ACTION: 
RAN4 kindly asks RAN1 to take the above information into account in their work and provide the feedback on the UE behaviour.
3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN WG4 Meeting #98-e 
On-line meeting, January 25 – February 5, 2021

TSG-RAN WG4 Meeting #98-bis-e 
On-line meeting, April 12 – April 20, 2021
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