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[bookmark: _Toc535476068][bookmark: _Toc535476142]A.3	RRM test configurations
<Start of Change 1>
A.3.X	CSI-RS configurations for RRM
[bookmark: _Toc535476138]A.3.X.1	FDD
[bookmark: _Toc535476139]Table A.3.X.1-1: CSI-RS RRM Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.RRM.FR1.1 FDD

	CSI-RS-ResourceConfigMobility
	

	subcarrierSpacing, kHz
	15

	CSI-RS-CellMobility
	

	cellIdnote1
	0

	nrofPRBs
	48

	startPRB
	0

	density
	3

	CSI-RS-Resource-Mobility
	

	csi-RS-Index
	0

	slotConfig: ms20 note2
	slot1

	associatedSSB
	True

	ssb-Index note3
	0

	isQuasiColocated
	True

	firstOFDMSymbolInTimeDomain note4
	10

	sequenceGenerationConfig
	0

	Others
	

	nrofPorts
	1

	CDM Type
	NoCDM

	EPRE ratio to SSS, dB
	0

	Note1: unless specified otherwise
Note2: unless specified otherwise
Note3: assume the same SS/PBCH block index of the corresponding cell in the test case
Note4: unless specified otherwise



A.3.X.2	TDD
Table A.3.X.2-1: CSI-RS RRM Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.RRM.FR1.1 TDD

	CSI-RS-ResourceConfigMobility
	

	subcarrierSpacing, kHz
	15

	CSI-RS-CellMobility
	

	cellIdnote1
	0

	nrofPRBs
	48

	startPRB
	0

	density
	3

	CSI-RS-Resource-Mobility
	

	csi-RS-Index
	0

	slotConfig: ms20 note2
	slot1

	associatedSSB
	True

	ssb-Index note3
	0

	isQuasiColocated
	True

	firstOFDMSymbolInTimeDomain note4
	10

	sequenceGenerationConfig
	0

	Others
	

	nrofPorts
	1

	CDM Type
	NoCDM

	EPRE ratio to SSS, dB
	0

	Note1: unless specified otherwise
Note2: unless specified otherwise
Note3: assume the same SS/PBCH block index of the corresponding cell in the test case
Note4: unless specified otherwise



Table A.3.X.2-2: CSI-RS RRM Reference Measurement Channels for SCS=30kHz
	
	CSI-RS.RRM.FR1.2 TDD

	CSI-RS-ResourceConfigMobility
	

	subcarrierSpacing, kHz
	30

	CSI-RS-CellMobility
	

	cellIdnote1
	0

	nrofPRBs
	48

	startPRB
	0

	density
	3

	CSI-RS-Resource-Mobility
	

	csi-RS-Index
	0

	slotConfig: ms20 note2
	slot1

	associatedSSB
	True

	ssb-Index note3
	0

	isQuasiColocated
	True

	firstOFDMSymbolInTimeDomain note4
	10

	sequenceGenerationConfig
	0

	Others
	

	nrofPorts
	1

	CDM Type
	NoCDM

	EPRE ratio to SSS, dB
	0

	Note1: unless specified otherwise
Note2: unless specified otherwise
Note3: assume the same SS/PBCH block index of the corresponding cell in the test case
Note4: unless specified otherwise



Table A.3.X.2-3: CSI-RS RRM Reference Measurement Channels for SCS=120kHz
	
	CSI-RS.RRM.FR2.1 TDD

	CSI-RS-ResourceConfigMobility
	

	subcarrierSpacing, kHz
	120

	CSI-RS-CellMobility
	

	cellIdnote1
	0

	nrofPRBs
	48

	startPRB
	0

	density
	3

	CSI-RS-Resource-Mobility
	

	csi-RS-Index
	0

	slotConfig: ms20 note2
	slot1

	associatedSSB
	True

	ssb-Index note3
	0

	isQuasiColocated
	True

	firstOFDMSymbolInTimeDomain note4
	10

	sequenceGenerationConfig
	0

	Others
	

	nrofPorts
	1

	CDM Type
	NoCDM

	EPRE ratio to SSS, dB
	0

	Note1: unless specified otherwise
Note2: unless specified otherwise
Note3: assume the same SS/PBCH block index of the corresponding cell in the test case
Note4: unless specified otherwise



<End of Change 1>
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