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1. Overall Description:
[bookmark: OLE_LINK5]RAN2 would like to thank RAN4 for the LS on power control for NR-DC. RAN2 has decided to keep p-UE-FR2 and will add a clarification in TS 38.331 that this field is not used in this release of the specification. 
Besides, RAN2 wonders whether the same restriction also applies to p-NR-FR2, which was introduced in Rel-16 for NR-DC UL power control on FR2, as specified in TS 38.213. RAN2 cannot reach any consensus on whether and how to use p-NR-FR2 for now, thus would like to ask RAN4 to answer the following questions.
Q1: whether there is any concern about p-NR-FR2 to be used in Rel-16 for supporting NR-DC PC on FR2?
Q2: if no concern, can RAN4 also confirm the following description of p-NR-FR2 in the current TS 38.331?
	p-NR-FR2
The maximum total transmit power to be used by the UE in this NR cell group across all serving cells in frequency range 2 (FR2). The maximum transmit power that the UE may use may be additionally limited by p-Max (configured in FrequencyInfoUL). This field is only used in NR-DC.



2. Actions:
RAN2 respectfully asks RAN4 to provide feedback for the above questions.

3. Date of Next TSG-RAN WG2 Meetings:
TSG RAN WG2 Meeting #113e	25 January – 5 February 2021	eMeeting
TSG RAN WG2 Meeting #113-bis-e	12 April – 20 April 2021	eMeeting
