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[bookmark: _Hlk60652393]<< Start of Change 1: new section >>
6.1.1.5	Applicability of Channel Quality Indicator (CQI) reporting requirements for CA
6.1.1.5.1	Applicability and test rules for different duplex modes and SCS combinations
The applicability and test rules for different duplex modes and SCS combinations are defined in Table 6.1.1.5.1-1.
Table 6.1.1.5.1-1: Applicability for different duplex modes and SCS combinations
	Tests
	PCell CC configuration

	Test 1 in Clause 6.2A.3.1.1
	TDD CC if supported, otherwise FDD CC

	Test 2 in Clause 6.2A.3.1.1 (NOTE 2)
	Any of CCs

	Test 3 in Clause 6.2A.3.1.1
	Any of CCs

	NOTE 1: 	The test coverage can be considered fulfilled if UE passes one of the CC as PCell in Test 1.
NOTE 2: 	These scenarios are only tested for UEs which are not verified with Test 1 in Clause 6.2A.3.1.1.


6.1.1.5.2	Applicability and test rules for different CA configurations and bandwidth combination sets
The performance requirement for CA CQI tests in clause 6.2A are defined independent of CA configurations and bandwidth combination sets specified in clasue 5.5A in TS 38.101-1 [6]. 
For UEs supporting multiple CA capabilities, test any one of the supported CA capabilities with largest aggregated CA bandwidth combination. The categorization of CA capability is specified in clasue 5.1.1.7.1.
For UEs supporting multiple CA configurations from the selected CA capability, test any one of the supported CA configurations with largest aggregated CA bandwidth combination. For simplicity, the CA configuration refers to combination of CA configuration and bandwidth combination set.
A single uplink CC is configured for all tests.
6.1.1.5.3	Test coverage for different number of componenet carriers
For CA CQI tests specified in clause 6.2A, among all supported CA capabilities, if corresponding CA tests with the largest number of CCs supported by the UE are tested, the test coverage can be considered fulfilled without executing the CA tests with less than the largest number of CCs supported by the UE.
6.1.1.5.4	Applicability rule and antenna connection for CA tests with 4 RX
All the requirements specified in clause 6.2A for CA with 2 RX are applied for 4 RX capable UEs by connecting all 4 RX with data source from system simulator and reducing the signal power density by 3 dB compared to the signal power density for 2 RX in the test configurations.
<< End of Change 1 >>

<< Start of Change 2: new section >>
6.2A	Reporting of Channel Quality Indicator (CQI) for CA
6.2A.1	General
This clause includes the requirements for the reporting of channel quality indicator (CQI) with the UE configured for CA. The purpose is to verify that the CQI is correctly reported in accordance with the CQI definition given in TS 38.214 [12] for each CC with multiple cells configured for periodic reporting.
[bookmark: _Toc21338224][bookmark: _Toc29808332][bookmark: _Toc37068251][bookmark: _Toc37083796][bookmark: _Toc37084138][bookmark: _Toc40209500][bookmark: _Toc40209842][bookmark: _Toc45892801][bookmark: _Toc53176658]6.2A.2	1RX requirements
(Void)
[bookmark: _Toc21338225][bookmark: _Toc29808333][bookmark: _Toc37068252][bookmark: _Toc37083797][bookmark: _Toc37084139][bookmark: _Toc40209501][bookmark: _Toc40209843][bookmark: _Toc45892802][bookmark: _Toc53176659]6.2A.3	2RX requirements
[bookmark: _Toc21338227][bookmark: _Toc29808335][bookmark: _Toc37068254][bookmark: _Toc37083799][bookmark: _Toc37084141][bookmark: _Toc40209503][bookmark: _Toc40209845][bookmark: _Toc45892804][bookmark: _Toc53176661]6.2A.3.1	CQI reporting definition under AWGN conditions
6.2A.3.1.1	Minimum requirement for periodic CQI reporting
For each CA CQI reporting test defined in Table 6.2A.3.1.1-6, the test requirements and the test parameters are defined as below.
For each CC, the test parameters are specified in Table 6.2A.3.1.1-1. The additional parameters specified in Table 6.2A.3.1.1-2 are applicable for tests on FDD CC. The additional parameters specified in Table 6.2A.3.1.1-3 are applicable for tests on TDD CC.
For CA with 2 DL CC, for the SNR configuration specified in Table 6.2A.3.1.1-4, and using the downlink physical channels specified in Annex C.3.1 on each CC, the difference between the wideband CQI indices of PCell and SCell reported shall be such that
wideband CQIPCell – wideband CQISCell ≥ 2
for more than 90% of the time. 
For CA with 3 or more DL CC, for the SNR configuration specified in Table 6.2A.3.1.1-5, and using the downlink physical channels specified in Annex C.3.1 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell1 and SCell2, 3… reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2, 3… ≥ 2
for more than 90% of the time.
Table 6.2A.3.1.1-1: CA CQI reporting test parameters for FDD and TDD CC
	Parameter
	Unit
	Value

	Propagation channel
	
	AWGN

	Antenna configuration
	
	1×2 with static channel specified in Annex B.1

	ZP CSI-RS configuration

	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5, 4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	NZP CSI-RS for CSI acquisition

	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	1

	
	CDM Type
	
	No CDM

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 2, 6

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(4, 9)

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Csi-ReportingBand
	
	1111111

	aperiodicTriggeringOffset
	
	Not configured

	Physical channel for CSI report
	
	PUCCH

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	[bookmark: OLE_LINK40]Derived as per section 5.1.3.2 of TS 38.214 [12]



Table 6.2A.3.1.1-2: Additional test parameters for FDD CC
	Parameter
	Unit
	Value

	Duplex Mode
	
	FDD

	Subcarrier spacing
	kHz
	15

	ZP CSI-RS configuration
	CSI-RS
periodicity and offset
	slot
	5/1

	NZP CSI-RS for CSI acquisition
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1

	CSI-IM configuration
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1

	CSI-Report periodicity and offset
	slot
	5/0

	CQI/RI/PMI delay
	ms
	8

	Sub-band Size
	RB
	8 for 5MHz and 10MHz, 
16 for 15MHz, 20MHz and 25MHz, 32 for 30MHz, 40MHz and 50MHz



Table 6.2A.3.1.1-3: Additional test parameters for TDD CC
	Parameter
	Unit
	Value

	Duplex Mode
	
	TDD

	Subcarrier spacing
	kHz
	30

	TDD UL-DL pattern
	
	FR1.30-1

	ZP CSI-RS configuration
	CSI-RS
periodicity and offset
	slot
	10/1

	NZP CSI-RS for CSI acquisition
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	CSI-IM configuration
	CSI-IM timeConfig
periodicity and offset
	slot
	10/1

	CSI-Report periodicity and offset
	slot
	10/9

	CQI/RI/PMI delay 
	ms
	9.5

	Sub-band Size
	RB
	8 for 10MHz, 15MHz, 20MHz and 25MHz, 
16 for 30MHz, 40MHz and 50MHz, 32 for 60MHz, 80MHz, 90MHz and 100MHz



Table 6.2A.3.1.1-4: SNR configurations for 2 DL CA
	Parameter
	PCell
	SCell

	SNR (dB)
	10.0
	4.0



Table 6.2A.3.1.1-5: SNR configurations for 3 or more DL CA
	Parameter
	PCell
	SCell1
	SCell2, 3…

	SNR (dB)
	12.0
	6.0
	0.0



Table 6.2A.3.1.1-6: List of CA CQI reporting test
	Test number
	CA duplex mode and SCS combination

	1
	FDD 15 kHz + TDD 30 kHz 

	2
	FDD 15 kHz + FDD 15 kHz

	3
	TDD 30 kHz + TDD 30 kHz

	Note 1: 	The applicability of requirements for different CA duplex modes, SCSs, is defined in 6.1.1.5.1.
Note 2: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 6.1.1.5.2.



<< End of Change 2 >>


<< Start of Change 3 : new section >>
8.1.1.5	Applicability of Channel Quality Indicator (CQI) reporting requirements for CA
8.1.1.5.1	Applicability and test rules for different CA configurations and bandwidth combination sets
The performance requirement for CA CQI tests in clause 8.2A are defined independent of CA configurations and bandwidth combination sets specified in clasue 5.5A in TS 38.101-2 [7]. 
For UEs supporting multiple CA capabilities, test any one of the supported CA capabilities with largest aggregated CA bandwidth combination. The categorization of CA capability is specified in clasue 7.1.1.5.1.
For UEs supporting multiple CA configurations from the selected CA capability, test any one of the supported CA configurations with largest aggregated CA bandwidth combination. For simplicity, the CA configuration refers to combination of CA configuration and bandwidth combination set.
A single uplink CC is configured for all tests.
8.1.1.5.2	Test coverage for different number of componenet carriers
For CA CQI tests specified in clause 8.2A, among all supported CA capabilities, if corresponding CA tests with the largest number of CCs supported by the UE are tested, the test coverage can be considered fulfilled without executing the CA tests with less than the largest number of CCs supported by the UE.
<< End of Change 3 >>

<< Start of Change 4 : new section >>
8.2A	Reporting of Channel Quality Indicator (CQI) for CA
8.2A.1	General
This clause includes the requirements for the reporting of channel quality indicator (CQI) with the UE configured for CA. The purpose is to verify that the CQI is correctly reported in accordance with the CQI definition given in TS 38.214 [12] for each CC with multiple cells configured for periodic reporting.
8.2A.2	1RX requirements
(Void)
8.2A.3	2RX requirements
8.2A.3.1	CQI reporting definition under AWGN conditions
8.2A.3.1.1	Minimum requirement for periodic CQI reporting
For the CA CQI reporting test defined in Table 8.2A.3.1.1-4, the test requirements and the test parameters are defined as below.
For each CC, the test parameters are specified in Table 8.2A.3.1.1-1. 
For CA with 2 DL CC, for the SNR configuration specified in Table 8.2A.3.1.1-2, and using the downlink physical channels specified in Annex C.5.1 on each CC, the difference between the wideband CQI indices of PCell and SCell reported shall be such that
wideband CQIPCell – wideband CQISCell ≥ 2
for more than 90% of the time. 
For CA with 3 or more DL CC, for the SNR configuration specified in Table 8.2A.3.1.1-3, and using the downlink physical channels specified in Annex C.5.1 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell1 and SCell2, 3… reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2, 3… ≥ 2
for more than 90% of the time.
Table 8.2A.3.1.1-1: CA CQI reporting test parameters for each CC
	Parameter
	Unit
	Value

	Subcarrier spacing
	kHz
	120

	Duplex Mode
	
	TDD

	TDD Slot Configuration 
	
	FR2.120-2 Annex A.1.3

	Propagation channel
	
	AWGN

	Antenna configuration
	
	1×2 with static channel specified in Annex B.1

	ZP CSI-RS configuration

	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	8

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	CSI-RS 
periodicity and offset
	slot
	8/1

	NZP CSI-RS for CSI acquisition

	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	1

	
	CDM Type
	
	No CDM

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	6

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	8/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(8, 13)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	8/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8 for 50MHz, 100MHz,
16 for 200MHz,
32 for 400MHz

	csi-ReportingBand
	
	111111111

	CSI-Report periodicity and offset
	slot
	8/3

	aperiodicTriggeringOffset
	
	Not configured

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	8.375

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	Derived as per section 5.1.3.2 of TS 38.214 [12]



Table 8.2A.3.1.1-2: SNR configurations for 2 DL CA
	Parameter
	PCell
	SCell

	SNR (dB)
	10.0
	4.0



Table 8.2A.3.1.1-3: SNR configurations for 3 or more DL CA
	Parameter
	PCell
	SCell1
	SCell2, 3…

	SNR (dB)
	12.0
	6.0
	0.0


Table 8.2A.3.1.1-4: List of CA CQI reporting test
	Test number
	CA duplex mode and SCS combination

	1
	TDD 120 kHz + TDD 120 kHz 

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.1.5.1.



<< End of Change 4 >>
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