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	Reason for change:
	In TS36.133, the following test requirements are specified in section A.9 for measurement performance tests:
-	Reported measurements shall be within defined range of accuracy limits defined in Clause 9 for at least 90 % of the reported cases. If multiple measurement performance requirements are verified in the same test, the reported measurements for each requirement shall be within defined range of accuracy limits of the corresponding requirement defined in Clause 9 for at least 90% of the reported cases.
-	Cell 1 is the PCell.
-	Measurements are performed in RRC_CONNECTED state.
-	The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.
Which requires at least 90% of correct reported tests. However, such test requirements with 90% correct reported tests are missing for NR measurement performance tests in TS38.133.


	
	

	Summary of change:
	1. To change the wording ‘band where 2Rx is supported’ to ‘band where where 2Rx is supported and 4Rx is not supported’


	
	

	Consequences if not approved:
	There will be misunderstanding on how to test on 2Rx bands and 4Rx bands
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<Start of Change 1>
[bookmark: OLE_LINK15][bookmark: OLE_LINK16]A.4.7	Measurement Performance requirements
Unless explicitly stated otherwise:
-	Reported measurements shall be within defined range of accuracy limits defined in Clause 10 for at least 90 % of the reported cases. If multiple measurement performance requirements are verified in the same test, the reported measurements for each requirement shall be within defined range of accuracy limits of the corresponding requirement defined in Clause 10 for at least 90% of the reported cases.
[bookmark: OLE_LINK1]-	Cell 1 is the E-UTRA PCell, and Cell 2 is the FR1 PSCell.
-	Measurements are performed in RRC_CONNECTED state.
-	The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.

<End of Change 1>

<Start of Change 2>
A.5.7	Measurement Performance requirements
Unless explicitly stated otherwise:
-	Reported measurements shall be within defined range of accuracy limits defined in Clause 10 for at least 90 % of the reported cases. If multiple measurement performance requirements are verified in the same test, the reported measurements for each requirement shall be within defined range of accuracy limits of the corresponding requirement defined in Clause 10 for at least 90% of the reported cases.
-	Cell 1 is the E-UTRA PCell, and Cell 2 is the FR2 PSCell.
-	Measurements are performed in RRC_CONNECTED state.
-	The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.

<End of Change 2>

<Start of Change 3>
A.6.7	Measurement Performance requirements
Unless explicitly stated otherwise:
-	Reported measurements shall be within defined range of accuracy limits defined in Clause 10 for at least 90 % of the reported cases. If multiple measurement performance requirements are verified in the same test, the reported measurements for each requirement shall be within defined range of accuracy limits of the corresponding requirement defined in Clause 10 for at least 90% of the reported cases.
-	Cell 1 is the FR1 PCell.
-	Measurements are performed in RRC_CONNECTED state.
-	The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.

<End of Change 3>

<Start of Change 4>
A.7.7	Measurement Performance requirements
Unless explicitly stated otherwise:
-	Reported measurements shall be within defined range of accuracy limits defined in Clause 10 for at least 90 % of the reported cases. If multiple measurement performance requirements are verified in the same test, the reported measurements for each requirement shall be within defined range of accuracy limits of the corresponding requirement defined in Clause 10 for at least 90% of the reported cases.
-	Cell 1 is the FR2 PCell.
-	Measurements are performed in RRC_CONNECTED state.
-	The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.

<End of Change 4>

