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1. Introduction
This contribution is a text proposal for TR 38.717-03-02 to include CA_n41A-n66A-n71A.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc28608][bookmark: _Toc519110870][bookmark: _Toc9848464][bookmark: _Toc22654][bookmark: _Toc9441588]5.1.x	CA_n41-n66-n71
5.1.x.1	Operating bands for CA
Table 5.1.x.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n41-n66-n71
	n41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	n66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD

	
	n71
	663 MHz
	–
	698 MHz
	617 MHz
	–
	652 MHz
	FDD



[bookmark: _Toc9848465][bookmark: _Toc24367]5.1.x.2	Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported channel bandwidths per CA configuration for 3DL inter-band CA
	[bookmark: _Toc9848466][bookmark: _Toc519110872][bookmark: _Toc28429][bookmark: OLE_LINK5]NR CA Configuration
	UL Config
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	BCS

	CA_n41A-n66A-n71A
	CA_n41A-n71A
CA_n66A-n71A
CA_n41A-n66A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n41C-n66A-n71A
	CA_n41A-n71A
CA_n66A-n71A
CA_n41A-n66A
	n41
	See CA_n41C Bandwidth Combination Set 1 in 38.101-1 Table 5.5A.1-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n41(2A)-n66A-n71A
	CA_n41A-n71A
CA_n66A-n71A
CA_n41A-n66A
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in 38.101-1 Table 5.5A.2-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	



5.1.x.3	UE co-existence studies
[bookmark: _Toc519110873][bookmark: _Toc9848467][bookmark: _Toc24461][bookmark: OLE_LINK9]UL n41-n66 have no IMD towards DL n71.
UL n41-n71 have no IMD towards DL n66.
UL n66-n71 have no IMD towards DL n41.
[bookmark: _Toc519110874][bookmark: _Toc9848468][bookmark: _Toc18929]5.1.x.4	REFSENS requirements
Based on co-existence studies, there are no need to define additional REFSENS requirements.
---End of changes---
Reference
[bookmark: _Hlk535913204][1] 		RP-202201, “Revised WID on Rel-17 NR Inter-band Carrier Aggregation/Dual Connectivity for 3 bands DL with 2 bands UL”, ZTE
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NR   CA Band  NR   Band  Uplink (UL) operating band  Downlink (DL) operating band  Duplex  Mode  

BS receive / UE transmit  BS transmit / UE receive   

F UL_low    –    F UL_high  F DL_low    –    F DL_high  

CA _ n41 - n 66 - n 71  n41  2 496  MHz  –  2 69 0   MHz  2 496  MHz  –  2690   MHz  T DD  

n66  1710  MHz  –  178 0   MHz  2 110  MHz  –  220 0   MHz  F DD  

n71  663  MHz  –  698  MHz  617  MHz  –  652  MHz  F DD  

 

