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<< start of changes >>
[bookmark: _Toc21342858][bookmark: _Toc29769819][bookmark: _Toc29799318][bookmark: _Toc37254542][bookmark: _Toc37255185][bookmark: _Toc45887209][bookmark: _Toc53171946]5.3.6	Asymmetric channel bandwidths
The UE channel bandwidth can be asymmetric in downlink and uplink. In asymmetric channel bandwidth operation, the narrower carrier shall be confined within the frequency range of the wider channel bandwidth.
In FDD, the confinement is defined as a deviation to the default Tx-Rx carrier center frequency separation (defined in table 5.4.4-1) as following:
ΔFTX-RX = | (BWDL – BWUL)/2 |
The operating bands and supported asymmetric channel bandwidth combinations are defined in table 5.3.6-1.
Table 5.3.6-1: FDD asymmetric UL and DL channel bandwidth combinations
	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)

	n66
	5, 10
	20, 40

	
	20
	40

	n70
	5, 10
	10, 15

	
	5, 10, 15
	20, 25

	n71
	5
	10

	
	10
	15

	
	15
	20



In TDD, the operating bands and supported asymmetric channel bandwidth combinations are defined in table 5.3.6-2.
Table 5.3.6-2: TDD asymmetric UL and DL channel bandwidth combinations
	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)

	n50
	60
	80

	NOTE 1:	Both centre frequency and BWP-ID shall match between DL and UL carriers as defined in TS 38.331 [7] cl. 6.3.2 and TS 38.213 [8] section 12.
NOTE 2:	In a case a UE is configured with a full width of BWP within both UL/ DL channels, the centre frequency of UL/ DL channels shall be same.
NOTE 3:	A position of Point A is common between UL and DL carriers as defined in TS 38.331 [7] cl. 6.3.2.



<< end of changes >>
[bookmark: _Toc21342876][bookmark: _Toc29769837][bookmark: _Toc29799336][bookmark: _Toc37254560][bookmark: _Toc37255203][bookmark: _Toc45887227][bookmark: _Toc53171964]5.4.4	TX–RX frequency separation
The default TX channel (carrier centre frequency) to RX channel (carrier centre frequency) separation for operating bands is specified in Table 5.4.4-1.
Table 5.4.4-1: Default UE TX-RX frequency separation
	NR Operating Band
	TX – RX 
carrier centre frequency
separation

	n1
	190 MHz

	n2
	80 MHz

	n3
	95 MHz

	n5
	45 MHz

	n7
	120 MHz

	n8
	45 MHz

	n12
	30 MHz

	n20
	-41 MHz

	n25
	80 MHz

	n28
	55 MHz

	n66
	400 MHz

	n70
	295,3001 MHz

	n71
	-46 MHz

	n74
	48 MHz

	NOTE 1:	VoidDefault TX-RX carrier centre frequency separation.



<< end of changes >>

