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<Start of Change>
A.7	V2X reference measurement channels
A.7.1	General
The algorithm for determining the payload size A is as follows; given a desired coding rate R and radio block allocation NRB
1.	Calculate the RE number of 2nd stage SCI Q_SCI2^' that can be transmitted in a given sub-frame, where in order to make sure that the code-rate of 2-A is approximate to SCI 1-A, a beta offset is selected based on MCS, and vacant resource elements γ value is determined based on NRB and DMRS frequency density.
2.	Transport Block Size is determined according to section 8.1.3.2 of TS 38.214 [13] based on Table A.7.1-1.
3.	Calculate Binary Channel Bits per Slot for PSSCH as below
Binary Channel Bits per Slot  = (NRB* Subcarriers per resource block*CP-OFDM symbols per slot – DMRS resource REs – PSCCH resource Res - Q_SCI2^') * Qm
 Where Qm is the modulation order corresponding to MCS.
In Table A.7.1-1 Common reference channel parameters are listed the Sidelink reference measurement channels specified in annexes A.7.2 to A.7.6.
Table A.7.1-1: Common reference channel parameters
	Parameter
	Value
	remark

	Number of HARQ Processes 
	1
	

	Channel state
	AWGN
	

	Subcarriers per resource block
	12
	

	 sl-PSSCH-DMRS-TimePattern
Number of PSSCH DM-RS
	2
	symbol4 and symbol 10 in each slot
FDMed with PSSCH within DMRS symbol
Frequency density is ½

	CP-OFDM symbols per slot (Note1)
	12 for all slots
	Excluding the first OFDM symbol in one SL slot used for AGC 

	PSCCH resource
	10 PRBs, 3 symbols in time domain
	

	Slot number in 10ms
	
	 for 15kHz, 30kHz, 60kHz

	PT-RS 
	disable
	

	CSI-RS
	disable
	

	x-overhead
	0
	

	PSFCH period
	0
	

	2nd stage SCI payload size
	59
	35bits SCI-2A + 24bits CRC

	Redundancy Version
	RV0
	For channel coding

	Alpha value for SCI-2
	1
	



<End of Change>
