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<Start of Change>


Table 5.2-1: NR operating bands in FR2
	Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –   FUL_high
	FDL_low   –   FDL_high
	

	n257
	26500 MHz
	–
	29500 MHz 
	26500 MHz
	–
	29500 MHz 
	TDD

	n258
	24250 MHz
	–
	27500 MHz
	24250 MHz
	–
	27500 MHz
	TDD

	n259
	39500 MHz
	–
	43500 MHz
	39500 MHz
	–
	43500 MHz
	TDD

	n260
	37000 MHz
	–
	40000 MHz
	37000 MHz
	–
	40000 MHz
	TDD

	n261
	27500 MHz
	–
	28350 MHz
	27500 MHz
	–
	28350 MHz
	TDD

	n262
	47200 MHz
	–
	48200 MHz
	47200 MHz
	–
	48200 MHz
	TDD



<Next Change>
Table 5.2D-1: NR UL MIMO operating bands
	UL MIMO operating band
(Table 5.2-1)

	n257

	n258

	n259

	n260

	n261

	n262



<Next Change>
Table 5.3.5-1: Channel bandwidths for each NR band
	Operating band / SCS / UE channel bandwidth

	Operating band
	SCS
kHz
	50 MHz
	100 MHz
	200
MHz
	4001 MHz

	n257
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	n258
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	n259
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	n260
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	n261
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	n262
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	NOTE 1:	This UE channel bandwidth is optional in this release of the specification.



<Next Change>
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band
	Operating Band
	ΔFRaster
(kHz)
	Uplink and Downlink
Range of NREF
(First – <Step size> – Last)

	n257
	60
	2054166 – <1> – 2104165

	
	120
	2054167 – <2> – 2104165

	n258
	60
	2016667 – <1> – 2070832

	
	120
	2016667 – <2> – 2070831

	n259
	60
	2270832 – <1> – 2337499

	
	120
	2270832– <2> – 2337499

	n260
	60
	2229166 – <1> – 2279165

	
	120
	2229167 – <2> – 2279165

	n261
	60
	2070833 – <1> – 2084999

	
	120
	2070833 – <2> – 2084999

	n262
	60
	2399166 – <1> – 2415832

	
	120
	2399167 – <2> – 2415831



<Next Change>
[bookmark: _Toc21340748][bookmark: _Toc29805195][bookmark: _Toc36456404][bookmark: _Toc36469502][bookmark: _Toc37253911][bookmark: _Toc37322768][bookmark: _Toc37324174][bookmark: _Toc45889697]Table 5.4.3.3-1: Applicable SS raster entries per operating band
	NR Operating Band
	SS Block SCS
	SS Block pattern1
	Range of GSCN
(First – <Step size> – Last)

	n257
	120 kHz
	Case D
	22388 - <1> - 22558

	
	240 kHz
	Case E
	22390 - <2> - 22556

	n258
	120 kHz
	Case D
	22257 - <1> - 22443

	
	240 kHz
	Case E
	22258 - <2> - 22442

	n259
	120 kHz
	Case D
	23140 – <1> – 23369

	
	240 kHz
	Case E
	23142 – <2> – 23368

	n260 
	120 kHz
	Case D
	22995 - <1> - 23166

	
	240 kHz
	Case E
	22996 - <2> - 23164

	n261
	120 kHz
	Case D
	22446 - <1> - 22492

	
	240 kHz
	Case E
	22446 - <2> - 22490

	n262
	120 kHz
	Case D
	23586 – <1> – 23641

	
	240 kHz
	Case E
	23588 – <2> – 23640

	NOTE 1:	SS Block pattern is defined in clause 4.1 in TS 38.213 [10].



<Next Change>

Table 5.5A.1-1: NR CA configurations, bandwidth combination sets, and fallback group defined for intra-band contiguous CA
	[bookmark: _Hlk511814538]NR CA configuration / Bandwidth combination set / Fallback group

	NR CA configuration
	Uplink CA configurations
	BWChannel (MHz)
	BWChannel (MHz)
	BWChannel (MHz)
	BWChannel (MHz)
	BWChannel (MHz)
	BWChannel (MHz)
	BWChannel (MHz)
	BWChannel (MHz)
	Maximum aggregated
BW (MHz)
	BCS
	Fallback group

	CA_n257B
	CA_n257B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n257C
	CA_n257B
	50, 100, 200, 400
	400
	400
	
	
	
	
	
	1200
	0
	1

	CA_n257D
	CA_n257D
	50, 100, 200
	200
	
	
	
	
	
	
	400
	0
	2

	CA_n257E
	CA_n257D
CA_n257E
	50, 100, 200
	200
	200
	
	
	
	
	
	600
	0
	

	CA_n257F
	CA_n257D
CA_n257E
CA_n257F
	50, 100, 200
	200
	200
	200
	
	
	
	
	800
	0
	

	CA_n257G
	CA_n257G
	50, 100
	100
	
	
	
	
	
	
	200
	0
	3

	CA_n257H
	CA_n257G
CA_n257H
	50, 100
	100
	100
	
	
	
	
	
	300
	0
	

	CA_n257I
	CA_n257G
CA_n257H
CA_n257I
	50, 100
	100
	100
	100
	
	
	
	
	400
	0
	

	CA_n257J
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
	50, 100
	100
	100
	100
	100
	
	
	
	500
	0
	

	CA_n257K
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
	50, 100
	100
	100
	100
	100
	100
	
	
	600
	0
	

	CA_n257L
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n257L
	50, 100
	100
	100
	100
	100
	100
	100
	
	700
	0
	

	CA_n257M
	CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n257L
CA_n257M
	50, 100
	100
	100
	100
	100
	100
	100
	100
	800
	0
	

	CA_n258B
	CA_n258B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n258C
	CA_n258B
CA_n258C
	50, 100, 200, 400
	400
	400
	
	
	
	
	
	1200
	0
	

	CA_n258D
	CA_n258D
	50, 100, 200
	200
	
	
	
	
	
	
	400
	0
	2

	CA_n258E
	CA_n258D
CA_n258E
	50, 100, 200
	200
	200
	
	
	
	
	
	600
	0
	

	CA_n258F
	CA_n258D
CA_n258E
CA_n258F
	50, 100, 200
	200
	200
	200
	
	
	
	
	800
	0
	

	CA_n258G
	CA_n258G
	50, 100
	100
	
	
	
	
	
	
	200
	0
	3

	CA_n258H
	CA_n258G
CA_n258H
	50, 100
	100
	100
	
	
	
	
	
	300
	0
	

	CA_n258I
	CA_n258G
CA_n258H
CA_n258I
	50, 100
	100
	100
	100
	
	
	
	
	400
	0
	

	CA_n258J
	CA_n258G
CA_n258H
CA_n258I
CA_n258J
	50, 100
	100
	100
	100
	100
	
	
	
	500
	0
	

	CA_n258K
	CA_n258G
CA_n258H
CA_n258I
CA_n258J
CA_n258K
	50, 100
	100
	100
	100
	100
	100
	
	
	600
	0
	

	CA_n258L
	CA_n258G
CA_n258H
CA_n258I
CA_n258J
CA_n258K
CA_n258L
	50, 100
	100
	100
	100
	100
	100
	100
	
	700
	0
	

	CA_n258M
	CA_n258G
CA_n258H
CA_n258I
CA_n258J
CA_n258K
CA_n258L
CA_n258M
	50, 100
	100
	100
	100
	100
	100
	100
	100
	800
	0
	

	CA_n259B
	CA_n259B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n259C
	CA_n259B
	50, 100, 200, 400
	400
	400
	
	
	
	
	
	1200
	0
	

	CA_n259G
	CA_n259G
	50, 100
	100
	
	
	
	
	
	
	200
	0
	3

	CA_n259H
	CA_n259G
CA_n259H
	50, 100
	100
	100
	
	
	
	
	
	300
	0
	

	CA_n259I
	CA_n259G
CA_n259H
CA_n259I
	50, 100
	100
	100
	100
	
	
	
	
	400
	0
	

	CA_n259J
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
	50, 100
	100
	100
	100
	100
	
	
	
	500
	0
	

	CA_n259K
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
	50, 100
	100
	100
	100
	100
	100
	
	
	600
	0
	

	CA_n259L
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n259L
	50, 100
	100
	100
	100
	100
	100
	100
	
	700
	0
	

	CA_n259M
	CA_n259G
CA_n259H
CA_n259I
CA_n259J
CA_n259K
CA_n259L
CA_n259M
	50, 100
	100
	100
	100
	100
	100
	100
	100
	800
	0
	

	CA_n260B
	CA_n260B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n260C
	CA_n260B
	50, 100, 200, 400
	400
	400
	
	
	
	
	
	1200
	0
	

	CA_n260D
	CA_n260D
	50, 100, 200
	200
	
	
	
	
	
	
	400
	0
	2

	CA_n260E
	CA_n260D
CA_n260E
	50, 100, 200
	200
	200
	
	
	
	
	
	600
	0
	

	CA_n260F
	CA_n260D
CA_n260E
CA_n260F
	50, 100, 200
	200
	200
	200
	
	
	
	
	800
	0
	

	CA_n260G
	CA_n260G
	50, 100
	100
	
	
	
	
	
	
	200
	0
	3

	CA_n260H
	CA_n260G
CA_n260H
	50, 100
	100
	100
	
	
	
	
	
	300
	0
	

	CA_n260I
	CA_n260G
CA_n260H
CA_n260I
	50, 100
	100
	100
	100
	
	
	
	
	400
	0
	

	CA_n260J
	CA_n260G
CA_n260H
CA_n260I
CA_n260J
	50, 100
	100
	100
	100
	100
	
	
	
	500
	0
	

	CA_n260K
	CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
	50, 100
	100
	100
	100
	100
	100
	
	
	600
	0
	

	CA_n260L
	CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
	50, 100
	100
	100
	100
	100
	100
	100
	
	700
	0
	

	CA_n260M
	CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M
	50, 100
	100
	100
	100
	100
	100
	100
	100
	800
	0
	

	CA_n260O
	CA_n260O
	50, 100
	50, 100
	
	
	
	
	
	
	200
	0
	4

	CA_n260P
	CA_n260O
CA_n260P
	50, 100
	50, 100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n260Q
	CA_n260O
CA_n260P
CA_n260Q
	50, 100
	50, 100
	50, 100
	50, 100
	
	
	
	
	400
	0
	

	CA_n261B
	CA_n261B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n261C
	CA_n261B
	50
	400
	400
	
	
	
	
	
	850
	0
	

	CA_n261D
	CA_n261D
	50, 100, 200
	200
	
	
	
	
	
	
	400
	0
	2

	CA_n261E
	CA_n261D
CA_n261E
	50, 100, 200
	200
	200
	
	
	
	
	
	600
	0
	

	CA_n261F
	CA_n261D
CA_n261E
CA_n261F
	50, 100, 200
	200
	200
	200
	
	
	
	
	800
	0
	

	CA_n261G
	CA_n261G
	100
	50, 100
	
	
	
	
	
	
	200
	0
	3

	CA_n261H
	CA_n261G
CA_n261H
	100
	100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n261I
	CA_n261G
CA_n261H
CA_n261I
	50, 100
	100
	100
	100
	
	
	
	
	400
	0
	

	CA_n261J
	CA_n261G
CA_n261H
CA_n261I
CA_n261J
	50, 100
	100
	100
	100
	100
	
	
	
	500
	0
	

	CA_n261K
	CA_n261G
CA_n261H
CA_n261I
CA_n261J
CA_n261K
	50, 100
	100
	100
	100
	100
	100
	
	
	600
	0
	

	CA_n261L
	CA_n261G
CA_n261H
CA_n261I
CA_n261J
CA_n261K
CA_n261L
	50, 100
	100
	100
	100
	100
	100
	100
	
	700
	0
	

	CA_n261M
	CA_n261G
CA_n261H
CA_n261I
CA_n261J
CA_n261K
CA_n261L
CA_n261M
	50, 100
	100
	100
	100
	100
	100
	100
	100
	800
	0
	

	CA_n261O
	CA_n261O
	50, 100
	50, 100
	
	
	
	
	
	
	200
	0
	4

	CA_n261P
	CA_n261O
CA_n261P
	50, 100
	50, 100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n261Q
	CA_n261O
CA_n261P
CA_n261Q
	50, 100
	50, 100
	50, 100
	50, 100
	
	
	
	
	400
	0
	

	CA_n262G
	CA_n262G
	50, 100
	100
	
	
	
	
	
	
	
	0
	3

	CA_n262H
	CA_n262G
CA_n262H
	50, 100
	100
	100
	
	
	
	
	
	
	0
	

	CA_n262I
	CA_n262G
CA_n262H
CA_n262I
	50, 100
	100
	100
	100
	
	
	
	
	400
	0
	

	CA_n262J
	CA_n262G
CA_n262H
CA_n262I
CA_n262J
	50, 100
	100
	100
	100
	100
	
	
	
	500
	0
	

	CA_n262K
	CA_n262G
CA_n262H
CA_n262I
CA_n262J
CA_n262K
	50, 100
	100
	100
	100
	100
	100
	
	
	600
	0
	

	CA_n262L
	CA_n262G
CA_n262H
CA_n262I
CA_n262J
CA_n262K
CA_n262L
	50, 100
	100
	100
	100
	100
	100
	100
	
	700
	0
	

	CA_n262M
	CA_n262G
CA_n262H
CA_n262I
CA_n262J
CA_n262K
CA_n262L
CA_n262M
	50, 100
	100
	100
	100
	100
	100
	100
	100
	800
	0
	

	NOTE 1:	Void
NOTE 2:	For the NR CA configuration with more than two component carries, the bandwidths in a BCS which may introduce combinations more than requested unintentionally should be listed in a row separately. 



<Next Change>
Table 6.2.1.3-1: UE minimum peak EIRP for power class 3
	Operating band
	Min peak EIRP (dBm)

	n257
	22.4

	n258
	22.4

	n259
	18.7

	n260
	20.6

	n261
	22.4

	n262
	16.0

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance
NOTE 2:	Void



<Next Change>
Table 6.2.1.3-2: UE maximum output power limits for power class 3
	[bookmark: _Hlk515357814]Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n259
	23
	43

	n260
	23
	43

	n261
	23
	43

	n262
	23
	43



<Next Change>
Table 6.2.1.3-3: UE spherical coverage for power class 3
	Operating band
	Min EIRP at 50 %-tile CDF (dBm)

	n257
	11.5

	n258
	11.5

	n259
	5.8

	n260
	8

	n261
	11.5

	n262
	2.9

	NOTE 1:	Minimum EIRP at 50 %-tile CDF is defined as the lower limit without tolerance
NOTE 2:	Void
NOTE 3:	The requirements in this table are verified only under normal temperature conditions as defined in Annex E.2.1.



<Next Change>
Table 6.2.1.3-4: UE multi-band relaxation factors for power class 3
	[bookmark: _Hlk32225119][bookmark: _Hlk32316771]Band
	MBP,n (dB)
	MBS,n (dB)

	n257
	0.73
	0.73

	n258
	0.6
	0.7

	n259
	0.5
	0.4

	n260
	0.51
	0.41

	n261
	0.52,4
	0.74

	n262
	0.7
	0.7

	Note 1: n260 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n260
Note 2: n261 peak relaxation is 0 dB for UE that exclusively supports n261+n260
Note 3: n257 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n257
Note 4: n261 peak and spherical relaxations are 0 dB for UE that exclusively supports n261+n257



<Next Change>
[bookmark: _Hlk528842194]Table 6.2.4-1: PUMAX,f,c tolerance
	Operating Band
	∆P (dB)
	Tolerance T(∆P)
(dB)

	n257, n258, n259, n260, n261, n262
	P = 0
	0

	
	0 < P ≤ 2
	1.5

	
	2 < P ≤ 3
	2.0

	
	3 < P ≤ 4
	3.0

	
	4 < P ≤ 5
	4.0

	
	5 < P ≤ 10
	5.0

	
	10 < P ≤ 15
	7.0

	
	15 < P ≤ X
	8.0

	NOTE:	X is the value such that Pumax,f,c lower bound,  PPowerclass - P – T(P) = minimum output power specified in clause 6.3.1



<Next Change>
[bookmark: _Hlk528843083]Table 6.2A.4-1: PUMAX tolerance
	Operating Band
	∆P (dB)
	Tolerance T(∆P)
(dB)

	n257, n258, n259, n260, n261, n262
	P = 0
	0

	
	0 < P ≤ 2
	1.5

	
	2 < P ≤ 3
	2.0

	
	3 < P ≤ 4
	3.0

	
	4 < P ≤ 5
	4.0

	
	5 < P ≤ 10
	5.0

	
	10 < P ≤ 15
	7.0

	
	15 < P ≤ X
	8.0

	NOTE:	X is the value such that Pumax lower bound, PPowerclass - P – T(P) = minimum output power specified in clause 6.3A.1



<Next Change>
Table 6.2D.1.3-1: UE minimum peak EIRP for UL MIMO for power class 3
	Operating band
	Min peak EIRP (dBm)

	n257
	22.4

	n258
	22.4

	n259
	18.7

	n260
	20.6

	n261
	22.4

	n262
	16.0

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance.
NOTE 2:	Min Peak EIRP refers to the total EIRP for the UL beams peaks.



<Next Change>
Table 6.2D.1.3-2: UE maximum output power limits for UL MIMO for power class 3
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n259
	23
	43

	n260
	23
	43

	n261
	23
	43

	n262
	23
	43



<Next Change>
Table 6.2D.1.3-4: UE spherical coverage for UL MIMO for power class 3
	Operating band
	Min EIRP at 50 %-tile CDF (dBm)

	n257
	11.5

	n258
	11.5

	n259
	5.8

	n260
	8

	n261
	11.5

	n252
	2.9

	NOTE 1:	Minimum EIRP at 50 %-tile CDF is defined as the lower limit without tolerance
NOTE 2:	The requirements in this table are only applicable for UE which supports single band in FR2



<Next Change>
Table 6.3.1.2-1: Minimum output power for power class 2, 3, and 4
	Operating band
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	n257, n258, n259, n260, n261, n262
	50
	-13
	47.58

	
	100
	-13
	95.16

	
	200
	-13
	190.20

	
	400
	-13
	380.28

	NOTE 1:	n260 is not applied for power class 2.
NOTE 2:	n259 is not applied for power class 2 and 4.



<Next Change>
Table 6.3.2-1: Transmit OFF power
	Operating band
	Channel bandwidth / Transmit OFF power (dBm) / measurement bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257, n258, n259, n260, n261, n262
	-35
	-35
	-35
	-35

	
	47.58 MHz
	95.16 MHz
	190.20 MHz
	380.28 MHz



<Next Change>
Table 6.3A.1.2-1: Minimum output power for CA for power class 2, 3, and 4
	Operating band
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	n257, n258, n259, n260, n261, n262
	50
	-13
	47.58

	
	100
	-13
	95.16

	
	200
	-13
	190.20

	
	400
	-13
	380.28

	NOTE 1:	n260 is not applied for power class 2.
NOTE 2:	n259 is not applied for power class 2 and 4.



<Next Change>
Table 6.3A.2-1: Transmit OFF power for CA
	Operating band
	Channel bandwidth / Transmit OFF power (dBm) / measurement bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257, n258, n259, n260, n261, n262
	-35
	-35
	-35
	-35

	
	47.58 MHz
	95.16 MHz
	190.20 MHz
	380.28 MHz



<Next Change>
Table 6.5.2.3-1: General requirements for NRACLR
	
	Channel bandwidth / NRACLR / Measurement bandwidth

	
	50
MHz
	100
MHz
	200
MHz
	400
MHz

	NRACLR for band n257, n258, n261
	17 dB
	17 dB
	17 dB
	17 dB

	NRACLR for band n259, n260, n262
	16 dB
	16 dB
	16 dB
	16 dB

	NR channel measurement bandwidth (MHz)
	47.58 
	95.16 
	190.20 
	380.28 

	Adjacent channel centre frequency offset (MHz)
	+50
/
-50
	+100
/
-100
	+200
/
-200
	+400
/
-400



<Next Change>
Table 6.5.3.1-1: Requirements
	NR Band
	Spurious emission

	
	Protected band/frequency range
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n257
	NR Band n260
	FDL_low
	-
	FDL_high
	-2
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	
	Frequency range
	23600
	-
	24000
	1
	200
	3

	n258
	Frequency range
	57000
	-
	66000
	2
	100
	

	n259
	NR Band 257
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	36000
	-
	37000
	7
	1000
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	n260
	NR Band 257
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band 262
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	n261
	NR Band 260
	FDL_low
	-
	FDL_high
	-2
	100
	

	
	NR Band 262
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	n262
	NR Band 260
	FDL_low
	-
	FDL_high
	-2
	100
	

	
	NR Band 261
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	NOTE 1:	FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1
NOTE 2:	Void
NOTE 3:	The protection of frequency range 23600-24000 MHz is meant for protection of satellite passive services.



<Next Change>
Table 6.5A.2.3.1-1: General requirements for contiguous UL CA NRACLR
	
	CA bandwidth class / CA NRACLR / Measurement bandwidth

	
	Any CA bandwidth class

	CA NRACLR for band n257, n258, n261
	17 dB

	CA NRACLR for band n259, n260, n262
	16 dB

	NR channel measurement bandwidth1
	BWChannel_CA  – 2*BWGB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA
/
- BWChannel_CA

	NOTE 1:	BWGB is defined in clause 5.3A.2. 



<Next Change>
Table 6.5A.3.1-1: Requirements for CA
	CA band
	Spurious emission

	
	Protected band / frequency range
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n257
	NR Band n260
	FDL_low
	-
	FDL_high
	-2
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	
	Frequency range
	23600
	-
	24000
	1
	200
	2

	CA_n258
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n259
	NR Band 257
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	36000
	-
	37000
	7
	1000
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n260
CA_n260(*)
	NR Band 257
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band 262
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n261
	NR Band 260
	FDL_low
	-
	FDL_high
	-2
	100
	

	
	NR Band 262
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n262
	NR Band 260
	FDL_low
	-
	FDL_high
	-2
	100
	

	
	NR Band 261
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	NOTE 1:	FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1
NOTE 2:	The protection of frequency range 23600-24000 MHz is meant for protection of satellite passive services.



<Next Change>
Table 6.6.4.2-1: UE beam correspondence tolerance for power class 3
	Operating band
	Max ∆EIRPBC at 85th %-tile ∆EIRPBC CDF (dB)

	n257
	3.0

	n258
	3.0

	n259
	3.2

	n260
	3.2

	n261
	3.0

	n262
	[3.2]

	NOTE:	The requirements in this table are verified only under normal temperature conditions as defined in Annex E.2.1



<Next Change>
Table 6.6.4.3.1-1: Conditions for SSB based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-96.4
	≥6

	
	n258
	-96.4
	

	
	n259
	-92.1
	

	
	n260
	-92.1
	

	
	n261
	-96.4
	

	
	n262
	[-88.7]
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by ΣMBS, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



Table 6.6.4.3.1-2: Conditions for CSI-RS based L1-RSRP measurements for beam correspondence
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 120 kHz
	

	All angles Note 1
	n257
	-96.4
	≥6

	
	n258
	-96.4
	

	
	n259
	-92.1
	

	
	n260
	-92.1
	

	
	n261
	-96.4
	

	
	n262
	[-88.7]
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum CSI-RS_RP values are increased by ΣMBS, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum CSI-RS Ês/Iot, with no applied noise.



<Next Change>

[bookmark: _Toc52196560][bookmark: _Toc52197540][bookmark: _Toc53173263][bookmark: _Toc53173632]Table 6.6.4.3.3-1: SSB signal conditions for CSI-RS based beam correspondence requirements
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	

	All angles Note 1
	n257
	-101,4
	≥1

	
	n258
	-101,4
	

	
	n259
	-97,1
	

	
	n260
	-97,1
	

	
	n261
	-101,4
	

	
	n262
	[-93,7]
	

	NOTE 1:	For UEs that support multiple FR2 bands, the Minimum SSB_RP values for all angles are increased by ΣMBS, the UE multi-band relaxation factor in dB specified in clause 6.2.1.
NOTE 2:	Values specified at the radiated requirements reference point to give minimum SSB Ês/Iot, with no applied noise.



<Next Change>
Table 7.3.2.3-1: Reference sensitivity
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-88.3
	-85.3
	-82.3
	-79.3

	n258
	-88.3
	-85.3
	-82.3
	-79.3

	n259
	-84.7
	-81.7
	-78.7
	-75.7

	n260
	-85.7
	-82.7
	-79.7
	-76.7

	n261
	-88.3
	-85.3
	-82.3
	-79.3

	n262
	-82.8
	-79.8
	-76.8
	-73.8

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2.4



<Next Change>
Table 7.3.4.3-1: EIS spherical coverage for power class 3
	Operating band
	EIS at 50th %-tile CCDF (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-77.4
	-74.4
	-71.4
	-68.4

	n258
	-77.4
	-74.4
	-71.4
	-68.4

	n259
	-71.9
	-68.9
	-65.9
	-62.9

	n260
	-73.1
	-70.1
	-67.1
	-64.1

	n261
	-77.4
	-74.4
	-71.4
	-68.4

	n262
	-69.7
	-66.7
	-63.7
	-60.7

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2.4
NOTE 2:	The EIS spherical coverage requirements are verified only under normal thermal conditions as defined in Annex E.2.1.



<Next Change>
Table 7.5-1: Adjacent channel selectivity
	Operating band
	Units
	Adjacent channel selectivity / Channel bandwidth

	
	
	50
MHz 
	100
MHz
	200
MHz
	400
MHz

	n257, n258, n261
	dB
	23
	23
	23
	23

	n259, n260, n262
	dB
	22
	22
	22
	22



<Next Change>

Table 7.5-2: Adjacent channel selectivity test parameters, Case 1
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14 dB

	PInterferer for band n257, n258, n261
	dBm
	REFSENS 
+ 35.5 dB
	REFSENS +35.5 dB
	REFSENS 
+35.5 dB
	REFSENS 
+35.5 dB

	PInterferer for band n259, n260, n262
	dBm
	REFSENS 
+ 34.5 dB
	REFSENS +34.5 dB
	REFSENS 
+34.5 dB
	REFSENS 
+34.5 dB

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50
/
-50
NOTE 3
	100
/
-100
NOTE 3
	200
/
-200
NOTE 3
	400
/
-400
NOTE 3

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern as described in Annex A.3.2 and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in Clause 7.3.2, which are applicable to different UE power classes.
NOTE 3:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to (CEIL(|FInterferer|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 4:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.1-2.



Table 7.5-3: Adjacent channel selectivity test parameters, Case 2
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for band n257, n258, n261
	dBm
	-46.5
	-46.5
	-46.5
	-46.5

	Power in Transmission Bandwidth Configuration for band n259, n260, n262
	dBm
	-45.5
	-45.5
	-45.5
	-45.5

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50
/
-50
NOTE 2
	100
/
-100
NOTE 2
	200
/
-200
NOTE 2
	400
/
-400
NOTE 2

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex 3.2 with one sided dynamic OCNG Pattern TDD as described in Annex A and set-up according to Annex C.
NOTE 2:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to (CEIL(|FInterferer|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS. 
NOTE 3:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.1-2.



<Next Change>
Table 7.5A.1-1: Adjacent channel selectivity for intra-band contiguous CA
	Operating band
	Units
	Adjacent channel selectivity / CA bandwidth class

	
	
	All CA bandwidth class

	n257, n258, n261
	dB
	23

	n259, n260, n262
	dB
	22



Table 7.5A.1-2: Adjacent channel selectivity test parameters for intra-band contiguous CA, Case 1
	Rx Parameter
	Units 
	All CA bandwidth Classes

	Pw in Transmission Bandwidth Configuration, per CC
	
	REFSENS + 14 dB

	PInterferer for band n257, n258, n261
	dBm
	Aggregated power + 21.5

	PInterferer for band n259, n260, n262
	dBm
	Aggregated power + 20.5

	BWInterferer
	MHz
	BWChannel_CA

	FInterferer (offset)
	MHz
	
+ BWchannel CA
/
- BWchannel CA

NOTE 3


	
	
	

	
	
	

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex        3.2 with one sided dynamic OCNG Pattern as described in Annex A and set-up according to Annex C.
NOTE 2:	The Finterferer (offset) is the frequency separation between the center of the aggregated CA bandwidth and the center frequency of the Interferer signal
NOTE 3:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to (CEIL(|FInterferer|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interfering signal has the same SCS as that of the closest carrier.
NOTE 4:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.1-2.



Table 7.5A.1-3: Adjacent channel selectivity test parameters for intra-band contiguous CA, Case 2
	Rx Parameter
	Units 
	All CA bandwidth classes

	Pw in Transmission Bandwidth Configuration, aggregated power for band n257, n258, n261
	dBm
	- 46.5

	Pw in Transmission Bandwidth Configuration, aggregated power for band n259, n260, n262
	dBm
	- 45.5

	Pinterferer
	dBm
	- 25

	BWInterferer
	MHz
	BWChannel_CA

	FInterferer (offset)
	MHz
	+ BWchannel CA
/
- BWchannel CA

NOTE 3

	
	
	

	
	
	

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex     A.3.3.2 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The Finterferer (offset) is the frequency separation between the center of the aggregated CA bandwidth and the center frequency of the Interferer signal
NOTE 3:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to (CEIL(|FInterferer|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interfering signal has the same SCS as that of the closest carrier.
NOTE 4:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.1-2.



<Next Change>
Table 7.6.2-1: In band blocking requirements
	Rx parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14 dB


	BWInterferer
	MHz
	50
	100
	200
	400

	PInterferer
for bands n257, n258, n261
	dBm
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB

	PInterferer
for band n259, n260, n262
	dBm
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB

	FIoffset
	MHz
	≤ -100 & ≥ 100
NOTE 5
	≤ -200 & ≥ 200
NOTE 5
	≤ -400 & ≥ 400
NOTE 5
	≤ -800 & ≥ 800
NOTE 5

	FInterferer
	MHz
	FDL_low + 25
to 
FDL_high - 25
	FDL_low + 50
to 
FDL_high - 50
	FDL_low + 100
to 
FDL_high - 100
	FDL_low + 200
to 
FDL_high - 200

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1. TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE2:	The REFSENS power level is specified in Clause 7.3.2, which are applicable according to different UE power classes.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG pattern OP.1 TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 4:	FIoffset is the frequency separation between the center of the channel bandwidth and the center frequency of the Interferer signal.
NOTE 5:	The absolute value of the interferer offset FIoffset shall be further adjusted (CEIL(|FInterferer|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 6:	FInterferer range values for unwanted modulated interfering signals are interferer center frequencies.
NOTE 7:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.1-2.



<Next Change>
Table 7.6A.2.1-1: In band blocking minimum requirements for intra-band contiguous CA
	Rx Parameter
	Units
	All CA bandwidth classes

	Power in Transmission Bandwidth Configuration, per CC
	
	REFSENS + 14 dB

	Pinterferer for band n257, n258, n261
	dBm
	Aggregated power + 21.5

	Pinterferer for band n260, n262
	dBm
	Aggregated power + 20.5

	BWInterferer 
	MHz
	BWChannel_CA

	FIoffset
	MHz
	
+2*BWChannel_CA / -2*BWChannel_CA

NOTE 5


	FInterferer 
	MHz
	FDL_low + 0.5*BWChannel_CA
To
FDL_high - 0.5*BWChannel_CA

	
	
	

	
	
	

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1. and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in Table 7.3.2-1.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annex A.3.3.2 QPSK, R=1/3 with one sided dynamic OCNG pattern OP.1 TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 4:	The FInterferer (offset) is the frequency separation between the center of the aggregated CA bandwidth and the center frequency of the Interferer signal.
NOTE 5:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to (CEIL(|FInterferer|/SCS) + 0.5)*SCS  MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interfering signal has the same SCS as that of the closest carrier.
NOTE 6:	FInterferer range values for unwanted modulated interfering signals are interferer center frequencies.
NOTE 7:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.1-2.



<End of Change>
