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10.1.25	UE Rx-Tx Time Difference Measurements
10.1.25.1	Introduction
The requirements in Clause 10.1.25 shall apply, provided the UE has received nr-Multi-RTT-RequestLocationInformation message from LMF via LPP [341] requesting the UE to report one or more UE Rx-Tx time difference measurements defined in TS 38.215 [4].
10.1.25.2	Measurement Accuracy Requirements
Editor’s note: FFS: The requirements applicability for different DL-PRS-ResourceRepetitionFactor and dl-PRS-NumSymbols configured via LPP [34].
Editor’s note: FFS: The UE Rx-Tx time difference measurement accuracy requirements in this clause shall not apply, if NTA_offset defined in Table 7.1.2-2 changes during the UE Rx-Tx measurement period.
Editor’s note: FFS: The UE Rx-Tx time difference measurement accuracy requirements in this clause shall not apply, if the uplink transmission timing changes during the UE Rx-Tx measurement period due to autonomous adjustment or based on network-configured Timing Advance.
The accuracy requirements in Table 10.1.25.2-1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.x for a corresponding Band.
Table 10.1.25.2-1: UE Rx-Tx time difference measurement accuracy in FR1
Editor’s note: the contents of Table 10.1.25.2-1 is TBD. 
The accuracy requirements in Table 10.1.25.2-2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.x for a corresponding Band.

Table 10.1.25.2-2: UE Rx-Tx time difference measurement accuracy in FR2
Editor’s note: the contents of Table 10.1.25.2-2 is TBD. 



