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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc52196580][bookmark: _Toc52197560][bookmark: _Toc53173283][bookmark: _Toc53173652]7.3A.2.3	Inter-band CA
The inter-band requirement applies for all active component carriers. The throughput for each component carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity for each carrier specified in section 7.3.2, and relaxation ΔRIB,P,n applied  to peak reference sensitivity requirement. ΔRIB,P,n is specified in Table 7.3A.2.3-1. The requirement on each component carrier shall be met when the power in the component carrier in the other band is set to its EIS spherical coverage requirement for inter-band CA specified in sub-clause 7.3A.3.3.
For the combination of intra-band and inter-band carrier aggregation, the intra-band CA relaxation, ΔRIB, is also applied according to the clause 7.3A.2.1 and 7.3A.2.2.
[bookmark: _Hlk31890999]Table 7.3A.2.3-1: ΔRIB reference sensitivity relaxation for inter-band CA for power class 3
	NR CA bands
	NR band
	ΔRIB,P,n (dB)

	Inter-band CA combination
	NR band / ΔRIB,P,n (dB)

	CA_n260-n261
	n260 / 3.5
	n261 / 3.5

	
	n261
	3.5



[bookmark: _Toc52196581][bookmark: _Toc52197561][bookmark: _Toc53173284][bookmark: _Toc53173653]7.3A.3	EIS spherical coverage for DL CA
[bookmark: _Toc52196582][bookmark: _Toc52197562][bookmark: _Toc53173285][bookmark: _Toc53173654]7.3A.3.1	Void
[bookmark: _Toc52196583][bookmark: _Toc52197563][bookmark: _Toc53173286][bookmark: _Toc53173655]7.3A.3.2	Void
[bookmark: _Toc52196584][bookmark: _Toc52197564][bookmark: _Toc53173287][bookmark: _Toc53173656]7.3A.3.3	EIS spherical coverage for inter-band CA
The inter-band CA requirement applies per operating band, for all active component carriers with UL assigned to one band and one DL component carrier per band. The requirement on each component carrier shall be met when the power in the component carrier in the other band is set to its EIS spherical coverage requirement for inter-band CA specified in this sub-clause.
The inter-band CA spherical coverage requirement for each power class will be satisfied if the intersection set of spherical coverage areas exceeds the common coverage requirement. Intersection set of spherical coverage areas is defined as a fraction of area of full sphere measured around the UE where both bands meet their defined individual EIS spherical coverage requirements for inter-band CA operation. The common coverage requirement is determined as <100-percentile rank> %, where ‘percentile rank’ is the percentile value in the specification of spherical coverage for that power class from clause 7.3.4.The requirement is verified with the test metric of EIS (Link=Beam peak search grids, Meas=Link angle).
The reference measurement channels and throughput criterion shall be as specified in clause 7.3A.2.3. The requirement shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in clause 7.3.2.
Unless otherwise specified, the minimum requirements for reference sensitivity shall be verified with the network signalling value NS_200 (Table 6.2.3.1-1) configured. 
The required spherical coverage EIS for each band in inter-band CA operation is given in clause 7.3.4 and modified by ΔRIB,S,n. The value of ∆RIB,S,n is defined in Table 7.3A.3.3-1.
Table 7.3A.3.3-1: ΔRIB,S,n EIS spherical coverage requirement relaxation for inter-band CA for power class 3
	NR CA bands
	NR band
	ΔRIB,S,n (dB)

	Inter-band CA combination
	NR band / ΔRIB,S,n (dB)

	CA_n260-n261
	n260 / 3.5
	n261 / 3.5

	
	n261
	3.5




==============================================================
<< End of changes >>


