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<<< Start of Changes >>>
Table 7.3.1-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	
	
	25 
	50 
	75 
	100 
	FDD

	2
	6 
	15 
	25 
	50 
	501
	501
	FDD

	3
	6 
	15 
	25 
	50 
	501
	501
	FDD

	4
	6 
	15
	25 
	50 
	75 
	100 
	FDD

	5
	6 
	15 
	25 
	251
	
	
	FDD

	6
	
	
	25 
	251
	
	
	FDD

	7
	
	
	25 
	50 
	75
	751
	FDD

	8
	6 
	15
	25 
	251
	
	
	FDD

	9
	
	
	25 
	50 
	501
	501
	FDD

	10
	
	
	25 
	50 
	75 
	100 
	FDD

	11
	
	
	25
	251
	
	
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	
	
	201
	201
	
	
	FDD

	14
	
	
	151
	151
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	
	
	201
	201
	
	
	FDD

	18
	
	
	25 
	251
	251
	
	FDD

	19
	
	
	25 
	251
	251
	
	FDD

	20
	
	
	25 
	201
	203 
	203
	FDD

	21
	
	
	25
	251
	251
	
	FDD

	22
	
	
	25
	50
	501
	501
	FDD

	23
	6
	15
	25
	50
	75
	100
	FDD

	24
	
	
	25
	50
	
	
	FDD

	25
	6
	15
	25
	50
	501
	501
	FDD

	26
	6
	15
	25
	251
	251
	
	FDD

	27
	6 
	15 
	25 
	251
	
	
	FDD

	28
	
	15
	25
	251
	251
	251
	FDD

	30
	
	
	25
	251
	
	
	FDD

	31
	6
	54
	54
	
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	
	
	25 
	50 
	75 
	100 
	TDD

	34
	
	
	25 
	50 
	75
	
	TDD

	35
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	36
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	37
	
	
	25 
	50 
	75 
	100 
	TDD

	38
	
	
	25 
	50 
	75
	100
	TDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	40
	
	
	25
	50 
	75 
	100 
	TDD

	41
	
	
	25
	50 
	75 
	100 
	TDD

	42
	
	
	25
	50 
	75 
	100 
	TDD

	43
	
	
	25
	50 
	75 
	100 
	TDD

	44
	
	15
	25
	50
	75
	100
	TDD

	45
	
	
	25
	50
	75
	100
	TDD

	48
	
	
	25
	50
	75
	100
	TDD

	50
	
	15
	25
	50
	75
	100
	TDD

	51
	
	15
	25
	
	
	
	TDD

	52
	
	
	25
	50 
	75 
	100 
	TDD

	53
	6
	15
	25
	50
	
	
	

	…
	
	
	
	
	
	
	

	65
	6
	15
	25 
	50 
	75 
	100 
	FDD

	66
	6
	15
	25 
	50 
	75 
	100 
	FDD

	68
	
	
	25
	251
	251
	
	FDD

	…
	
	
	
	
	
	
	

	70
	
	
	25 
	50 
	75 
	
	FDD

	71
	
	
	25
	251
	201
	201
	FDD

	72
	6
	54
	54
	
	
	
	FDD

	73
	6
	54
	54
	
	
	
	FDD

	74
	6
	15
	25
	251
	251
	251
	FDD

	85
	
	
	201
	201
	
	
	FDD

	87
	6
	54
	54
	
	
	
	FDD

	88
	6
	54
	54
	
	
	
	FDD

	NOTE 1:	1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).
NOTE 2:	For the UE which supports both Band 11 and Band 21 the uplink configuration for reference sensitivity is FFS.
NOTE 3:	3 refers to Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16
NOTE 4:	4 refers to Bands 31, 72, 73, 87 and 88; in the case of 3 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 9 and in the case of 5 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 10.



[bookmark: _Hlk61341388]<<< Unchanged sections omitted >>>
Table 7.6.2.1A-0: out-of-band blocking for inter-band carrier aggregation
	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	Pw
	dBm
	Table 7.6.2.1-1 for all component carriers

	Pinterferer
	dBm
	-44 + RIB,c
	-30 + RIB,c
	-15 + RIB,c

	Finterferer
(CW)
	MHz
	-60 < f – FDL_Low(j) < -15
or
15 < f – FDL_High(j) < 60

	-85 < f – FDL_Low(j) ≤ -60
or
60 ≤ f – FDL_High(j) < 85

	1 ≤ f ≤ FDL_Low(1) – 85
or
FDL_High(j) + 85 ≤ f
≤ FDL_Low(j+1) – 85 with
j < X
or
FDL_High(X) + 85 ≤ f
≤ 12750

	NOTE 1:	FDL_Low(j) and FDL_High(j) denote the respective lower and upper frequency limits of the operating band containing carrier j, j = 1,…,X, with carriers numbered in increasing order of carrier frequency and X the number of component carriers in the band combination.
NOTE 2:	For FDL_Low(j+1) – FDL_High(j) < 145 MHz and FInterferer in FDL_High(j) < f < FDL_Low(j+1) with j < X, FInterferer can be in both Range 1 and Range 2. Then the lower of the PInterferer applies.
NOTE 3:	For FDL_Low(j) – 15 MHz ≤ f ≤ FDL_High(j) + 15 MHz the appropriate adjacent channel selectivity and in-band blocking requirments in the respective subclauses 7.5.1A and 7.6.1.1A shall be applied for carrier j.
NOTE 4:	RIB,c according to Table 7.3.1-1A applies when serving cell c is measured.
NOTE 5:	For inter-band CA combinations containing Bands 42, or 43, or 48, the interferer with respect to Band 42, or Band 43, or Band 48 shall have power level (PInterferer) for Range 3 modified to -20 + RIB,c dBm for FInterferer > 2800 MHz and FInterferer < 4400 MHz.
NOTE 6:	For inter-band CA combinations containing Bands 7 and 38 simultaneously, for FInterferer  Bands 7 and 38 are considered as one single band as follows: FDL_Low = 2570 MHz and FDL_High = 2690 MHz. For Range 2, the following applies for FDL_Low: -95 < f – FDL_Low ≤ -60 or 60 ≤ f – FDL_High < 85 . For Range 3 the following applies 1 ≤ f ≤ FDL_Low  -95 or FDL_High + 85 ≤ f ≤ 12750.
NOTE 7:	For CA_20A-28A, CA_1A-3A-7A-20A-28A, CA_1A-3A-20A-28A, CA_1A-3A-3A-20A-28A, CA_1A-7A-20A-28A, CA_1A-20A-28A, CA_3A-7A-20A-28A, CA_3A-20A-28A and CA_7A-20A-28A the FDL_low(1)  is given by the lower limit of the restricted operating frequency range in Band 28 and FDL_high(2)  by Band 20 (Table 5.5A-2).
NOTE 8:	For inter-band CA combinations including DL in band 76, the FDL_high of band 75 is applied as FDL_high for band 76.
NOTE 9:	For CA band combinations including DL in band 32, FDL_high of band 75 is applied as FDL_high for band 32, and  FDL_low of band 76 is applied as FDL_low for band 32.
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