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1	Introduction
In RAN4 97-e, the first meeting to discuss performance part of NR-U, companies has some preliminary discussions on the scope of test cases, test configurations and the work plan. During the meeting, whether to define test cases for some of the scenarios of transmit timing and timing advance was discussed. Companies had different views on the scope test cases while some consensus was captured in the WF [1] as shown below.
	Issue 3-3-7: Timing
RAN4 to specify at least the following test cases: 
1.	UE transmit timing with NR-U PCell 
2.	UE transmit timing with NR-U PSCell

Other cases discussed in RAN4 97e:
Timing advance test with NR-U PCell and NR-U PSCell


This paper provides our view on this topic.
2	Discussion
For transmit timing and timing advance, for one hand we understand that no new behavior is introduced to NR-U compared to legacy NR case which has direct impact on timing advance. One the other hand maintaining the TA is critical for the UE and the network for normal data services. If the UE fails to meet requirements for TA, the efficiency for the network and other UEs will be affected. Thus, even if the TA part of specification is not changed by NR-U, the feature is critical and shall be tested.
To guarantee that the UEs can meet all requirements, tests are more promising than analysis. Thus, we prefer to define test cases for the TA of UE operating in NR-U. Considering the current status of the group and the completion rate of the WI, we propose to define test cases on TA only for NR-U PCell.
Define test cases on TA only for NR-U PCell.
3	Conclusion
[bookmark: _GoBack]Proposal 1: Define test cases on TA only for NR-U PCell.
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