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[Start of chane]
[bookmark: _Toc21102578][bookmark: _Toc29810427][bookmark: _Toc36635779][bookmark: _Toc37272725][bookmark: _Toc45885800][bookmark: _Toc53182909][bookmark: _Toc58915576]4.4	Regional requirements
Some requirements in the present document may only apply in certain regions either as optional requirements, or set by local and regional regulation as mandatory requirements. It is normally not stated in the 3GPP specifications under what exact circumstances that the requirements apply, since this is defined by local or regional regulation.
Table 4.4-1 lists all requirements in the present specification that may be applied differently in different regions.
Table 4.4-1: List of regional requirements
	Clause 
	Requirement
	Comments

	5
	Operating bands
	Some NR operating bands may be applied regionally.

	6.3.1
	OTA base station output power
	Additional output power limits may be applied regionally.

	6.7.2
	OTA occupied bandwidth
	The requirement may be applied regionally. There may also be regional requirements to declare the occupied bandwidth according to the definition in present specification.

	6.7.4
	OTA operating band unwanted emissions
	Category A or Category B operating band unwanted emission limits may be applied regionally.

	6.7.4.5.1.6.1
	OTA operating band unwanted emissions Limits in FCC Title 47
	The BS may have to comply with the applicable emission limits established by FCC Title 47, when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.

	6.7.4.5.1.6.2
	OTA operating band unwanted emissions
 Protection of DTT
	The BS operating in Band n20 may have to comply with the additional requirements for protection of DTT, when deployed in certain regions.

	6.7.5.2
	General OTA transmitter spurious emissions
	Category A or Category B spurious emission limits, as defined in ITU-R Recommendation SM.329 [5], may apply regionally.
The emission limits for BS type 1-O specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.

	6.7.5.4
	Additional OTA transmitter spurious emissions
	These requirements may be applied for the protection of system operating in frequency ranges other than the BS operating band.

	6.8.5.1
	OTA transmitter intermodulation
	Interfering signal positions that are partially or completely outside of any downlink operating band of the base station are not excluded from the requirement in Japan in Band n77, n78, n79.

	7.7.5
	OTA receiver spurious emissions
	The emission limits for BS type 1-O specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation. 
Additional limits for BS type 2-O may apply regionally.




[Unaffected Portions Skipped]
[bookmark: _Toc21102640][bookmark: _Toc29810489][bookmark: _Toc36635841][bookmark: _Toc37272787][bookmark: _Toc45885864][bookmark: _Toc53182973][bookmark: _Toc58915640]6.3	OTA base station output power
[bookmark: _Toc21102641][bookmark: _Toc29810490][bookmark: _Toc36635842][bookmark: _Toc37272788][bookmark: _Toc45885865][bookmark: _Toc53182974][bookmark: _Toc58915641]6.3.1	Definition and applicability
OTA BS output power is declared as rated carrier TRP, with the output power accuracy requirement defined at the RIB during the transmitter ON period.
The BS rated carrier TRP for BS type 1-O shall be within limits as specified in table 6.3.1-1.
Table 6.3.1-1: BS rated carrier TRP limits for BS type 1-O
	BS class
	Prated,c,TRP

	Wide Area BS
	(note)

	Medium Range BS
	≤ + 47 dBm

	Local Area BS
	≤ + 33 dBm

	NOTE:	There is no upper limit for the Prated,c,TRP of the Wide Area Base Station.



For Band n41 and n90 operation in Japan, the rated output power, Prated,c,TRP, declared by the manufacturer shall be equal to or less than 20 W per 10 MHz bandwidth.
There is no upper limit for the rated carrier TRP of BS type 2-O.
Despite the general requirements for the BS output power described in TS 38.104 [2] clauses 9.3.2 – 9.3.3, additional regional requirements might be applicable.
NOTE:	In certain regions, power limits corresponding to BS classes may apply for BS type 2-O.
 [Unaffected Portions Skipped]
[bookmark: _Hlk12483995]The following requirement shall be applied to BS operating in Band n26 to ensure that appropriate interference protection is provided to 800 MHz public safety operations. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The TRP of any spurious emission shall not exceed:
Table 6.7.5.4.5-7: BS OTA Spurious emissions limits for protection of 800 MHz public safety operations
	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	n26
	851 - 859 MHz
	-4 dBm
	100 kHz
	Applicable for offsets > 37.5kHz from the channel edge



The following requirement may apply to BS for Band n41 and n90 operation in Japan. This requirement is also applicable at the frequency range from ΔfOBUE below the lowest frequency of the BS downlink operating band up to ΔfOBUE above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.7.5.4.5-8: Additional BS Spurious emissions limits for Band n41 and n90
	Frequency range
	Test limit
	Measurement Bandwidth

	2505 MHz – 2535 MHz
	-33 dBm
	1 MHz

	NOTE:	This requirement applies for carriers allocated within 2545-2645 MHz.



 [End of change]
