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	Reason for change:
	1. In cluase 9.10.1, the current wording for CSI-RS time restriction in unclear whether the case where different CSI-RS resources fall in different instances of the measurement window is supported or not.
2. In cluase 9.10.2.5, only associatedSSB detection time duration refers to TPSS/SSS_sync_intra in Clause 9.2.5.1. If the associatedSSB is detected, the TPSS/SSS_sync_intra equals 0. However there is no description on the time validity of detected associatedSSB. The associatedSSB is detected if it has been meeting the relevant cell identification requirement during the last 5 seconds.

	
	

	Summary of change:
	1. Update the applicability condition on CSI-RS time resitrction such that the case where different CSI-RS resources fall in different instances of the measurement window is supported.
2. Add a clarification on time validitiy of detected associatedSSB.
The associatedSSB is detected if it has been meeting the relevant cell identification requirement during the last 5 seconds.

	
	

	Consequences if not approved:
	The CSI-RS based mobility measurements are incomplete.

	
	

	Clauses affected:
	9.10.1, 9.10.2.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<Start of Change 1>
9.10.1	Introduction
This clause contains general requirements on the UE regarding CSI-RS based measurement reporting in RRC_CONNECTED state. The requirements are split in intra-frequency and inter-frequency measurements requirements.  
The requirements in this clause apply, provided:
-	Only one MO is configured on the CSI-RS layer, and
-	all CSI-RS resources in the same MO are configured with the same csi-rs-MeasurementBW, and
-	associated SSB is QCLed with the corresponding CSI-RS resources in FR2, and
-	the CSI-RS resources on one frequency layer are configured within a window of up to 5ms where the measurements of CSI-RS on the frequency layer are to be performedany two CSI-RS resource i and resource j of a frequency layer satisfy 

where  and  are time offsets (in millisecond) of CSI-RS resource i and j respectively with respect to the serving cell timing, and
-	the number of CSI-RS resources in any duration that equal to the length of a slot is no larger than UE capability maxNumberCSI-RS-RRM-RS-SINR.
<End of Change 1>
<Start of Change 2>
9.10.2.5	Intra-frequency measurements without measurement gaps
If a UE is configured with the higher layer parameters CSI-RS-Resource-Mobility and associatedSSB, the CSI-RS based measurement shall include PSS/SSS detection time of associatedSSB, the time period used to acquire the SFN information and CSI-RS based measurement period without gap.
PSS/SSS detection time of associatedSSB is the intra-frequency TPSS/SSS_sync_intra in Clause 9.2.5.1. If the associatedSSB is already detected, the time period is equal to 0. The associatedSSB is detected if it has been meeting the relevant cell identification requirement during the last 5 seconds.
The time period used to acquire the SFN information is intra-frequency TSSB_time_index_intra in Clause 9.2.5.1 or in clause 9.2.6.2 or inter-frequency TSSB_time_index_inter in clause 9.3.4. If the UE is indicated that the neighbour cell is synchronous with the serving cell (deriveSSB-IndexFromCell is enabled), the time period is equal to 0. It is assumed that deriveSSB-IndexFromCell is always enabled for FR1 TDD and FR2.
The measurement period for intrafrequency measurements without gaps is as shown in table 9.10.2.5-1, Table 9.10.2.5-2.
Additionally, for a given CSI-RS resource, if the associated SS/PBCH block is configured but not detected by the UE, or if CSI-RS configured with associated SSB but not QCL-ed to the associated SSB, the UE is not required to monitor the corresponding CSI-RS resource.
Table 9.10.2.5-1: Measurement period for intrafrequency CSI-RS based measurements without gaps(Frequency FR1)
	DRX cycle
	T CSI-RS_measurement_period_intra  

	No DRX
	max(200ms, ceil( [5] x Kp) x CSI-RS period)  x CSSFintra

	DRX cycle≤ 320ms
	max(200ms, ceil(1.5x [5] x Kp) x max(CSI-RS period, DRX cycle))  x CSSFintra

	DRX cycle>320ms
	ceil( [5] x Kp ) x DRX cycle x CSSFintra

	NOTE 1:	The requirements apply assuming CSI-RS configuration with {D=3 with PRBs ≥ 48}. D is frequency domain density for the 1-port CSI-RS for L3 mobility defined in clause 7.4.1 of TS38.211 [6].



Table 9.10.2.5-2: Measurement period for intrafrequency CSI-RS based measurements without gaps(Frequency FR2)
	DRX cycle
	T CSI-RS_measurement_period_intra  

	No DRX
	max(400ms, ceil(Mmeas_period_w/o_gaps x Kp) x CSI-RS period) x CSSFintra

	DRX cycle≤ 320ms
	max(400ms, ceil(1.5x Mmeas_period_w/o_gaps x Kp) x max(CSI-RS period,DRX cycle)) x CSSFintra

	DRX cycle>320ms
	Mmeas_period_w/o_gaps x DRX cycle x CSSFintra

	NOTE 1:	The requirements apply assuming CSI-RS configuration with {D=3 with PRBs ≥ 48}. D is frequency domain density for the 1-port CSI-RS for L3 mobility defined in clause 7.4.1 of TS38.211 [6].



Mmeas_period_w/o_gaps : For a UE supporting power class 1, Mmeas_period_w/o_gaps =[40]. For a UE supporting FR2 power class 2, Mmeas_period_w/o_gaps =[24]. For a UE supporting power class 3, Mmeas_period_w/o_gaps =[24]. For a UE supporting power class 4, Mmeas_period_w/o_gaps =[24].	
CSSFintra: it is a carrier specific scaling factor and is determined according to CSSFoutside_gap,i in clause 9.1.5.
	If any CSI-RS resource in the CSI-RS MO is fully overlapping with gap, then the CSI-RS MO shall be measured within gap, otherwise,
-	if intra-frequency CSI-RS resource is fully non overlapping with measurement gaps, Kp=1;
-	if intra-frequency CSI-RS resource is partially overlapping with measurement gaps, Kp = 1/(1- (CSI-RS resource period /MGRP)).
<End of Change 2>


