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[bookmark: _Toc21338155][bookmark: _Toc29808263][bookmark: _Toc37068182][bookmark: _Toc37083725][bookmark: _Toc37084067][bookmark: _Toc40209429][bookmark: _Toc40209771][bookmark: _Toc45892730][bookmark: _Toc53176587]4.5.3.2	Noc for NR operating bands in FR2
Values for Noc according to operating band and power class for single carrier requirements are specified in Table 4.5.3.2-1 for ∆BB =1dB.
Table 4.5.3.2-1: Noc power level for different UE power classes and frequency bands
	Operating band
	UE Power class

	
	1
	2
	3
	4

	n257
	-166.8
	-161.3
	-157.6
	-166.3

	n258
	-166.8
	-161.3
	-157.6
	-166.3

	n259
	
	
	-154.0
	

	n260
	-163.8
	
	-155.0
	-164.3

	n261
	-166.8
	-161.3
	-157.6
	-166.3

	n262
	TBC
	TBC
	[-149.2]	Comment by Thomas Chapman: Depends on reference sensitivity
	TBC

	Note 1:	Noc levels are specified in dBm/Hz



For PC3 multi-band devices, the Noc power level (NocMB) shall increase by multi-band relaxation defined in Table 6.2.1.3-4 of TS 38.101-2 [7]:
	NocMB = NocSB + ∆MBP,n
-	NocSB is the Noc defined in Table 4.5.3.2-1
-	∆MBP,n values are specified in TS 38.101-2 [7].
For CA case, the Noc power level (NocCA) shall increase by a relaxation factor defined in TS 38.101-2 [7] Table 7.3A.2.1-1:
	NocCA = NocSC + ΔRIB
-	NocSC is derived by assuming UE supports single carrier. 
-	ΔRIB values are specified in TS 38.101-2 [7].


[bookmark: _Toc21338266][bookmark: _Toc29808374][bookmark: _Toc37068293][bookmark: _Toc37083838][bookmark: _Toc37084180][bookmark: _Toc40209542][bookmark: _Toc40209884][bookmark: _Toc45892843][bookmark: _Toc53176708]7.1.1.1	General
The minimum performance requirements are applicable to the FR2 operating bands defined in TS 38.101-2 [7] with FDL_high not exceeding 4802000 MHz.
The minimum performance requirements in Clause 7 are mandatary for UE supporting NR operation, except test cases listed in Clause 7.1.1.3, 7.1.1.4.

