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< start of changes >
[bookmark: _Toc61185015][bookmark: _Toc61184625][bookmark: _Toc61184233][bookmark: _Toc61183841][bookmark: _Toc61183447][bookmark: _Toc57821171][bookmark: _Toc57820244][bookmark: _Toc53185768][bookmark: _Toc53185392]7.2.2	IAB-MT reference sensitivity level 
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.2-1 for Wide Area IAB-MT and in table 7.2.2-2 for Local Area IAB-MT. 
Table 7.2.2-1: Void
[bookmark: _Toc61183448][bookmark: _Toc61183842][bookmark: _Toc61184234][bookmark: _Toc61184626][bookmark: _Toc61185016][bookmark: _Toc57821172][bookmark: _Toc57820245]Table 7.2.2-2: Void
7.2.2.1	General
The reference sensitivity power level PREFSENS is the minimum mean power received at the TAB connector for IAB-MT type 1-H at which a throughput requirement shall be met for a specified reference measurement channel.

<< Unchanged part is omitted>>
[bookmark: _Toc61185177][bookmark: _Toc61184787][bookmark: _Toc61184395][bookmark: _Toc61184003][bookmark: _Toc61183609][bookmark: _Toc57821333][bookmark: _Toc57820406][bookmark: _Toc53185920][bookmark: _Toc53185544]10.3.3.3	Minimum requirement for IAB-MT type 2-O
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in the corresponding table and annex A.1 when the OTA test signal is at the corresponding EISREFSENS level and arrives from any direction within the OTA REFSENS RoAoA.
EISREFSENS levels are derived from a single declared basis level EISREFSENS_50M, which is based on a reference measurement channel with 50 MHz [IAB-MT] channel bandwidth. EISREFSENS_50M itself is not a requirement and although it is based on a reference measurement channel with 50 MHz [IAB-MT] channel bandwidth it does not imply that IAB-MT has to support 50 MHz [IAB-MT] channel bandwidth.
For Wide Area IAB-MT, EISREFSENS_50M is an integer value in the range -96 to -119 dBm. The specific value is declared by the vendor.
For Local Area IAB-MT, EISREFSENS_50M is an integer value in the range -86 to -114 dBm. The specific value is declared by the vendor.
Table 10.3.3.2-1: FR2 OTA reference sensitivity requirement
	 IAB-MT channel Bandwidth
(MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	OTA reference sensitivity level, EISREFSENS (dBm)

	50, 100, 200
	60
	G-FR2-A1-21
	EISREFSENS_50M + ΔFR2_REFSENS

	50
	120
	G-FR2-A1-22
	EISREFSENS_50M + ΔFR2_REFSENS

	100, 200, 400
	120
	G-FR2-A1-23
	EISREFSENS_50M + 3 + ΔFR2_REFSENS

	NOTE 1:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-MT channel bandwidth.
NOTE 2:	The declared EISREFSENS_50M shall be within the range specified above.
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