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----------------------START OF CHANGES----------------------------


[bookmark: _Hlk45614476]3.6.8	Applicability of 2-step RA and 4-step RA in RRM requirements 
Unless explicitly stated otherwise the requirements under the following clauses, where the UE transmits random acess (with requirements in clause 6.2.2) to NR serving cell or NR target cell, are applicable for both 2-step RA and 4-step RA procedures [3]:
-	Handover requirements in clause 6.1, except for clauses 6.1.2 and 6.1B,
-	RRC connection re-establishment mobility control requirements in clause 6.2.1, except for clause 6.2.2,  
-	RRC connection release with redirection to NR requirements in clause 6.2.3.2.1, 

-	UE transmit timing requirements in clause 7.1,
-	PSCcell addition delay requirements in clause 8.9.2, 
-	PSCell change requirements in clause 8.11 and
-	Conditional PSCell change requirements in clause 8.11B.
Unless explicitly stated otherwise the requirements under the following clauses, where the UE transmits random acess (with requirements in clause 6.2.2A) to NR serving cell or NR target cell subject to uplink CCA, are applicable for both 2-step RA and 4-step RA procedures [3]:
-	Handover requirements with CCA in clause 6.1B,
-	RRC connection re-establishment requirements with CCA in clause 6.2.1A, 
-	RRC connection release with redirection to NR requirements with CCA in clause 6.2.3.2.3, and
-	UE transmit timing requirements with CCA in clause 7.1.


----------------------END OF CHANGES----------------------------
