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<< Start of change 1 >>
Table 5.2.2.1.4-2: Test parameters
	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	NR UL transmission with a 7.5 kHz shift to the LTE raster 
	
	true

	PDCCH configuration
	Symbols with PDCCH
	
	Symbol# 2

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	3

	
	Length (L)
	
	9 for Test 1-1
11 for Test 1-2

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2 

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Position of the first DM-RS for downlink
	
	3

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CRS for rate matching (Note 1)
	LTE carrier centre subcarrier location
	
	Same as NR carrier centre subcarrier location

	
	LTE carrier BW
	MHz
	10

	
	Number of antenna ports
	
	4

	
	v-shift
	
	0

	
	EPRE ratio of LTE CRS to NR SSS
	dB
	0

	Number of HARQ Processes
	
	4

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2

	Note 1:	No MBSFN is configured on LTE carrier



<< End of change 1 >>
<< Start of change 2 >>
Table 5.2.3.1.4-2: Test parameters
	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	NR UL transmission with a 7.5 kHz shift to the LTE raster 
	
	true

	PDCCH configuration
	Symbols with PDCCH
	
	Symbol# 2

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	3

	
	Length (L)
	
	9 for Test 1-1
11 for Test 1-2

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Position of the first DM-RS for downlink
	
	3

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CRS for rate matching (Note 1)
	LTE carrier centre subcarrier location
	
	Same as NR carrier centre subcarrier location

	
	LTE carrier BW
	MHz
	10

	
	Number of antenna ports
	
	4

	
	v-shift
	
	0

	
	[bookmark: _GoBack]EPRE ratio of LTE CRS to NR SSS
	dB
	0

	Number of HARQ Processes
	
	4

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2

	Note 1:	No MBSFN is configured on LTE carrier



<< End of change 2 >>
<< Start of change 3 >>
[bookmark: _Toc21338423][bookmark: _Toc29808531][bookmark: _Toc37068450][bookmark: _Toc37257403][bookmark: _Toc45892534][bookmark: _Toc53176160][bookmark: _Toc61120125]A.5.1	OCNG Patterns for FDD
[bookmark: _Toc21338424][bookmark: _Toc29808532][bookmark: _Toc37068451][bookmark: _Toc37257404][bookmark: _Toc45892535][bookmark: _Toc53176161][bookmark: _Toc61120126]A.5.1.1	OCNG FDD pattern 1: Generic OCNG FDD Pattern for all unused REs
Table A.5.1.1-1: OP.1 FDD: Generic OCNG FDD Pattern for all unused REs
	OCNG Appliance
OCNG Parameters
	Control Region 
(CORESET)
	Data Region

	Resources allocated
	All unused REs (Note 1)
	All unused REs (Note 2)

	Structure
	PDCCH
	PDSCH

	Content
	Uncorrelated pseudo random QPSK modulated data
	Uncorrelated pseudo random QPSK modulated data 

	Transmission scheme for multiple
antennas ports transmission 
	Single Tx port transmission
	Spatial multiplexing using any precoding matrix with dimensions same as the precoding matrix for PDSCH

	Subcarrier Spacing
	Same as for RMC PDCCH in the active BWP
	Same as for RMC PDSCH in the active BWP

	Power Level
	Same as for RMC PDCCH
	Same as for RMC PDSCH

	Note 1:	All unused REs in the active CORESETS appointed by the search spaces in use.
Note 2:	Unused available REs refer to REs in PRBs not allocated for any physical channels, CORESETs, synchronization signals or reference signals, and excluding REs in all the available PDSCH DMRS CDM groups, in channel bandwidth.
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Table A.5.2.1-1: OP.1 TDD: Generic OCNG TDD Pattern for all unused REs
	OCNG Appliance
OCNG Parameters
	Control Region 
(CORESET)
	Data Region

	Resources allocated
	All unused REs (Note 1)
	All unused REs (Note 2)

	Structure
	PDCCH
	PDSCH

	Content
	Uncorrelated pseudo random QPSK modulated data
	Uncorrelated pseudo random QPSK modulated data

	Transmission scheme for multiple
antennas ports transmission
	Single Tx port transmission
	Spatial multiplexing using any precoding matrix with dimensions same as the precoding matrix for PDSCH

	Subcarrier Spacing
	Same as for RMC PDCCH in the active BWP
	Same as for RMC PDSCH in the active BWP

	Power Level
	Same as for RMC PDCCH
	Same as for RMC PDSCH

	Note 1:	All unused REs in the active CORESETS appointed by the search spaces in use.
Note 2:	Unused available REs refer to REs in PRBs not allocated for any physical channels, CORESETs, synchronization signals or reference signals, and excluding REs in all the available PDSCH DMRS CDM groups, in channel bandwidth.



<< End of change 3 >>

