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10.1.23	RSTD Measurements
10.1.23.1	Introduction
The requirements in Clause 10.1.23 shall apply, provided the UE has received nr-DL-TDOA-RequestLocationInformation message from LMF via LPP [3134] requesting the UE to report one or more DL RSTD measurements defined in TS 38.215 [4].
10.1.23.2	Measurement Accuracy Requirements
Editor’s note: FFS: The requirements applicability for different DL-PRS-ResourceRepetitionFactor and dl-PRS-NumSymbols configured via LPP [34].
The RSTD measurement reported by the UE shall fulfil the accuracy requirements defined in Table 10.1.23.2-1 for FR1, provided that the following conditions are met. 
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for RSTD measurements are fulfilled according to Annex B.2.z for a corresponding Band for each relevant PRS resource configured for measurement.
The RSTD measurement reported by the UE shall fulfil the accuracy requirements defined in Table 10.1.23.2-2 for FR2, provided that the following conditions are met. 
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for RSTD measurements are fulfilled according to Annex B.2.z for a corresponding Band for each relevant PRS resource configured for measurement.
Table 10.1.23.2-1:  RSTD absolute accuracy in FR1 
TBA

Table 10.1.23.2-2:  RSTD absolute accuracy in FR2
TBA

<End of Change 1>

