

	
3GPP TSG-RAN4 Meeting #98-e	R4-2103734
Electronic meeting, Jan. 25-Feb.5, 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.133
	CR
	1481
	rev
	1
	Current version:
	16.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	CR on test case for PRS-RSRP measurement requirements for FR2 in SA

	
	

	Source to WG:
	CATT

	Source to TSG:
	R4

	
	

	Work item code:
	NR_pos-Perf
	
	Date:
	2021-1-12

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	[bookmark: OLE_LINK12][bookmark: OLE_LINK13]The test cases for PRS-RSRP measurement requirements need to be defined. 

	
	

	Summary of change:
	Introduce the test case for PRS-RSRP measurement requirements for FR2 in SA. 

	
	

	Consequences if not approved:
	The test case for PRS-RSRP measurement requirements for FR2 in SA is missing. 

	
	

	Clauses affected:
	A.7.6.6 

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	[bookmark: _GoBack]TS 38.533 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<Start of Change 1>
A.7	NR standalone tests with one or more NR cells in FR2
A.7.6	Measurement procedure
A.7.6.6 PRS-RSRP measurements
[bookmark: _Toc383691543]A.7.6.6.1	Test Purpose and Environment
The purpose of the test is to verify the PRS RSRP measurement requirements specified in Clause 9.9.3.5 in an environment with fading propagation conditions. 
Editor’s note: the testing procedure is TBD. 
Supported test configurations are shown in table A.7.6.6.1-1. The test parameters are as given in table A.7.6.6.1-2, and table A.7.6.6.1-3.

Table A. 7.6.6.1-1: supported test configurations for PRS RSRP measurement for FR2-FR2
	Config
	Description

	1
	120 kHz SSB and PRS SCS, 100 MHz bandwidth, TDD duplex mode



Table A.7.6.6.1-2: General test parameters for PRS RSRP measurement reporting delay
TBA

Table A.7.6.6.1-3: Cell-specific test parameters for PRS RSRP measurement reporting delay
TBA
[bookmark: _Toc383691544]A.7.6.6.2	Test Requirements
The PRS RSRP measurement time fulfils the requirements specified in Clause 9.9.3.5.
The UE shall perform and report the PRS RSRP measurements for Cell 2 with respect to the reference cell in the DL-AoD assistance data, Cell 1, within [TBD] ms starting from the beginning of time interval T2.
The rate of the correct events for the neighbour cell observed during repeated tests shall be at least 90%, where the reported PRS RSRP measurement for each correct event shall be within the PRS RSRP reporting range specified in Clause 10.1.24.3, i.e., between PRS RSRP_0 and PRS RSRP_126.

<End of Change 1>


