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**************************** Start of changes ******************************************
[bookmark: _Toc29801708][bookmark: _Toc29802132][bookmark: _Toc29802757][bookmark: _Toc36107499][bookmark: _Toc37251258][bookmark: _Toc45888057][bookmark: _Toc45888656][bookmark: _Toc61367297][bookmark: _Toc61372680]5.5A.1	Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA 
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	
	
	
	40
	0

	
	
	15
	15,20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	CA_n7B
	CA_n7B
	10, 15, 20
	10, 15, 20, 30, 40
	
	
	
	50
	0

	CA_n40B
	-
	20
	80
	
	
	
	100
	0

	
	
	50
	50
	
	
	
	
	

	CA_n41B
	CA_n41B
	10, 20, 30, 40, 50
	10, 20, 30, 40, 50
	
	
	
	100
	0

	CA_n41C
	CA_n41C
	40
	80, 100
	
	
	
	180
	0

	
	
	50, 60, 80
	60, 80, 100
	
	
	
	
	

	
	
	10, 15, 20, 40, 50, 60, 80, 90
	15, 20, 40, 50, 60, 80, 90, 100
	
	
	
	190
	1

	CA_n46B
	-
	20, 40, 60
	20, 40
	
	
	
	100
	0

	CA_n46C
	-
	60, 80
	60, 80
	
	
	
	160
	0

	CA_n46D
	-
	60, 80
	80
	80
	
	
	240
	0

	CA_n46E
	-
	80
	80
	80
	80
	
	320
	0

	CA_n46M
	-
	20, 40, 60
	20, 40
	20, 40
	
	
	140
	0

	CA_n46N
	-
	20, 40, 80
	20, 40
	20, 40
	20, 40
	
	200
	0

	CA_n46O
	-
	20, 60
	20, 40
	20, 40
	20, 40
	20, 40
	220
	0

	CA_n48B
	CA_n48B
	5, 10
	10, 15, 20
	
	
	
	40
	0

	
	
	15, 20
	5, 10, 15, 20
	
	
	
	
	

	
	-
	10
	50, 60, 80, 90
	
	
	
	100
	1

	
	
	15, 20
	40, 50, 60, 80
	
	
	
	
	

	
	
	40
	40, 50, 60
	
	
	
	
	

	
	-
	10, 15, 20, 30, 40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90
	
	
	
	100
	2

	CA_n48C
	-
	10
	100
	
	
	
	140
	0

	
	
	15
	90,100
	
	
	
	
	

	
	
	20
	90, 100
	
	
	
	
	

	
	
	40
	80, 90, 100
	
	
	
	
	

	
	
	10, 15, 20, 30, 40
	70, 80, 90, 100
	
	
	
	140
	1

	CA_n66B
	-
	5 1
	20, 40
	
	
	
	50
	0

	
	
	10
	15, 20, 40
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5 1, 10, 15
	
	
	
	
	

	
	
	40
	5 1, 10
	
	
	
	
	

	CA_n71B
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	
	20
	5
	
	
	
	
	

	
	
	10
	20
	
	
	
	35
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	10, 15
	
	
	
	
	

	CA_n77C
	CA_n77C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70,80,90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70,80,90, 100
	
	
	
	200
	1

	CA_n77D
	-
	100
	100
	100
	
	
	300
	0

	CA_n78B
	-
	20
	50
	
	
	
	70
	0

	CA_n78C

	CA_n78C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70,80,90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70,80,90, 100
	
	
	
	200
	1

	CA_n78D
	-
	100
	100
	100
	
	
	300
	0

	CA_n79C
	CA_n79C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	CA_n79D
	-
	100
	100
	100
	
	
	300
	0

	NOTE 1:	5 MHz is not applicable for 30/60 kHz SCS.



[bookmark: _Toc21344225][bookmark: _Toc29801709][bookmark: _Toc29802133][bookmark: _Toc29802758][bookmark: _Toc36107500][bookmark: _Toc37251259][bookmark: _Toc45888058][bookmark: _Toc45888657]Table 5.5A.1-2: Void
[bookmark: _Toc61367298][bookmark: _Toc61372681]5.5A.2	Configurations for intra-band non-contiguous CA
Table 5.5A.2-1: NR CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	NR CA Configuration
	Uplink Configurations
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Maximum
Aggregated bandwidth
(MHz)
	Bandwidth combination set

	CA_n2(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n3(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n5(2A)
	-
	5,10,15,20
	5,10,15, 20
	
	
	25
	0

	CA_n7(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n25(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n41(2A)
	CA_n41(2A)
	40, 50, 60, 80, 100
	40, 50, 60, 80, 100
	
	
	180
	0

	
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	190
	1

	CA_n48(2A)
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	1402
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	1402
	1

	CA_n48(3A)
	-
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	
	1402
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	1402
	1

	CA_n48(4A)
	-
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	1352
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1352
	1

	CA_n66(2A)
	-
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	
	
	60
	0

	
	
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	
	80
	1

	CA_n71(2A)
	-
	5,10,15,20
	5,10,15, 20
	
	
	30
	0

	CA_n77(2A)
	CA_n77(2A)
	20, 40, 80, 100
	20, 40, 80, 100
	
	
	200
	0

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	200
	1

	CA_n78(2A)
	CA_n78(2A)
	10, 20, 40, 50, 60, 80, 90, 100
	10, 20, 40, 50, 60, 80, 90, 100
	
	
	200
	0

	
	
	[bookmark: OLE_LINK50]10, 20, 25, 30, 40, 50, 60, 80, 90, 100
	10, 20, 25, 30, 40, 50, 60, 80, 90, 100
	
	
	200
	1

	
	
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	200
	2

	NOTE 1:	Void.
NOTE 2:	Parameter value accounts for both, the maximum frequency range of band n48 (150 MHz), and the minimum frequency gaps in between NR non-contiguous component carriers.



Table 5.5A.2-2: NR CA configurations and bandwidth combination sets defined for mixed intra-band contiguous and non-contiguous CA
	NR CA Configuration
	Uplink CA configuration
	CA Class
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90 MHz
	100 MHz
	Bandwidth combination set

	CA_n48(A-B)
	CA_n48B
	A
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	Yes1
	
	Yes1
	Yes1
	Yes1
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	Yes1
	
	Yes1
	Yes1
	Yes1
	

	
	
	B
	See CA_n48B bandwidth combination set 0 in Table 5.5A.1-1
	

	
	CA_n48B
	A
	15
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes1
	
	
	
	
	
	1


	
	
	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	

	
	
	B
	See CA_n48B bandwidth combination set 2 in Table 5.5A.1-1
	

	CA_n48(A-C)
	-
	A
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	Yes1
	
	Yes1
	Yes1
	Yes1
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes1
	Yes1
	
	Yes1
	Yes1
	Yes1
	

	
	
	C
	See CA_n48C bandwidth combination set 0 in Table 5.5A.1-1
	

	
	
	A
	15
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes1
	
	
	
	
	
	1

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	Yes1
	

	
	
	C
	See CA_n48C bandwidth combination set 1 in Table 5.5A.1-1
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink



****************************End of changes ******************************************


