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<< Start of Change >>
11.1.5	PSFCH demodulation requirements
11.1.5.1	2Rx requirements
11.1.5.1.1	Minimum requirements
11.1.5.1.1.1	NACK missed detection requirements
The NACK missed detection probability is the probability of not detecting an NACK when an NACK was sent. The test parameters are configured in table 11.1.5.1.1.1-1.
Table 11.1.5.1.1.1-1: Test Parameters
	Parameter
	unit
	Test 1

	Communication resource pool configuration
	
	[As specified in Table A.7-2
(Configuration #2-V2X)]

	Allocated resource blocks
	RB
	1

	The number of PSFCH symbols (Note 1)
	symbol
	2

	Number of information bits
	bit
	1

	Synchronization source
	
	GNSS

	Timing offset
	Ts
	CP/2-12*64*Tc

	Frequency offset
	Hz
	600

	PSFCH resource period
	Slots
	1

	Antenna configuration
	
	1x2 Low

	Note 1:	First symbol is included. First symbol is used for AGC and not used for demodulation



The NACK missed detection probability shall not exceed 1% at the SNR given in table 11.1.5.1.1.1-2.
Table 11.1.5.1.1.1-2: Minimum requirements
	Test num.
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Propagation condition
	Reference value

	
	
	
	NACK missed detection probability (%)
	SNR (dB) 

	1
	20 / 30
	TDLA30-180
	1
	TBD



11.1.5.1.1.2	DTX to NACK requirements
The DTX to NACK probability, i.e. the probability that NACK is detected when nothing was sent:
	
where:
-	#(false NACK bits) denotes the number of detected NACK bits.
-	#(NACK bits) denotes the number of encoded bits per slot
-	#(PSFCH DTX) denotes the number of DTX occasions
The test parameters are configured in table 11.5.1.1.1-1.
The DTX to NACK probability shall not exceed 1%.
A.7	SL reference resource pool configurations
Table A.7-1 V2X sidelink communication resource pool for PSSCH/PSCCH tests (Configuration #1-V2X)
	Information Element
	Value
	Comment

	SL-ResourcePool-r16
	sl-PSCCH-Config-r16
	sl-TimeResourcePSCCH-r16
	n2
	

	
	
	sl-FreqResourcePSCCH-r16
	n10
	

	
	sl-PSSCH-Config-r16
	sl-PSSCH-DMRS-TimePatternList-r16
	Set according to the specific test configuration
	

	
	
	sl-BetaOffsets2ndSCI-r16
	SL-BetaOffsets-16
	

	
	
	sl-Scaling-16
	f1
	

	
	sl-PSFCH-Config-r16
	sl-PSFCH-Period-r16
	Set according to the specific test configuration
	If not specified, the value is sl4.

	
	
	sl-PSFCH-RB-Set-r16
	TBD
	

	
	
	sl-NumMuxCS-Pair-r16
	n1
	

	
	
	sl-MinTimeGapPSFCH-r16
	Set according to the specific test configuration
	

	
	
	sl-PSFCH-HopID-r16
	0
	

	
	
	sl-PSFCH-CandidateResourceType-r16
	startSubCH
	

	
	sl-SyncAllowed-r16
	
	gnss-Sync-r16
	

	
	sl-SubchannelSize-r16
	
	n10
	

	
	sl-TimeResource-r16
	
	160
	

	
	sl-StartRB-Subchannel-r16
	
	0
	

	[bookmark: _GoBack]
	sl-NumSubchannel-r16
	
	Set according to the specific test configuration
	

	
	sl-Additional-MCS-Table-r16
	
	Not presented
	

	
	sl-PTRS-Config-r16
	
	Not presented
	

	
	sl-RB-Number-r16
	
	Set according to the specific test configuration
	The maximum RB number based on configured channel bandwidth and subcarrier spacing

	
	sl-X-Overhead-r16
	
	n0
	

	SL-BetaOffsets-16
	
	
	Set according to the specific test configuration
	



<< End of Change >>

