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<< start of changes  >>
<< Unchanged sections omitted >>
5.3.5	Channel bandwidth per operating band
The requirements in this specification apply to the combination of channel bandwidths, SCS and operating bands shown in Table 5.3.5-1. The transmission bandwidth configuration in Table 5.3.2-1 shall be supported for each of the specified channel bandwidths. The channel bandwidths are specified for both the Tx and Rx path.
Table 5.3.5-1: Channel bandwidths for each NR band
	Operating band / SCS (kHz) / UE channel bandwidth (MHz)

	Operating band
	SCS
kHz
	50 MHz
	100 MHz
	200
MHz
	4001 MHz

	n257
	60
	Yes50
	Yes100
	Yes200
	

	
	120
	Yes50
	Yes100
	Yes200
	Yes400

	n258
	60
	Yes50
	Yes100
	Yes200
	

	
	120
	Yes50
	Yes100
	Yes200
	Yes400

	n259
	60
	Yes50
	Yes100
	Yes200
	

	
	120
	Yes50
	Yes100
	Yes200
	Yes400

	n260
	60
	Yes50
	Yes100
	Yes200
	

	
	120
	Yes50
	Yes100
	Yes200
	Yes400

	n261
	60
	Yes50
	Yes100
	Yes200
	

	
	120
	Yes50
	Yes100
	Yes200
	Yes400

	NOTE 1:	This UE channel bandwidth is optional in this release of the specification.




==============================================================
<< End of changes >>


